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PREFACE 

This account is  intended t o  promote a broadened base f o r  nuc lear  
s a f e t y  and t o  he lp  provide a f e e l i n g  f o r  c r i t i c a l i t y  con t ro l  t o  anyone 
who works with f i s s i l e  mater ia l .  A s  t h e  quant i ty  of r eac to r  f u e l  
increases ,  and a s  c o s t s  of f a b r i c a t i o n ,  handl ing,  and processing become 
more s i g n i f i c a n t ,  i t  is  presumed t h a t  r e s t r i c t i v e  r u l e s  by a few nuclear- 
s a f e t y  s p e c i a l i s t s  w i l l  no longer be t o l e r a b l e .  The a l t e r n a t i v e ,  which 
we espouse, i s  t o  make c r i t i c a l i t y  con t ro l  a l i v e ,  a c t i v e  p a r t  of chem- 
i c a l  and nuc lear  engineer ing,  jns tead  of a superposed t o p i c  wi th  almost 
nega t ive  impl ica t ions ,  

* 

We assume t h a t  a f e e l i n g  f o r  nuc lear  s a f e t y  can be developed without  
a working knowledge of t h e o r e t i c a l  r e a c t o r  physics  but  wi th  some appre- 
c i a t i o n  f o r  i t s  c a p a b i l i t y ,  
both experimental and computed, upon which empir ica l  know-how can be  

based. This  r e p o r t  emphasizes such da ta  and a t tempts  t o  make them 
understandable  i n  terms of simple reactor-physics  concepts. 

There a r e  now cons iderable  c r i t i c a l  d a t a ,  

We hope t h a t  a supplement eventua l ly  may g ive  examples of appl ica-  
Such i l l u s t r a t i o n s  a r e  des i r ab le  t i o n  t o  a v a r i e t y  of r e a l  opera t ions .  

t o  c l a r i f y  methods of c r i t i c a l i t y  cont ro l - fur ther ,  they should add 
appeal  f o r  t h e  process  designer  and opera t ing  engineer .  
no a t tempt ,  however, t o  t u r n  t h i s  i n t o  a handbook. Our purpose would 
be t o  show how t h e  sub jec t  may be viewed and how one can go about incor-  
porat ing nuc lear  s a f e t y  i n t o  t h e  design of an  opera t ion ,  not  t o  provide 

a s te reo typed  set of r u l e s .  

There w i l l  be 

Response t o  t h e  o r i g i n a l  Los Alamos r epor t  of t h i s  t i t l e  (LA-3366) 
was encouraging enough t o  s t imu la t e  t h e  present  r ev i s ion .  
many whose ideas  a r e  borrowed f o r  t h i s  account ,  David R. Smith and 

Joseph T. Thomas have cont r ibu ted  e spec ia l ly  generously. Fur ther ,  
Dixon Cal l ihan ,  El izabe th  B. Johnson, and Joseph T. Thomas have kindly 

consented t o  t h e  reproduct ion of numerous f i g u r e s  from t h e  r epor t  TID- 

7028, " C r i t i c a l  Dimensions of Systems Containing U 

Among t h e  

235, pu239, and u233-11 

* 
For our urpose,  " f i s s i l e "  ma te r i a l s  are t h e  usua l  r eac to r  f u e l s ,  
235U, 239Pu, and 23311. The term "f i ss ionable"  r e f e r s  t o  a broader 
c l a s s  t h a t  inc ludes ,  as w e  1 as these  common f u e l s ,  o the r  i so topes  
t h a t  can f i s s i o n ,  e.g., 23QU, 24oPu, and 2 3 2 ~ h .  

i v  



CRITICALITY CONTROL IN OPERATIONS 

WITH FISSILE MATERIAL 

by 

H. C. Paxton 

ABSTRACT 

This discussion of criticality control is intended to encourage a 
working knowledge on the part of those who design and perform operations 
with fissile material. As background, requirements of the Atomic Energy 
Act are interpreted, and nuclear-safety experience is outlined. Both 
are shown to be compatible with reasonable principles of nuclear safety. 
Next, empirical criticality information is presented to help develop a 
feeling for conditions to be avoided during operations. 
control methods that are consistent with the stated principles and 
available criticality data are described in the final section. 

Criticality- 

I. BACKGROUND 

THE AEC 
We cannot discuss nuclear safety realistically 

without examining the influence of the U. S .  Atomic 
Energy Commission. The AEC was appointed legal 

guardian of the nuclear industry by Congress through 

the Atomic Energy Act. Like many a parent, it became 

accustomed to nursing the infant industry, and now 

has some difficulty adjusting to the problems of an 

adolescent. Failure to relax early controls retards 

the development of responsibility, yet the youth may 

get into trouble if there is relaxation before re- 

sponsibility is demonstrated. 

will be resolved only when the industry recognizes 

its own maturity and the AEC does also. Even then, 

a dual responsibility traces back to the Act, and 

satisfactory balance of this responsibility will de- 

pend upon sympathetic mutual understanding. 

This apparent paradox 

The basis for this understanding must start 

with the safety responsibility that Congress requires 

of the AEC. 

from the Act. 

Sec. 3 .  PURPOSE: "It is the purpose...to effectuate 

The tone is set by typical quotations 

the policies ... by providing for...a program to 

encourage widespread participation in the 

development and utilization of atomic energy 

for peaceful purposes to the maximum extent 

consistent with the common defense and security 

and with the health and safety of the public..." 

Sec. 31. RESEARCH ASSISTANCE: "...the Commission 

is authorized and directed to make arrangements 

... for research and development activities re- 
lating to...the protection of health and the 

promotion of safety during research and produc- 

tion activities. 'I 

Sec. 41. OWNERSHIP AND OPERATION OF PRODUCTION 
FACILITIES: "Any contract...shall contain pro- 

visions ... obligating the contractor...to comply 
with all safety and security regulations which 

may be prescribed by the Commission." 

Sec. 53. DOMESTIC DISTRIBUTION OF SPECIAL NUCLEAR 

MATERIAL: "Each license...shall be subject to 

the following conditions ... special nuclear ma- 
terials shall be distributed only pursuant to 

such safety standards as may be established by 

rule of the Commission to protect health and to 

minimize danger to life or property. . . . 'I 
Sec. 182. LICENSE APPLICATIONS: "...the applicant 

shall state...such...information as the Commis- 

sion may, by rule or regulation, deem necessary 

1 
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... t o  f i n d  t h a t  t h e  u t i l i z a t i o n  o rp roduc t ion  of 

s p e c i a l  nuclear  ma te r i a l . . .w i l l  provide adequate 
p ro tec t ion  t o  t h e  hea l th  and s a f e t y o f  t h e  public!' 

Of course,  t hese  provis ions  are sub jec t  t o  in-  
t e r p r e t a t i o n s  ranging from s t r i n g e n t  t o  reasonably 

l i b e r a l .  For example, t h e  word "adequate" i n  t h e  
last quota t ion  may be ignored o r  emphasized. S t r i c t  
i n t e r p r e t a t i o n  was n a t u r a l  during t h e  infancy of t h e  
nuclear  indus t ry ,  bu t  l i b e r a l i z a t i o n  should be ex- 

pected as t h e  indus t ry  matures and demonstrates i t s  
r e spons ib i l i t y .  
r egu la t ion  is  expressed i n  commentaries on t h e  Act 
t h a t  appear i n  t h e  document "Improving t h e  AEC Regu- 
l a t o r y  Process," dated March 1961, which was prepared 
by t h e  s t a f f  of t h e  J o i n t  Committee on Atomic Energy, 

under James T. Ramey, then Executive Direc tor .  The 
p r a c t i c a l  a t t i t u d e  is i l l u s t r a t e d  by a s ta tement  

(p. 61) about s a f e t y  i n  achieving atomic goa ls .  

A reasonable  a t t i t u d e  toward s a f e t y  

"The primary ob jec t ive  of t h e  atomic energy regu- 
l a t o r y  process  should be, of course,  t o  p ro tec t  
t h e  hea l th  and s a f e t y  of t h e  publ ic  and employ- 
ees i n  i n d u s t r i a l  and o the r  uses  of r a d i a t i o n .  
A s  noted e a r l i e r ,  abso lu t e  s a f e t y  is not  t h e  ob- 
j e c t i v e ,  however, f o r  t h i s  would r equ i r e  discon- 
t inuance of a l l  nuc lear  development. Therefore ,  
na t iona l  goa ls ,  such a s  development of nuc lear  
weapons, long-range space explora t ion  through use 
of nuc lear  propel led veh ic l e s ,  achievement of 

economic nuc lear  power, increased use  of radio-  

i so topes ,  and p u r s u i t  of bas i c  atomic research ,  
must be considered i n  determining t h e  reason- 
ab leness  of s a f e t y  requirements." 

A s  recognized i n  t h i s  s ta tement ,  no processing of 
f i s s i l e  material p re sen t s  zero r i s k .  

I n  summary, t h e  Act r e q u i r e s  both cont rac tor  and 

l i censee  t o  comply wi th  AEC regu la t ions  designed " to  

p ro tec t  h e a l t h  and t o  minimize danger t o  l i f e  and 
proper ty"or  t o  "provide adequate  p ro tec t ion  t o  t h e  

hea l th  and s a f e t y  of t h e  public." These regula t ions  
are supposed t o  recognize "widespread p a r t i c i p a t i o n  

i n  t h e  development and u t i l i z a t i o n  of atomic energy 
f o r  peacefu l  purposes t o  t h e  maximum ex ten t  cons is t -  
ent"  wi th  t h e  above s a f e t y  aims (and wi th  t h e  common 
defense and s e c u r i t y ) .  Furthermore, the AEC is  d i -  
r ec t ed  t o  a r range  f o r  t echn ica l  s a f e t y  guidance and 
s a f e t y  promotion. 

The r e s u l t i n g  o v e r a l l  p i c t u r e  of s a f e t y  regula-  
t i o n  is f l u i d ,  something t h a t  a d j u s t s  t o  t echn ica l  
knowledge, i n s t ead  of a r b i t r a r y  requirements t h a t  

are f ixed  f o r  a l l  time. 
it permits  u s  t o  view c r i t i c a l i t y  con t ro l  wi th in  its 
t echn ica l  bounds, no t  wi th in  t h e  l i m i t a t i o n s  of ex- 
i s t i n g  o r  proposed regula t ion .  Furthermore, i t  ap- 
pears  t h a t  t h e  way is l e f t  open f o r  t h e  mutual under- 

s tanding  t h a t  was mentioned e a r l i e r .  To br ing  about 
complete understanding, t h e  AEC must keep ab reas t  of 
t echn ica l  developments and ob jec t ives  of t h e  nuc lear  
indus t ry ,  and l i censees  and con t r ac to r s  must demon- 
s t r a t e  t h e i r  competence and con t r ibu te  t o  t h e  im- 
provement of r egu la t ions .  
SAFETY EXPERIENCE 

This  is important ,  because 

There have been s i x  s u p e r c r i t i c a l  acc idents  i n  
chemical process  equipment but  none assoc ia ted  with 
mechanical processing,  s t o r a g e ,  o r  t r anspor t a t ion .  

A l l  occurred wi th  aqueous s o l u t i o n s ;  fou r  involved 
h ighly  enriched uranium, and two involved plutonium. 
Two of t h e  excursions took p l ace  i n  a reas  t h a t  were 
sh ie lded  t o  accommodate i r r a d i a t e d  f u e l ,  so t h a t  
personnel  were pro tec ted  from d i r e c t  r a d i a t i o n .  

* 

The r e s u l t s  of t hese  6 acc idents  have been 2 
deaths ,  19 s i g n i f i c a n t  overexposures t o  r ad ia t ion ,  
no equipment damage, and neg l ig ib l e  loss of f i s s i l e  
ma te r i a l .  I n  no case  w a s  t h e r e  any danger t o  t h e  
genera l  publ ic .  

Each inc ident  was a r e s u l t  of process  o r  equip- 
ment d i f f i c u l t y  o r  maloperat ion (genera l ly  a combina- 

t i o n ) .  There was no con t r ibu t ion  by f a u l t y  c r i t i c a l -  
i t y  information, nor by e r r o r  i n  i t s  i n t e r p r e t a t i o n .  

Before proceeding from these  genera l  remarks t o  
more s p e c i f i c  f e a t u r e s  of t h e  acc iden t s ,  i t  may be 
u s e f u l  t o  p i c t u r e  t h e  usua l  c h a r a c t e r i s t i c s  of a 

s u p e r c r i t i c a l  excursion i n  a so lu t ion .  
t h e r e  is  a f i s s i o n  sp ike  t h a t  is terminated by heat- 
ing and consequent thermal expansion of t h e  so lu t ion  
and by bubble formation. I f  t h e r e  is  no l o s s  of ma- 
t e r i a l ,  as by sp lash ing ,  f i s s i o n i n g  cont inues  a t  a 
reduced rate t h a t  may have less in t ense  sp ikes  than 
t h e  f i r s t  as bubbles sweep out  of t h e  s o l u t i o n .  Con- 
t inued add i t ion  of s o l u t i o n  a f t e r  t h e  i n i t i a l  bu r s t  

w i l l  amplify these  secondary sp ikes .  Of course,  l o s s  
of s o l u t i o n ,  o r  r e d i s t r i b u t i o n  of ma te r i a l  may term- 
inate t h e  r eac t ion  a f t e r  t h e  i n i t i a l  b u r s t .  

Typical ly ,  

Numbers of f i s s i o n s ,  which a r e  quoted i n  t h e  
fol lowing accounts ,  may r equ i r e  t r a n s l a t i o n  i n t o  

'x 
We overlooked a n  ins tance  of acc iden ta l  c r i t i c a l i t y  
repor ted  by J. T. Daniels ,  H. Howells, and T. G. 
Hughes: " C r i t i c a l i t y  Incident-August 24, 1970, 
Windscale Works,"ANS T r a n s . x , N o .  1,35-36 (June197U 

n 
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16 
more familiar terms. A modest burst of 3 x 10 

fissions deposits 1 MW-sec, 240 kcal, or 950 BTU of 
energy, most of which heats the solution. 

appears in a review by W. R. Stratton,' and details 

are given in the references he cites. Although we 

will confine our attention to accidents in proces- 

sing plants, conditions that have led to excursions 

in critical facilities are also instructive. The 

following accounts of plant accidents are intended 

to provide not only an idea of the consequencesbuta 

general introduction to nuclear-safety practices. 

The Y-12 Plant, Oak Ridge, Tennessee-June 16 1958. 
This accident occurred in an area for the recovery 

of U(93) from scrap, while a material inventory was 

in progress. 

(geometrically safe--see Sec. 111) was being cleaned, 

and wash water that flowed into a 55-gal drum led to 

the excursion. Solution had leaked into the cylin- 

der (during the time between emptying and washing) 

through a valve that was supposed to provide isola- 

tion from other process equipment still in operation. 

Concentrated solution that first flowed into the 

large-diameter drum was too shallow for criticality 

until diluted by some of the wash water that followed. 

Initial criticality occurred with about 2.1 kg of 

235U in 56 liters of solution. 

ultimately reduced the uranium concentration enough 

to make the system subcritical, but not until a suc- 
18 

cession of bursts had produced a total of 1.3 x 10 
fissions in 3 min. Because of the relatively low 
flow rate, it is estimated that only 

occurred in the first and largest burst. This is 

consistent with the observation that the reaction 

was not violent enough to splash solution out of the 

drum. An initial "blue flash" was reported. 

A complete listing of criticality accidents 

* 
An empty solution-storage cylinder 

Further dilution 

1OI6 fissions 

One man who was about 6 ft from the drum re- 

ceived an exposure of 461 rem; other exposures were 

428 rem at 18 ft, 413 rem at 16 ft, 341 rem at 15 ft, 

298 rem at 22 ft, 86 rem at 31 ft, 86 rem at 37 ft, 

and 29 rem at 50 ft. 

the drum do not correlate closely primarily because 

some routes taken out of the plant were more favor- 

able than others. 

more than the initial burst (from which there is no 

Exposures and distances from 

The exposures resulted from little 

* 
U(93), for example, means uranium whose 235U enrich- 
ment is 93 wt%. 

escape), because radiation alarms signaled the acci- 

dent, and the area was evacuated promptly. The im- 

portance of rapid departure can be appreciated by 

comparing actual exposures with the 400-to 500-rem 

range within which the chance of survival is esti- 
mated to be about 50%. 2 

The following measures were subsequently adopted 
to prevent similar accidents: Equipment is isolated 

by actually disconnecting transfer lines that may 

contain fissile material. Only containers that 

would be safe for U(93) solutions are permitted in 

process areas (e.g., waste baskets are perforated, 

and mop buckets have been replaced by geometrically 

safe containers). 

The Los AZmos S c i e n t i f i c  kZbOPatOPy-&?CQmbeP 30 ,  

1958. 

dilute raffinate from a plutonium recovery plant. 

Residual plutonium (supposedly -0.1 g/liter) and 

small quantities of americium were recovered from 

the raffinate by solvent extraction in large tanks. 

Again, a material inventory was in progress, and the 

tanks (all closed) were to be emptied and cleaned, 

one by one. Presumably to simplify this process, 

residual materials and nitric-acid wash solutions 

from four vessels were emptied into one, a vertical 

225-gal, 38-in.-diam tank. This collection was made 

possible by the existence of many interconnecting 

transfer lines. The excursion occurred in this tank 

when its stirrer was turned on. Investigation showed 

that there was 3.27 kg of plutonium in an 8-in.-thick 

organic layer (160 liters) that floated on a dilute 

aqueous solution (60 g of plutonium in 330 liters). 

The initial action of the stirrer was to thicken the 

center of the organic layer enough to make it super- 

critical. Continued stirring immediately established 

a vortex, then mixed the organic and aqueous phases, 
diluting the plutonium enough so that criticality did 

not recur. 

single spike of 1.5 x 1017 fissions. 
who was standing against the tank while looking into 

a sight glass, received an exposure of 12,000 rem 

(+ 50%) and died 36 h later. Two men who went to 
help the victim received exposures of 134 rem and 53 

rem. 

ination, although the shock displaced the tank sup- 

port 318 in. and knocked the operator off a small 
ladder. 

This accident involved equipment for treating - 

The excursion consisted essentially of a 

The operator, 

There was no damage to equipment and no contam- 

A radiation alarm 175 ft away was activated, 

3 
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and a flash of light accompanying the excursion was 

seen from an adjoining room. 

The only explanation found for the presence of 

3.3 kg of plutonium in this process which had an ex- 

pected inventory of 0.125 kg is a gradual accumula- 

tion of solids during the 7S-yr history of operation. 

The entire recovery plant had been scheduled to be 

rebuilt after another 6 months of operation. 

the old equipment was retired immediately. 

Instead 

Apart from conversion to safer equipment, the 

following practices were adopted as a result of the 

accident. Written procedures for all operations and 

for emergencies were improved, and emphasis on nu- 

clear-safety training was increased. Gamma-sensing 

radiation alarms were designed and installed to pro- 

vide complete coverage of process areas. Solution- 

transfer lines not required for a specific operation 

were blocked to minimize the opportunity for abnor- 

mal interchanges. 

cadmium-nitrate solution was placed in vent tanks 

and vacuum-buffer tanks to protect against acciden- 

tal introduction of plutonium. (Borosilicate glass 

raschig rings have been used for this purpose in 

some plants.) Furthermore, periodic surveys with 

portable neutron detectors are conducted to detect 

abnormal deposits of plutonium. 

The Idaho CkemicaZ Processing Plant, National Reactor 
Testing Station- October 16, 1959. The primary 

function of the Idaho Chemical Processing Plant is 

to purify and concentrate the fissile material in 

spent reactor fuel. Thick concrete shielding pro- 

tects personnel from exposure to the highly radio- 

active fuel. The excursion occurred as the result 

of air sparging of a bank of safe storage cylinders 

that contained U(93) solution (170 g 235U/liter). 

The sparging initiated a siphoning action that trans- 

ferred about 200 liters of solution (34 kg 235U) from 
the storage cylinders into a 5000-gal tank containing 

about 600 liters of water. Criticality in this tank 

led to a total of 4 x lo1' fissions during perhaps 

20 min. It is guessed that a power spike of about 

Neutron "poison" in the form of 

fissions was followed by smaller spikes, and 

then by more-or-less stable boiling of the solution. 

The reaction terminated after an estimated 400 liters 
of water was distilled into another tank. 

Although there was no direct neutron and gamma 

exposure, gaseous and air-borne activity spread into 

operating areas through vent lines and drain 

connections and triggered radiation alarms. 

cant beta-radiation dosages, 50 and 32 R, were re- 
ceived by only two persons during plant evacuation. 

Again, no equipment was damaged. 

Signifi- 

The desirability of a valve in the line through 

which solution was transferred to the 5000-gal tank 

had been foreseen, and action to correct this defi- 

ciency had begun. 

for improved evacuation procedures and demonstrated 

the usefulness of radiation alarms in areas that 

might be effected by a nuclear incident occurring 

elsewhere. 

reviewed to establish several lines of defense 

against inadvertent transfers of fissile material. 

The Idaho CkemicaZ Processing P Z m t ,  NationaZ Rsactor 
Testing Station- January 25, 1961. This incident 

differs from the others in that there is considerable 

justification for viewing it as only a minor devia- 

tion from normal operations. 

ing protected personnel from direct radiation, the 

ventilation system prevented airborne activity from 

entering work areas, and equipment design was such 

that there was no practical possibility of a destruc- 

tive or persistent excursion. We discuss the inci- 

dent to illustrate a situation that constituted no 

hazard, but which could have had serious consequences 

had there been no shielding. 

The incident uncovered the need 

Equipment and operating procedures were 

Heavy concrete shield- 

The excursion occurred when about 40 liters of 
uranyl-nitrate solution (200 g U(93)/liter) was 

forced upward from a 5-in.-diam section of an evap- 

orator into a 24-in.-diam vapor-disengagement cylin- 

der that was above the normal solution level. Pre- 

sumably air had been introduced into associated 

lines during attempts to clear a plugged line and to 

improve the operation of two pumps. When the bubble 

of air reached the evaporator, solution was expelled 

from the lower section. The excursion, probably a 

single spike, had a magnitude of 6 x lo1' fissions. 

Although radiation was sufficient to trigger alarms 

and cause evacuation of the plant, no personnel ex- 

posure was greater than 100 mr. 

Because the possibility of an excursion in the 

vapor-disengagement cylinder had been foreseen, lines 

at its base led to two geometrically favorable ves- 

sels with provisions for overflow to the floor. 

arrangement, as well as other features, prevented 

both a large pressure buildup and a sustained reac- 

tion. Largely to avoid the embarrassment of a 

This 
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recurring incident, a grid of stainless steel con- 

taining 1% boron has been installed in the 24-in.- 

diam cylinder to "poison" any solution that might 

enter. 

introduction of air into any solution lines where 

its effect could be undesirable. 

The RecupZex Plant, Hanford, WashingCon-April 7 ,  - 2962. The multipurpose Recuplex facility, for plu- 

tonium-recovery operation, started as a pilot plant 

in 1955, but with successive changes became aproduc- 
tion facility. The various portions of this versa- 

tile plant were contained in room-size plastic hoods 

(gloveboxes) to prevent external contamination. A 

thorough cleanup, necessitated by deterioration of 

equipment and resulting leakage, was near completion 

at the time of the accident. Even visibility through 

the plastic walls of the hoods had become poor. 

There are also added precautions against the 

-- 

The 69-liter glass tank in which the excursion 

occurred was normally used for transfer of a dilute 

side stream from solvent-extraction columns. This 

solution, which carried a fraction of a gram per 

liter of plutonium residues, was then directed to a 

secondary recovery process (similar to the raffinate 

treatment process of the Los Alamos accident). About 

46 liters of solution containing 1400 to 1500 g of 
plutonium found its way into the transfer tank and 

led to the excursion. Apparently, most of the ma- 

terial was aqueous solution sucked up from a sump 

(into which it had overflowed from a geometrically 

favorable vessel) through a temporary line that had 

been used for cleanup. The total yield of 8.2 x Id 
fissions was distributed over 37 h with about 20% 
appearing in the first 1/2 h. 

events indicated that an initial spike of about 10 
fissions was followed by smaller spikes throughout 

a period of 20 min, after which boiling occurred. 
The excursion was finally stopped by the boiling off 

of about 6 liters of water and the settling of some 

organic matter after it had extracted plutonium from 
the aqueous phase. 

The initial burst (accompanied by a blue flash) 

triggered radiation alarms, and the plant was evacu- 

ated promptly. One man who was 5 or 6 ft from the 

transfer tank received a radiation dose of 110 rem, 
another perhaps 9 ft away received 43 rem, and a 
third at 26 ft received 19 rem. 

of the postevacuation analysis of events was the use 

of a small, remotely controlled robot equipped with 

7 

Reconstruction of 
16 

A unique feature 

television. This device, normally used for handling 

irradiated fuel, was used to fix the location of the 

incident, place meters and read them, and operate 

valves. 

There were already plans to replace Recuplex, 

and the old plant was not reactivated after the 

accident. The modern plant makes fuller use of geo- 

metrically favorable equipment and vessels containing 

neutron poisons, it i s  adaptable to a variety of uses 
without improvisation, and its new equipment is eas- 

ier to keep clean. It is recognized that the re- 

quired flexibility of a salvage plant calls for 

special effort to maintain up-to-date written proce- 

dures that represent realistic practice, 

The United Nuclear Corporation, Wood River Junction, 
R.I.--JuZy 24, 2965  The scrapplant facilities of 

the United Nuclear Corporation were designed to re- 

cover enriched uranium from scrap associated with 

the fabrication of reactor fuel. Initially, pickle 

liquor from fuel cleaning was being processed. Oper- 

ations, which had started in March, were still pre- 

liminary when the accident occurred. 

treatment, which involved geometrically safe primary 

equipment, consisted of normal solvent-extraction 

operations, trichloroethane wash of the resulting 

aqueous solution, solvent recovery with sodium- 

carbonate solution, concentration of the uranium so- 

lution by means of an evaporator, and precipitation 

as ammonium diuranate. 

The solution 

Because of startup difficulties, there was an 

unusual accumulation of contaminated trichloroethane, 

from which uranium was recovered by tedious hand 

agitation with sodium-carbonate solution. This led 

to improvisation of an easier process, in which the 

trichloroethane was treated in a tank intended only 

for makeup of the sodium-carbonate solution used in 

the normal recovery process. This tank, of nonsafe 

geometry, was the site of the excursion. Neither 

the plant superintendent nor one shift supervisor 
(of three) was aware of this practice. Meanwhile, 

solutions of unusually high 235U concentration re- 

sulting from cleanout of a plugged portion of the 

evaporator had been stored in the same kind of 5-in.- 

diam bottles that contained the contaminated tri- 

chloroethane. Apparently, a bottle of the concen- 

trated solution was mistaken for trichloroethane and 

poured into the 18-in.-diam sodium-carbonate makeup 

tank. 

UNCLASSIFIED 
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According to the most plausible reconstruction 

of events, two excursions occurred about 2 h apart. 
The first, a single spike of - 1  x 1017 fissions, 

took place when most of the concentrated solution 

had been poured into the tank. The shock splashed 

about one-fifth of the solution out of the tank and 

knocked the operator onto the floor. A flash of 

light was observed. The victim, who ran out of the 

building, had received an exposure estimated to be 

10,000 rad, and died 49 h later. 
It appears that enough solution was lost (final 

content 41 to 42 liters with 2 kg of uranium mostly 
as precipitate) so that the vortex from a stirrer in 

the tank was sufficient to maintain a subcritical 

state. Two h after the first excursion, however, 

two men re-entered the area and turned the stirrer 

off and then on again some minutes later, after 

which they drained the tank. 

was still sounding as a result of the original 

burst.) Apparently the second excursion occurred 

shortly after the stirrer was turned off. It could 

have been either a single burst or a sequence of 

bursts; the total yield of the two excursions was 

1 . 3  x 1017 fissions. 
received radiation doses of 60 to 100 rad, and expo- 

sures of others who had been in the plant were minor. 

(They were 40 ft o r  more from the first excursion.) 

(The radiation alarm 

The two who drained the tank 

After the accident, the United Nuclear Corpora- 

tion took action to analyze methods of operation, 

including penetrating reviews of operating proce- 

dures, criticality limits and controls, uranium ac- 

countability and material balance, health-physics 

procedures and controls, training, and emergency 

procedures. Geometrically safe equipment for recov- 

ering uranium from trichloroethane was put into 

operation. (An alternative could have involved cir- 

culation through a vessel packed with raschig rings.) 

cbkeruations. In one sense, the accident experience 

in the nuclear industry has been too good. Six ac- 

cidental excursions in 20 yr of processing fissile 
material are obviously insufficient to give a com- 

prehensive picture of the ways in which criticality 

can occur and of the range of consequences. So we 

must be cautious about generalizing observations, 

including our introductory listing of common fea- 

tures of the accidents. 

It is not surprising that all incidents have 

occurred in recovery plants, for the variety of 

materials to be processed there requires flexibility 

that is not inherent in regular production opera- 

tions. Furthermore, some of the plants involved 

were built in the early days when there had to be 

more reliance on the control of batch size than is 

typical of modern facilities. It is somewhat sur- 

prising, however, that all the excursions involved 

simple solutions instead of scrap dissolvers, because 

sampling difficulties made the old batch control of 

charges for dissolvers particularly unreliable. Al- 

though the absence of a dissolver accident in the 

older plants is partially attributable to large "ig- 

norance factors" combined with normal "safety fac- 

tors," there also seems to have been a measure of 

good luck. Now, improved criticality information 

makes it possible both to reduce the "ignorance fac- 

tors" and to decrease the former dependence upon 

batch-size control. 

improving safety under these conditions in later 

sections. 

We will emphasize methods of 

The observed range of excursion characteristics, 

lack of damage, and absence of public hazard are con- 

sidered typical of solution accidents, although dis- 

ruptive pressures and consequent public exposure are 

possible in unusual circumstances. Certain types of 

accidents with solid fissile material, particularly 

with 235U metal, are more likely to be ~iolent."~ 

Fortunately, it is not difficult to foresee the con- 

ditions, such as the falling together of large pieces 

of metal, that might lead to an extreme accident. 

Control of these conditions is usually straightfor- 

ward and is emphasized in plant operations. Proper- 

ties of solution excursions are illustrated further 

by an extensive series of kinetic experiments con- 

ducted at the Dijon Laboratory of the French Commi- 

sariat a 1'Energie Atomique. 4 

As suggested by our review, only the radiation 

from an excursion is a sufficiently reliable charac- 

teristic for identification. Advance warning cannot 

be expected unless conditions are most unusual. 

in the absence of shielding, exposure is determined 

by the number of fissions and the distance from the 

excursion. 
of Fig. 1, which is derived from observed exposures 

adjusted to a yield of 1017 fissions. 

stances of multiple bursts, evacuation eliminated or 

reduced exposure from all but the initial burst. The 

one positive conclusion of our review is that human 

Thus, 

This is shown by the crude correlation 

In most in- 

6 
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l i f e  has been saved by r a d i a t i o n  alarms coupled wi th  
e f f e c t i v e  evacuation procedures. 

This  i n t roduc t ion  t o  t h e  s u b j e c t  of c r i t i c a l i t y  
c o n t r o l  has  been somewhat haphazard, f o r  that is t h e  
way of h i s t o r y .  
order .  P i t f a l l s  of t h e  admin i s t r a t ive  c o n t r o l  of 
batches and concentrat ions have been i l l u s t r a t e d ,  
p a r t i c u l a r l y  t h e  problem of main ta in ing  e f f e c t i v e  
up-to-date procedures f o r  f l e x i b l e  ope ra t ions .  
c e p t s  of c o n t r o l  by " favorable  geometry" and by in- 
t roduc t ion  of "neutron poisons" have appeared i n  
d i scuss ions  of c o r r e c t i v e  ac t ion .  These ideas ,  of 
course,  w i l l  r e q u i r e  much a m p l i f i c a t i o n  b e f o r e  they 
t ake  on real meaning. Note that s p e c i f i c  c o r r e c t i v e  

measures appear t o  be  s t r a igh t fo rward  once t h e  causes 
of an acc iden t  become clear. Th i s  supports  t h e  the- 
sis t h a t  an important requirement f o r  nuc lea r  s a f e t y  
is f a m i l i a r i t y  with a l l  a s p e c t s  of a process  and t h e  
consequent a b i l i t y  t o  p r e d i c t  what can go wrong, 
which r e q u i r e s  t h e  t a l e n t  of t h e  process  engineer.  

A c m o n  f e a t u r e  of cons ide rab le  s i g n i f i c a n c e  

Consequently, a slnrmary may be  in 

Con- 

is t h a t  each accident  has  been t h e  r e s u l t  of a chain 

of events ,  no one of which would have been harmful 
by i t s e l f .  
menting d i r e c t  methods of con t ro l  by small, general-  

l y  inexpensive,precautions t h a t  tend t o  break chains 
of undesirable  events.  Generally, t hese  a i d s  are 
reminders, arrangements of material, and layout  of 
equipment t h a t  encourage proper ope ra t ions  and make 
improper operat ions unnatural .  It is considered wise 
t o  take advantage of a free precaut ion although it  
may appear unnecessary. 
i l l u s t r a t e  t h i s  type of a i d  w i l l  n o t  be comprehen- 
s ive ,  because f u l l  exp lo i t a t ion  depends upon inge- 
nious adaptat ion of t h e  d e t a i l  w i th in  a p lan t .  
CRITICALITY RISK IN PERSPECTIVE 

This suggests t h e  usefulness  of supple- 

The few Opportuni t ies  t o  

How c r i t i c a l i t y  r i s k  compares wi th  r i s k s  from 
more conventional hazards is s h a m  i n  Operatha2 
Accidents and Radiation -sure Ekperience Within 
the United States A t o m i c  m y  Comiss&m, 1043- 
1970 (USAEC Division of Operational Safety,  Washing- 
ton, D. C., 1965). Although l icensed ope ra t ions  are 
not  included, t h e  experience of AEC c o n t r a c t o r s g i v e s  
a good p i c t u r e  because of t h e i r  lengthy work record 
and pe r t inen t  a c t i v i t i e s .  We show t h e  character of 

f a t a l i t i e s  a t t r i b u t a b l e  t o  p l an t  and laboratory op- 
e ra t ions  i n  Table I. 
s i n g l e  death ( the  o the r  death was not  in a n  AEC in- 

s t a l l a t i o n ) ,  ranks with gunshot and drowning, no t  
with t h e  more common hazards such as electric shock, 
explosion, burns,  and f a l l s  o r  f a l l i n g  ob jec t s .  

P l an t  c r i t i c a l i t y ,  wi th  its 

TABLE I 
FATALITIES I N  AEC PUNT AND LABORATORY 

OPERATIONS, 1943-1970 

(Construction and D i r e c t  Government 
A c t i v i t i e s  Excluded) 

Accident Category 
P lan t  c r i t i c a l i t y  exposure 
C r i t i c a l  assembly exposure 
Electric ehock 
Motor veh ic l e ,  a i r c r a f t  
Chemical explosion 
Burns 

F a l l s ,  f a l l i n g  o b j e c t s  
Asphyxiation, su f foca t ion  
Poison 
Reactor explosion 
Drowning 
Gunshot 

F a t a l i t i e s  
1 

2 
18 
21 
12 
12 

14 
9 
3 
3 
2 
1 

Tota l  98 
- 
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Note t h a t  inc lus ion  of AEC cons t ruc t ion  and d i r e c t  
government a c t i v i t i e s  would increase  t h e  t o t a l  num- 
ber of f a t a l i t i e s  from 98 t o  295. In  terms of t h e  
o t h e r  common s a f e t y  indexes,  r a d i a t i o n  acc idents  of 
a l l  kinds accounted f o r  0.4% of i n j u r i e s  and 2% of 
t i m e  lost. 

Although t h i s  favorable  record speaks w e l l  f o r  
t h e  methods of c r i t i c a l i t y  c o n t r o l ,  w e  do not wish 
t o  suggest  t h a t  i t  is reason f o r  re laxa t ion .  To 

maintain a good record,  improved c o n t r o l  techniques,  
espec ia l ly  those designed i n t o  processes ,  m u s t ,  pre- 
sumably, keep up with t h e  foreseeable  g r e a t l y  in- 
creased demands f o r  f i s s i l e  mater ia l .  In  t h e  p a s t ,  

improvements have equaled production increases ,  and 
t h e r e  is  reason t o  b e l i e v e  t h a t  t h i s  neck-and-neck 
process can cont inue.  

DEFINITION OF NUCLEAR CRITICALITY SAFETY 
Nuclear c r i t i c a l i t y  s a f e t y  i s  usual ly  defined 

a s  t h e  a r t  of avoiding a nuclear  excursion, and, in- 
deed, t h i s  i s  t h e  usua l ly  p r a c t i c a l  viewpoint. How- 

ever ,  we should recognize t h e  s i t u a t i o n  demonstrated 
by t h e  Idaho inc ident  of January 1961, i n  which t h e  
consequences of an excursion were t r i v i a l .  A proc- 
ess may be designed t o  include sh ie ld ing ,  confine- 
ment, and o ther  condi t ions  l i k e  those a t  Idaho so 

t h a t  t h e  p r o b a b i l i t y  of an excursion may be allowed 
to  increase.  I n  a t  l e a s t  two ins tances ,  t h i s  a l t e r -  
n a t i v e  has  proved less expensive than an unshielded 
process with t h e  appropr ia te  added r e s t r i c t i o n s .  

Perhaps, then,  nuclear  c r i t i c a l i t y  s a f e t y  may 
be defined more p r e c i s e l y  a s  pro tec t ion  a g a i n s t  t h e  
consequences of a nuclear  excursion. Although t h i s  
extended d e f i n i t i o n  poin ts  out a flaw i n  our use  of 
" c r i t i c a l i t y  control"  a s  a synonym f o r  "nuclear c r i t -  
i c a l i t y  sa fe ty , ' '  we s h a l l  cont inue t o  treat these  
terms, and simply "nuclear  s a f e t y , "  a s  equiva len t .  
PRACTICAL NUCLEAR-SAFETY FUNDAMENTALS 

One purpose of t h i s  s e c t i o n  i s  t o  l a y  t h e  
groundwork f o r  a p r a c t i c a l  "philosophy" developed 
throughout t h e  rest of t h e  repor t .  As explained fur -  
t h e r  i n  Sec. V ,  t h i s  philosophy i s  not  s p e c i f i c  t o  

c r i t i c a l i t y  s a f e t y ,  but is based upon s a f e t y  p r i n c i -  
p l e s  t h a t  were developed and t e s t e d  before  f i s s i l e  
m a t e r i a l  appeared on t h e  scene. 
w e  have attempted t o  in t roduce  f o r  t h i s  reason may 

be s t a t e d  more s p e c i f i c a l l y  a s  fol lows.  

P o i n t s  of view t h a t  

1. Safety is  an acceptab le  balance of r i s k  
aga ins t  b e n e f i t ;  i t  is meaningless a s  a concept 

i s o l a t e d  from other  goals .  
should be considered one of t h e  goa ls  of design and 
opera t ion  ins tead  of something superposed. 

It f o l ~ o w s  t h a t  s a f e t y  

Although experience has  shown t h a t  c r i t i c a l i t y  
hazards a r e  no more s e r i o u s  than o ther  i n d u s t r i a l  
hazards, c o n t r o l s  f o r  balancing c r i t i c a l i t y  r i s k  

a g a i n s t  b e n e f i t  a r e  somewhat more s t r i n g e n t  than 
i s  usual  i n  nonnuclear indus t ry .  It is  reasonable  
t h a t  t h e r e  be some allowance f o r  t h e  uneasiness  
n a t u r a l l y  assoc ia ted  with t h i s  new type of hazard. 
But t h e  extreme concept of r i s k  e l imina t ion  (as  

implied by any c la im t h a t  c e r t a i n  c o n t r o l s  "assure" 
s a f e t y  o r  "ensure" s a f e t y )  is  dangerously mislead- 

ing.  Dismissing r i s k  as nonexis tent  can d e t r a c t  
from t h e  cont inuing j o b  of maintaining an accept- 
ab ly  low r i s k  l e v e l .  

2 .  Accident prevent ion depends upon responsi- 
b i l i t y  f o r  s a f e t y  implementation (and commensurate 
a u t h o r i t y )  a t  t h e  supervisory l e v e l  c l o s e s t  t o  oper- 
a t i o n ,  under t h e  genera l  d i r e c t i o n  and p o l i c i e s  set 

by higher management. 

a remote l e v e l  a r e  misguided. 

Attempts t o  c o n t r o l  d e t a i l  a t  

Because of t h e  requirement f o r  governmental regu- 
l a t i o n ,  g r e a t  c a r e  i s  required t o  preserve  t h i s  
precept  i n  c r i t i c a l i t y  s a f e t y .  Remotely adminis- 

t e r e d  d e t a i l  discourages t h e  on-the-job a l e r t n e s s  
requi red  f o r  e f f e c t i v e  c o n t r o l ,  because i t  encour- 
ages  t h e  a t t i t u d e ,  "Someone else is  taking care of 

u s .  

3 .  Safety r e g u l a t i o n  should be based upon pro- 
f e s s i o n a l l y  generated s tandards and should preserve 
a l t e r n a t i v e  routes  t o  s a f e t y  o b j e c t i v e s .  The a r b i -  
t r a r y  s e l e c t i o n  of a s i n g l e  r o u t e  (as  by r u l e )  may 
e l imina te  t h e  b e s t  economic balance o r  t h e  most con- 
venien t  scheme. 

I n f l e x i b l e  r u l e s  hamstring t h e  designer  in h i s  

t r a d i t i o n a l  search  f o r  t h e  most s a t i s f a c t o r y  way 
t o  f u l f i l l  h i s  many o b j e c t i v e s .  
set s a f e t y  a p a r t  from o t h e r  o b j e c t i v e s ,  and in- 
c r e a s e  t h e  chance of an awkward opera t ion  t h a t  in- 

v i t e s  improvisation. 
s i g n e r  t o  apply t o  in tegra ted  process  design t h e  
considerable  experience t h a t  has  accumulated i n  
nuclear  indus t ry .  

The r e s u l t  is  t o  

F l e x i b i l i t y  f r e e s  t h e  de- 

4 .  Other th ings  being equal ,  simple, conven- 
i e n t  s a f e t y  provis ions  are more e f f e c t i v e  than com- 

plex o r  awkward arrangements. S imi la r ly ,  "free"  (no 

c o s t )  cont r ibu t ions  t o  s a f e t y  should be nurtured.  
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A s  an example of t h i s  p r i n c i p l e ,  c r i t i c a l i t y  

s a f e t y  is  enhanced by arrangements of m a t e r i a l  

and equipment t h a t  tend t o  make proper opera- 
t i o n s  convenient and maloperation inconvenient. 

These p r i n c i p l e s  of nuc lear  s a f e t y  w i l l  be in- 
t e r p r e t e d  f u r t h e r  i n  Sec. V ,  where t h e  i n t e n t  is t o  
suggest reasonable  ways t o  compare condi t ions  t h a t  
may normally be encountered in an operat ion t o  cor- 
responding c r i t i c a l  condi t ions .  To prepare f o r  th i s ,  
however, we s h a l l  consider  i n  Secs. 1 1 - I V  t h e  scope 

of e x i s t i n g  information about c r i t i c a l  configurat ions.  

11. FUNDAMENTALS OF CRITICALITY 

QUALITATIVE CRITICALITY CONCEPTS 
By t h e  s ta tement  t h a t  a conf igura t ion  of f i s -  * 

s i le  mater ia l  is j u s t  c r i t i c a l ,  w e  mean t h a t  t h e  
average power from f i s s i o n  is  cons tan t .  I n  t h i s  
condi t ion ,  one of t h e  s e v e r a l  neutrons from t h e  typ- 
i c a l  f i s s i o n  process  produces a new f i s s i o n .  The 
remaining neutrons are e i t h e r  l o s t  by capture  (non- 

f i s s i o n  absorpt ion)  o r  by escape from t h e  system 
( leakage) .  Thus, t h e  cons tan t  f i s s i o n  chain reac- 

t i o n  is l inked  by neutrons t h a t  a r e  held i n  d e l i c a t e  
balance by j u s t  t h e  r i g h t  competition between f i s -  

s i o n  and capture  p lus  leakage. 
s i l e  systems which can inf luence  c r i t i c a l i t y  a r e  
most e a s i l y  p ic tured  i n  terms of these  competing 
f a t e s  of neutrons.  

The f e a t u r e s  of f i s -  

To develop t h i s  p i c t u r e  of e f f e c t s  on c r i t i c a l -  

i t y ,  w e  must recognize one more aspec t  of neutron 
behavior. The most l i k e l y  occurrence when a typ i -  
c a l l y  high-energy neutron from f i s s i o n  s t r i k e s  any 
nucleus is  t h a t  t h e  neutron w i l l  simply be def lected,  
(As we s h a l l  s e e ,  t h i s  is not t h e  most probable 

process  when a low-energy neutron s t r i k e s  a f i s s i l e  
nucleus.)  I f  t h e  nucleus is heavy, t h e  neutron los -  
e s  l i t t l e  energy because of such a c o l l i s i o n ,  but 
t h e  l i g h t e s t  nucleus, hydrogen (about t h e  same mass 
a s  t h e  neut ron) ,  may cause g r e a t  neutron-energy 
loss. The process  of energy loss during successive 
c o l l i s i o n s  of a neutron with l i g h t  n u c l e i ,  as i n  
passing through water, is c a l l e d  "neutron modera- 
t ion."  The importance of moderation is t h a t  t h e  
chance of producing f i s s i o n  
a f i s s i l e  nucleus increases  

energy becomes small .  

dur ing a c o l l i s i o n  with 
g r e a t l y  a s  t h e  neutron 

* 
S t r i c t l y  speaking, t h i s  i s  
state. 

t h e  "delayed c r i t i c a l "  

Now w e  a r e  ready to  use t h e  simple concepts of 

neutron behavior t o  develop i n t u i t i o n  about c r i t i -  

c a l i t y .  Let us  i l l u s t r a t e  t h e  var ious  inf luences  on 
c r i t i c a l i t y  by l i m i t i n g  our a t t e n t i o n  t o  tw common 
m a t e r i a l s ,  enriched uranium and water. To start,  w e  
consider  a c r i t i c a l  sphere of U(93) metal  a t  normal 
dens i ty .  The diameter of t h i s  sphere is  about 6.9 
i n . ,  corresponding t o  a volume of 2.8 l i t e r s  and a 
t o t a l  mass of about 52 kg. I f  t h e  same quant i ty  of 

m a t e r i a l  is formed i n t o  a s l a b  or  an elongated cyl- 
inder ,  d i s tances  through which neutrons must s c a t t e r  

t o  reach a sur face  a r e  decreased ( t h e  surface-to- 

volume r a t i o  i n c r e a s e s ) ,  so  t h e  chance t h a t  a neu- 
t ron  may escape f r o m , t h e  m a t e r i a l  is increased.  In  
o ther  words, leakage is increased a t  t h e  expense of 
f i s s i o n  and capture ,  so t h a t  t h e  new shapes a r e  sub- 
c r i t i c a l .  Returning t o  t h e  sphere,  i f  t h e  s i z e  is 

maintained but t h e  dens i ty  of U(93) is decreased, 
neutrons pass through less matter  on t h e i r  way t o  
t h e  sur face ,  t h e  chance of leakage is increased,  and 
t h e  new sphere is  s u b c r i t i c a l .  Likewise, a decrease 
i n  235U enrichment a t  constant  s i z e  and d e n s i t y  de- 
c reases  t h e  chance of f i s s i o n  r e l a t i v e  to  leakage 
and capture ,  so t h a t  t h e  sphere is again s u b c r i t i c a l .  

Now, severa l  d i f f e r e n t  in f luences  of water on 
our U(93) sphere w i l l  become apparent. I f  t h e  sphere 
is immersed i n  water ,  some neutrons t h a t  would other-  
wise escape from t h e  sur face  a r e  s c a t t e r e d  back i n t o  
t h e  f i s s i l e  m a t e r i a l ,  leakage is reduced, and t h e  
sphere i s  s u p e r c r i t i c a l .  Actual ly ,  t h e  c r i t i c a l  d i -  
ameter of t h e  uranium sphere drops t o  5.3 in .  (cor- 
responding t o  1 . 3  l i t e r s  o r  - 24.5 kg of uranium). 

Of course,  t h i s  neutron-return e f f e c t  is by no means 
l i m i t e d  t o  water .  Any m a t e r i a l  t h a t  surrounds t h e  
f i s s i l e  sphere w i l l  a c t  s i m i l a r l y  a s  a neutron "re- 
f l e c t o r . "  
w i l l  have reduced neut ron- ref lec t ion  e f f e c t s ,  but  
even i f  these  o b j e c t s  a r e  f i s s i l e ,  they may be viewed 
as r e f l e c t o r s .  

Objects  a t  a d i s t a n c e  from t h e  sphere 

I f ,  ins tead  of surrounding t h e  sphere,  water is  
mixed homogeneously with t h e  U(93), t h e r e  are s t r i k -  
ing changes i n  neutron economy a s  t h e  proport ion of 
water increases .  When t h e  volume of water i s  not 
much g r e a t e r  than t h a t  of t h e  uranium i n  t h e  mixture ,  

t h e  water ' s  moderating e f f e c t  is  not  enough t o  o f f s e t  

t h e  e f f e c t  of reducing t h e  uranium dens i ty .  
s i o n s  with hydrogen are too few f o r  s i g n i f i c a n t  re-  
duct ion of neutron energy.) Consequently, t h e  

(Coll i -  
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quant i ty  of uranium t h a t  was c r i t i c a l  without  d i lu-  
t i o n  is now s u b c r i t i c a l .  With f u r t h e r  water d i lu-  
t i o n ,  however, t h e  e f f e c t  of moderation takes  over 

( there  a r e  more and more c o l l i s i o n s  of neutrons with 
hydrogen), and t h e  system becomes increas ingly  super- 
c r i t i c a l .  This  t rend  cont inues  u n t i l  t h e  volume of 
water is  about 350 t imes t h a t  of uranium, beyond 

which neutron cap tu re  by hydrogen o f f s e t s  any addi- 

t i o n a l  e f f e c t  of moderation. 
of neutron cap tu re  dur ing  one c o l l i s i o n  wi th  hydro- 

gen i s  small ,  each neut ron  undergoes many c o l l i s i o n s  
a t  t h i s  d i l u t i o n . )  Here t h e  c r i t i c a l  diameter of a 
bare  sphere is roughly 1 5  in .  and t h e  volume is up 
t o  30 l i t e r s ,  but  t h e  235U mass is  only 1 .4  kg. A 

complete water r e f l e c t o r  around t h e  sphere reduces 
these  va lues  t o  about  12-in. diam, 16 l i t e r s ,  and 
0.8 kg of 235U. 

c i a l  s ign i f i cance  i n  t h a t  they r ep resen t  t h e  minimum 

c r i t i c a l  mass of 235U encountered i n  usua l  processes. 

235u 

(Although t h e  chance 

These l as t  cond i t ions  are of spe- 

F igure  2 p i c t u r e s  t h e  complete  inf luence  on 

c r i t i c a l  mass of t h e  s h l f t i n g  competi t ion among 
dens i ty ,  moderation, and hydrogen capture .  The curve 

a p p l i e s  t o  bare  spheres  c o n s i s t i n g  of U(93) metal  
mixed wi th  water. As t h e  uranium becomes very d i -  
l u t e ,  t h e  e f f e c t  of hydrogen cap tu re  becomes progres- 
s i v e l y  more important .  F i n a l l y ,  a t  a water volume 
about 1600 t imes t h a t  of t h e  uranium, t h i s  cap ture  
predominates over a l l  o t h e r  e f f e c t s ,  and t h e  c r i t i -  
cal mass becomes i n f i n i t e .  
condi t ion  corresponds t o  a concen t r a t ion  of 11 g of 
2 3 5 ~ / l i t e r  of aqueous so lu t ion .  

Th i s  l imi t ing  c r i t i c a l  

ORIGINS OF CRITICALITY DATA 
So f a r ,  t h e  few numbers we used were p r imar i ly  

t o  aophasize a q u a l i t a t i v e  p i c t u r e  of neutron behav- 
i o r  t o  he lp  u s  "understand" c r i t i c a l i t y .  Now, how- 
ever ,  nmbers  become of c e n t r a l  importance, because 
t h e  next  s t e p  toward "understanding" must be  quant i -  
t a t i v e .  A t  t h i s  po in t ,  a d ive r s ion  i n t o  t h e  sources  
of c r i t i c a l i t y  d a t a  (our "numbers") w i l l  he lp  t o  

pave t h e  way. 
The development of information about c r i t i c a l i t y  

has  been considered a r e s p o n s i b i l i t y  of t h e  r e a c t o r  
phys i c i s t  o r  r eac to r  engineer .  Broadly, reac tor -  
physics  methods a r e  e i t h e r  experimental  o r  are com- 
pu ta t iona l  s u b s t i t u t e s  f o r  experiment. To q u a l i f y  
a s  a genera l  s u b s t i t u t e ,  t h e  computational method 
must apply t o  a wide v a r i e t y  of compositions and must 
reproduce t h e  e f f e c t s  of a l l  neut ronic  processes  t h a t  
occur i n  r e a l  systems. Methods capable  of such ver-  
s a t i l i t y ,  a l though conceptual ly  s t ra ight forward ,  
are so complex numerical ly  t h a t  they r e q u i r e  t h e  use  
of a high-speed, high-capacity, e l e c t r o n i c  computer. 

* 

Like experimental r e s u l t s ,  computed c r i t i ca l  
condi t ions must be  evaluated f o r  r e l i a b i l i t y  before  
they can be accepted.  Indexes of accuracy,  such as 
probable e r r o r  o r  s tandard dev ia t ion ,  are not  d i rec t -  
ly ava i l ab le  from ca lcu la t ion  as they are from exper& 
ment, a l though explora t ion  toward t h i s  end should b e  
noted. Lacking such indexes, t h e  only means of judg- 
ing t h e  r e l i a b i l i t y  of a computational scheme is t o  
compare i t s  r e s u l t s  with a wide s e l e c t i o n  of experi-  
mental da ta .  I n  Fig.  2 f o r  example, t h e  po in t s  are 
derived from experiment, and t h e  s o l i d  curve is com- 
puted by a technique known as t h e  "DTK code wi th  
Hansen-Roach c r o s s  sec t ions"  (We w i l l  use  DTK as a n  
abbrevia t ion) .  The probable e r r o r  of t h e  experimen- 
t a l  po in t s  i n  Fig. 2 i s  wi th in  t h e  s ize  of t h e  iden- 
t i f y i n g  symbol (except a t  a volume f r a c t i o n  of O.l), 
and t h e  r e l i a b i l i t y  of t h e  computed curve aan be  
judged by i ts  depa r tu re  from t h e  experimental  po in t s .  
I n  broader reg ions  without  experimental  d a t a ,  t h e  
s o l i d  l i n e  must be  in t e rp re t ed  conserva t ive ly  i f  i t  
is  t o  be used f o r  nuclear-safety eva lua t ion .  This  

r equ i r e s  t h e  he lp  of t h e  s p e c i a l i s t  and judgment 
I I I I 

0 0001 0001 0 01 01 I O  
IO' 

v o l u m e  f r o c t i o n  of ~ ( 9 3 )  a t  18 B g / c m 3  

Fig. 2. Critical masses of  b a r e  spheres  of homoge- 
neous U(93)-water mixtures .  

*These methods a r e  Monte Carlo and mult igroup d i f fu -  
s ion  and t r anspor t  techniques with spec i f i ed  inputs .  
The DTK method (equivalent  t o  Sn and DSN) is  a mul- 
t ig roup  t r anspor t  code. 
used a s  of t h i s  wr i t i ng  i s  DTF-IV, a s l i g h t  modifl- 
ca t ion  w r i t t e n  i n  FORTRAN. 

The ve r s ion  most widely 
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Fig. 3. A l t e rna t ive  s a f e t y  l i m i t s  f o r  c r i t i c a l  mas- 
ses of ba re  spheres  of U(93)-water mixtures, 

based on h i s  experience and i n s i g h t .  
ness  of h i s  conclusions,  which he should at tempt  t o  
make apparent ,  can be  decided i n  any of a number of 
ways. 

For example, no t  long ago t h e  experimental 

The reasonable- 

po in t s  f o r  bare ,  water-moderated spheres  appeared a s  
i n  Fig.  3 in s t ead  of a s  i n  t h e  more modern Fig. 2 .  
Throughout a l a r g e  reg ion  of h igher  uranium concen- 
t r a t i o n s  t h e  computed curve ( s o l i d )  had l i t t l e  ex- 

per imental  support .  
var ious  ways i n  which t h e  computed curve could then 
be sca led  down f o r  nuc lear -safe ty  appl ica t ion .  
Curve 1, which c a r r i e s  a cons tan t  f r a c t i o n a l  s h i f t  
throughout t h e  unsupported reg ion ,  was not  consid- 
ered conserva t ive  enough. Curve 3, a t  t h e  o t h e r  ex- 
treme, is too conserva t ive  because i t  l e v e l s  of f  ab- 
normally where c r i t i c a l  mass is known t o  be increas-  
ing. Even without  much i n s i g h t ,  however, t h e  more 
c a r e f u l l y  se l ec t ed  curve 2 appears  reasonable .  A t  
t h i s  p o i n t ,  it i s  worth not ing  t h e  inf luence  of t h e  

r ecen t  experimental  p o i n t s  t h a t  appear i n  Fig. 2 bu t  
no t  i n  Fig.  3. It t u r n s  o u t  t h a t  curve 1 of Fig. 3 

is  adequately Conservat ive,  a l though t h i s  should not  

The t h r e e  dot ted  curves show 

* 

* 
Note t h a t  un re f l ec t ed  spheres  a r e  use fu l  fo rnuc lea r -  
s a f e t y  app l i ca t ion  only  i f  e f f e c t s  of ever-present 
r e f l e c t i o n  are superposed. A more r e a l i s t i c  exam- 
p l e ,  which would involve water - re f lec ted  spheres ,  
happens t o  be a less clear i l l u s t r a t i o n .  

have been assumed i n  advance. Thus, t h e  d i f f e rence  

between curve 1 and curve 2 r ep resen t s  an  "ignorance 

f ac to r "  t h a t  was removed by t h e  new experimental  in- 

format ion. 
This  i l l u s t r a t i o n  is t yp ica l  of a s i t u a t i o n  

t h a t  w i l l  confront  us time a f t e r  time when experi-  

mental information is  inadequate. In later discus-  
s i o n s  w e  w i l l  have t o  use  computed d a t a ,  bo th  f o r  

i l l u s t r a t i o n  and f o r  nuclear-safety app l i ca t ion .  
Unless s p e c i f i c a l l y  s t a t e d  otherwise,  t h e  DTK tech- 

nique wi th  Hansen-Roach c ross  sec t ions  w i l l  be  re- 
presented,  because its r e s u l t s  have been compared 
abundantly wi th  experiment. 
TYPICAL DETAILED COWUTATIONAL TECHNIQUES 

5 

A c r e d i b i l i t y  gap should be  expected whenever a 
ca lcu la ted  number i s  simply handed from one person 
t o  another  f o r  c r i t i c a l i t y  s a f e t y  guidance. In addi- 
t i o n  t o  t h e  ques t ion  of inherent  accuracy of t h e  ca l -  

c u l a t i o n ,  how does t h e  use r  know t h a t  t h e r e  h a s  been 
no input  e r r o r  o r  machine e r r o r ?  Our f i r s t  sugges- 

t i o n  is t h a t  t h e  use r  have some acquaintan-e with 
t h e  c a p a b i l i t y  of t h e  computational technique. 

- DTK. 
with  Hansen-Roach c ross  sections.'-' 
por t"  code descr ibes  t h e  probable behavior of a 
l a r g e  populat ion of neutrons wi th in  a system of ele- 
mentary geometry. The desc r ip t ion  is in terms of a n  
adapta t ion  of t h e  i n t e g r a l  equat ion t h a t  Boltzmann 
developed f o r  problems of gas  dynamics which are 
s imi l a r  t o  neutron-transport  problems bu t  even more 
complex. 
gra ted  numerical ly ,  g iv ing  r e l a t i v e  va lues  f o r  ga in  
of neutrons by f i s s i o n  and f o r  l o s s  of neut rons  by 
capture  and leakage t o  a p rec i s ion  t h a t  is l imi t ed  
only by machine capac i ty  and a v a i l a b l e  running time. 
A p r i n c i p a l  op t ion  of DTK a d j u s t s  dimensions t o  bal- 
ance neutron ga in  and l o s s ,  thus  e s t ab l i sh ing  crit- 
i c a l  s i z e .  

A s  one example, l e t  us consider  t h e  DTK code 
This  " t rans-  

The s impl i f ied  Boltzmann equat ion is i n t e -  

* 
A s  cont ras ted  wi th  prec is ion ,  t h e  accuracy of a 

DTK r e s u l t  is con t ro l l ed  by t h e  c ross -sec t ion  set 
t h a t  is p a r t  o f  t h e  problem input  ( t h e  rest of  t h e  

input  desc r ibes  t h e  geometry and composition). Neu- 
t r o n  c r o s s  sec t ions  of an  i so tope  g ive  t h e  probabi l -  
i t ies  of va r ious  neutron in t e rac t ions  wi th  that iso- 
tope,  namely, cap ture ,  f i s s i o n ,  and s c a t t e r i n g  (with 

* 
Another common opt ion  e s t a b l i s h e s  t h e  neut ron  re- 
product ion number, k, f o r  a system of f ixed  s i z e .  
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o r  without  energy l o s s ) .  
energy, and f o r  DTK a r e  given a s  average va lues  f o r  

each of a l imi ted  number of neutron-energy subdivi-  
s i o n s  ' o r  "groups." 

They depend upon neutron 

The Hansen-Roach cross-sect ion s e t  has  1 6  of 

t hese  neutron-energy groups. 

a t i v e l y  o l d ,  but  s t a b l e ,  set f o r  s a f e t y  purposes is  
t h a t  i t  has  been used t o  check almost a l l  appropri- 
a t e  experimental c r i t i c a l  masses. 5'9'10 Thus b i a ses  

of r e s u l t s  a r e  known f o r  c r i t i c a l  systems wi th  a 

wide range of composition, and they can be est imated 
f o r  most new compositions. I n  b r i e f ,  ca l cu la t ed  and 

experimental c r i t i c a l  masses agree  t o  b e t t e r  than 
10% (a va lue  smaller  than  usua l  s a f e t y  margins) f o r  
spheres  of uranium a t  enrichments of about 5% 
o r  g rea t e r  i n  combination with many o the r  ma te r i a l s  
and f o r  hydrogen-moderated plutonium o r  233U, e i t h e r  
ba re  o r  water-ref lected.  Nonconservative b i a ses  
(ca lcu la ted  va lues  too l a r g e )  occur f o r  hydrogen- 
moderated uranium wi th  enrichments below about 5%. 

Discrepancies  of about 15% are found with 2% enriched 
uranium, and r e s u l t s  d e t e r i o r a t e  f u r t h e r  a t  s t i l l  
lower enrichments, showing about 30% discrepancy f o r  

U ( 1 . 4 ) .  
pected of an  up-to-date cross-sect ion s e t ,  t h e  bur- 

den of r ees t ab l i sh ing  b i a ses  has  prevented modern- 

i z a t i o n  of t h e  genera l ly  adequate Hansen-Roach set. 

The v i r t u e  of t h i s  r e l -  

235" 

Although improved agreement would be  ex- 

A l i m i t a t i o n  of DTK is  t h a t  i t  handles  only t h e  

one-dimensional geometries, spheres ,  i n f i n i t e l y  long 
cy l inde r s ,  and s l a b s  of i n f i n i t e  ex ten t .  I n  addi- 

t i o n  t o  ind iv idua l  u n i t s  of t hese  shapes,  a " c e l l "  
op t ion  of t h e  code covers i n f i n i t e  l a t t i c e s  t h a t  can 

be approximated by close-packed spheres  o r  by close-  
packed cy l inde r s  of i n f i n i t e  length .  
t h e  geometric l i m i t a t i o n  of DTK is  not  so  severe  a s  
i t  might seem, because r e s u l t s  may e i t h e r  lead d i -  
r e c t l y  t o  conserva t ive  s a f e t y  l i m i t s  f o r  o the r  forms 
t h a t  f i t  i n t o  t h e  ca l cu la t ed  geometric envelope, o r ,  
a s  we s h a l l  s e e  i n  t h e  next  s e c t i o n ,  be converted 

empir ica l ly  t o  apply t o  shapes such a s  f i n i t e  cy l in-  
d e r s  and para l le lep ipeds .  

P r a c t i c a l l y ,  

The e s s e n t i a l  s imp l i c i ty  of one-dimensional 
forms is  t h a t  t h e  average behavior of neutrons de- 
pends upon only t h e  neutron energy, t h e  ma te r i a l s  

encountered, and a va lue  of angle  a t  which each sur- 
f a c e  i s  crossed.  (Location on t h e  su r face  need not  

be considered because a l l  such po in t s  f o r  a sphere,  

i n f i n i t e  c y l i n d e r ,  o r  i n f i n i t e  s l a b  a r e  equiva len t . )  

For o the r  forms, behavior depends upon t h e  loca t ion  

of t h e  su r face  c ross ing  a s  we l l  a s  i t s  angle ,  which 
g r e a t l y  complicates  numerical s o l u t i o n .  Although 

two- and three-dimensional t r anspor t  codes have been 
developed, they e i t h e r  r equ i r e  long computing t i m e  
on machines with l a r g e  s to rage  capac i ty ,  o r  involve 

r e l a t i v e l y  crude geometric and cross -sec t ion  approx- 
imat ions.  For c r i t i c a l i t y - s a f e t y  app l i ca t ions ,  such 
codes do not  genera l ly  compete wi th  t h e  Monte Carlo 
techniques t h a t  we w i l l  cons ider  next .  

Monte C a r 2 0 . ~ ~  
havior  of a l a r g e  neutron populat ion d i r e c t l y  a s  do 
t r anspor t  codes, t h e  Monte Carlo technique mathemat- 
i c a l l y  t r a c e s  t h e  pa ths  of i nd iv idua l  neut rons ,  col-  
l i s i o n  by c o l l i s i o n ,  u n t i l  t h e i r  disappearance be- 
cause of processes  such as absorp t ion  and leakage. 

Changes of energy, d i r e c t i o n ,  and pos i t i on  from one 
c o l l i s i o n  t o  t h e  next  a r e  governed by p robab i l i t y  
d i s t r i b u t i o n s  t h a t  a r e  der ived from t a b l e s  of c r o s s  
sec t ions  v s  neutron energy. 
sampled s t a t i s t i c a l l y  t o  e s t a b l i s h  t h e  success ive  
s t e p s  i n  each path.  The r e s u l t  of superposing many 
such neutron h i s t o r i e s  s imula tes  a n  extremely low- 
power c r i t i c a l  experiment, even including t h e  mean- 

der ings  of neutrons throughout t h e  assembly. 

Ins tead  of t r e a t i n g  t h e  probable  be- 

These d i s t r i b u t i o n s  a r e  

An advantage of Monte Carlo over t r anspor t  

methods i s  t h a t  it is  inherent ly  l e s s  l imi ted  by ge- 
ometry; t h e  computing e f f o r t  requi red  t o  t r a c k  neu- 

t r o n  pa ths  is  r e l a t i v e l y  i n s e n s i t i v e  t o  geometric 
complexity. 
geometry, gene ra l ly  a s  an assemblage of ce l l s - for  
example, f i n i t e  cy l inde r s  and hemispheres, o r  com- 
b ina t ions  t h e r e o f ,  and r e a d i l y  accommodates f i n i t e  

a r r a y s  of u n i t s .  

A s  a r e s u l t ,  Monte Carlo can handle  any 

A s  must be suspected,  s t ra ight forward  Monte 

Carlo s imula t ion  would usua l ly  r equ i r e  impossibly 
g r e a t  machine capac i ty  and computing times. 

c l eve r  sampling t r i c k s  and weighting techniques t o  

emphasize t h e  most important i n t e r a c t i o n s  have made 
t h e  method p r a c t i c a l  f o r  a l a r g e  v a r i e t y  of systems, 

though i t  i s  s t i l l  a more expensive type of ca lcu la-  

t i o n  than DTK. For c r i t i c a l i t y  ca l cu la t ion ,  Monte 
Carlo e f f i c i ency  decreases  wi th  inc reas ing  modera- 
t i o n  because of t h e  many s c a t t e r i n g  s t e p s  requi red  
f o r  s i g n i f i c a n t  reduct ions  of neutron energy. 

But 

Most Monte Carlo codes are equipped t o  use  de- 

t a i l e d  c ross -sec t ion  information ins tead  of neutron- 
energy-group averages.  One Oak Ridge vers ion  known 
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a s  KEN0,12 however, uses  t h e  DTK multigroup approach 

wi th  Hansen-Roach c ross  s e c t i o n s ,  l a r g e l y  t o  save 
computing time when more d e t a i l e d  t reatment  is not  

required.  Many checks of experimental da t a  by t h i s  
code confirm t h e  b i a ses  e s t ab l i shed  by DTK and ind i -  

c a t e  t h a t  geometric complicat ions do no t  in f luence  

them. l3 
only upon t h e  number of neutron h i s t o r i e s  considered, 
it thus  seems t h a t  t h e  accuracy of KENO (as  of DTK) 
is  governed by t h e  c ross -sec t ion  set, not  by t h e  
numerical manipulat ions.  

Assuming adequate  p rec i s ion ,  which depends 

This  b r i e f  d i scuss ion  of r ep resen ta t ive  t rans-  
p o r t  and Monte Carlo c r i t i c a l i t y  codes, and of t h e  

Hansen-Roach cross-sec t ion  s e t ,  is t o  remove some of 
t h e  mystery assoc ia ted  with mere names and t o  g ive  
some f e e l i n g  f o r  t h e i r  capab i l i t i e s ' and  l i m i t a t i o n s .  
We conclude t h a t  e i t h e r  DTK o r  KENO can provide re- 
s u l t s  a s  good a s  t h e  inherent  accuracy of t h e  c r o s s  
s e c t i o n s  used,  and t h a t  properly computed r e s u l t s  
can be appl ied  r e l i a b l y  when (as  is usua l )  b i a ses  

introduced by t h e  c ross -sec t ion  s e t  can be est imated.  
DTK is t h e  cheaper and more convenient method when- 
ever t h e  needed information can be deduced from one- 

dimensional r e s u l t s .  KENO is appropr ia te  f o r  com- 

p lex  geometry o r  a r r a y s ,  bu t  becomes expensive f o r  
well-moderated systems. Other codes and cross-  
s ec t ion  sets can be examined s imi l a r ly ,  bu t  may re- 
q u i r e  s p e c i a l  checks aga ins t  experimental  d a t a  t o  
confirm t h e i r  a p p l i c a b i l i t y .  
The Acceptance of Computed Datu. Knowing t h e  capa- 
b i l i t y  of a computational technique is only a start 
toward accept ing a r e s u l t  a s  r e l i a b l e .  The most 
common causes  of f a i l u r e  t o  achieve  t h a t  c a p a b i l i t y  
a r e  input  e r r o r s  (c ross  s e c t i o n s ,  ma te r i a l  designa- 
t i o n s ,  o r  dimensions may be t ranscr ibed  improperly) ,  
o r  misappl ica t ion  of techniques ( t o  be  i l l u s t r a t e d  
l a t e r ) .  Self-monitoring f e a t u r e s  of modern machines 
usua l ly  inform t h e  opera tor  i f  machine e r r o r s  occur. 

Broadly speaking, t h e  supp l i e r  of ca l cu la t ed  
d a t a  should be a b l e  and w i l l i n g  t o  support  t h e  va l id-  
i t y  of t h e  numbers he  provides-to t e l l  how he was 
convinced t h a t  they  are r e l i a b l e .  The u s e r ,  of 
course,  should be a good enough judge of t h e  support- 
ing  arguments t o  understand t h e i r  impl ica t ions  and 
t o  guard aga ins t  a "snow job." 

confidence can be e s t ab l i shed  depend upon t h e  exper- 
ience  and ingenui ty  of both t h e  supp l i e r  and user  of 
t h e  d a t a ,  upon s i m i l a r i t y  of r e s u l t s  t o  experimental 

The ways i n  which 

d a t a ,  and upon t h e  na tu re  of information i n  p r in tou t  

shee t s  provided by t h e  computing machine. There a r e  
few real r u l e s ;  r a t h e r  t h e r e  a r e  pr imar i ly  sugges- 

t i o n s ,  and i l l u s t r a t i o n s  based on ca l cu la t iqns  wi th  
t h e  DTK code and Hansen-Roach c r o s s  s e c t i o n s ,  

The p r i n t o u t ,  with which t h e  supp l i e r  must be 

f a m i l i a r ,  reproduces input  d a t a  (geometry, ma te r i a l s ,  
and c r o s s  s e c t i o n s )  and t h e  s p a t i a l  and angular  sub- 
d iv i s ions  used f o r  numerical i n t eg ra t ions ,  g ives  com- 
puted neutron spec t r a  f o r  t h e  var ious  s p a t i a l  re-  

gions,  and i n d i c a t e s  formal completion of t h e  prob- 
l e m  ( t h e  degree t o  which convergence c r i t e r i a  a r e  
s a t i s f i e d ) .  Thus, a s imple but  c a r e f u l  check of t h e  

reproduced input  d a t a  can e l imina te  input  e r r o r s  
(which a r e  not uncommon). This  reassur ing  check 
need not  be repeated f o r  p a r t s  of input  t h a t  c a r r y  
au tomat ica l ly  through succeeding problems. 

Other s t e p s  toward e s t ab l i sh ing  confidence are 
l e s s  s p e c i f i c .  A simple-minded observat ion is  t h a t  
r e s u l t s  should look reasonable  i n  terms of background 
c r i t i c a l i t y  d a t a .  A s  w a s  not  t r u e  e a r l i e r ,  t h e r e  is 
now usua l ly  a b a s i s  f o r  a f a i r  guess of what t h e  an- 
swer should be. Even b e t t e r  than judging t h e  plaus- 
i b i l i t y  of a s i n g l e  r e s u l t  is t h e  added p o s s i b i l i t y  

of examining t r ends  from a s e r i e s  of r e l a t e d  calcu- 
l a t i o n s .  For example, it is  sometimes e a s i e r  t o  es- 
t imate  r e l a t i v e  e f f e c t s  of simple compositional 
changes than t o  es t imate  c r i t i c a l  s i z e s .  Therefore ,  
mu l t ip l e  ca l cu la t ions  a r e  o f t e n  considered worthwhile 

when only a s i n g l e  c r i t i c a l i t y  va lue  is a c t u a l l y  
requi red .  

S t i l l  o the r  c lues  about t h e  v a l i d i t y  of a calcu- 
l a t i o n  a r e  given by t h e  spec t r a  t h a t  appear on t h e  
printout-whether mean energy and shape a r e  about 
r i g h t ,  and whether s p e c t r a l  changes from one medium 
t o  another  (such a s  t h e  energy decrease  expected 
when passing from a metal  core  i n t o  a hydrogenous 

r e f l e c t o r )  make sense.  Spec t r a l  information may be  
e spec ia l ly  use fu l  when t h e  ca l cu la t ed  c r i t i c a l  s i z e  

is  suspec t ,  f o r  i t  may poin t  out  an  undetected e r r o r .  

The o the r  main source of p o t e n t i a l  e r r o r  is a 
poor choice of s p a t i a l  and angular  subdiv is ions  f o r  
t h e  numerical i n t e g r a t i o n  performed by t h e  machine. 
Although anyone experienced i n  c r i t i c a l i t y  ca lcu la-  
t i o n  w i l l  avoid such a d i f f i c u l t y  almost automatical-  
l y ,  t h e  user  s t i l l  has  t h e  r i g h t  t o  be convincedtha t  
h i s  problem w a s  no t  set up too  crudely.  Explanation 
may serve ,  but  t h e  most s a t i s f y i n g  demonstration is 
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a check of experimental d a t a  aga ins t  similar calcu- f o r  any simple conf igura t ion  from t h e  d a t a  f o r  a s in-  

l a t i o n s .  
a rd ized ,  a backlog of experimental  checks may pro- 
v i d e  t h e  des i red  reassurance.  

Where use  of a c r i t i c a l i t y  code is  s tand-  

Af te r  e s t ab l i sh ing  t h a t  t h e  ca l cu la t ion  is i n  
order ,  one must dec ide  what allowance t o  make f o r  
b i a s  introduced by t h e  c ross -sec t ion  set. A s  w e  have 
noted, a 10% reduct ion  of c r i t i c a l  sphere mass com- 
puted using t h e  Hansen-Roach s e t  would cover b i a ses  
f o r  most compositions except moderated uranium a t  
enrichments below about 5% 235U. This t r a n s l a t e s  

t o  no worse than a 10% reduct ion  of i n f i n i t e - s l a b  
th ickness  o r  c ross -sec t iona l  a r ea  of an i n f i n i t e  
c y l i n d e r .  Natura l ly ,  t h e  judgment requi red  i n  apply- 
ing  es tab l i shed  b i a ses  t o  a computed system depends 
upon t h e  ex ten t  t o  which components of t h e  new sys- 

t e m  a r e  represented by f ami l i e s  of experimental as- 
semblies. For example, a b i a s  wi th in  10% might be 
in fe r r ed  f o r  a plutonium-iron sphere r e f l e c t e d  by 
n a t u r a l  uranium, because t h a t  b i a s  is not  exceeded 

by spheres  of water-ref lected U(93), water - re f lec ted  
plutonium, natural-uranium-ref lected U(93), and bare  

g l e  shape such a s  a sphere.  
shall accept  t h e  l o g i c  of t h e  form and proceed t o  
examine t h i s  geometric r e l a t i o n s h i p  a s  an  operat ion-  
a l  t o o l .  

I n  t h e  next  s e c t i o n ,  we 

Before concluding t h i s  b r i e f  d i scuss ion  of reac- 
t o r  theory,  w e  should mention two common indexes of 
c r i t i c a l i t y .  The f i r s t ,  t h e  reproduct ion number, k, 
is t h e  r a t i o  of t h e  average r a t e  of neutron produc- 

t i o n  t o  t h e  average r a t e  of loss (by absorp t ion  and 
leakage) .  Natura l ly ,  a f i s s i l e  system is  j u s t  c r i t -  

i c a l  i f  k = 1, s u b c r i t i c a l  i f  k < 1, and supe rc r i t -  

i c a l  i f  k > 1. 
of t h e o r e t i c i a n s  and r e q u i r e s  t h e o r e t i c a l  he lp  f o r  
i n t e r p r e t a t i o n  i f  i t  d i f f e r s  from u n i t y .  

The o the r  index, c a l l e d  "buckling"* and symbol- 
ized by B 2 ,  depends only upon t h e  composition of t h e  
f i s s i l e  system and is a measure of t h e  c r i t i c a l  s i z e .  
I f  buckl ing is  negat ive ,  t h e  f i s s i l e  composition is 
s u b c r i t i c a l  a t  any s i z e ;  i f  zero ,  t h e  composition i s  
c r i t i c a l  only a t  i n f i n i t e  s i z e .  P o s i t i v e  va lues  

correspond t o  f i n i t e  c r i t i c a l  s i z e s .  Elementary the- 

The reproduct ion number is a f a v o r i t e  

U(93)-iron near  t h e  proport ion of i n t e r e s t .  o ry  g ives  expressions t h a t  relate B' t o  c r i t i c a l  d i -  
mensions of systems of var ious  shapes. 
t h e  express ions  t h a t  provide t h e  form of empir ica l  
r e l a t i o n s  f o r  convert ing from one c r i t i c a l  shape t o  

Frequent ly  an  a r b i t r a r y  20 t o  30% reduct ion  of These a r e  
computed c r i t i c a l  mass (before  introducing t h e  safe-  
t y  margin) can be introduced without  compromising 
t h e  p l an t  process .  Such an  allowance, of course,  another  . 
g r e a t l y  reduces t h e  need f o r  d e t a i l e d  eva lua t ion .  
SIMPLE COMPUTATION 111. CRITICALITY INFORMATION-INDIVIDUAL UNITS AT 

NORMAL DENSITY Now, what of t h e  s impl i f ied  computational meth- * The purpose of t h i s  s ec t ion  and t h e  next  is t o  

g ive  q u a n t i t a t i v e  s ign i f i cance  t o  our understanding 
of t h e  var ious  f a c t o r s  t h a t  in f luence  c r i t i c a l i t y .  

ods t h a t  are emphasized i n  reactor-physics  books? 
As ind ica ted  before ,  w e  do not  cons ider  them a v a l i d  

source of d a t a  f o r  c r i t i c a l i t y  c o n t r o l .  When used 
t o  i n t e r p r e t  experimental  r e s u l t s ,  however, they can 
sharpen t h e  p i c t u r e  of neutron processes  t h a t  i n f l u -  
ence c r i t i c a l i t y .  

u t e  t o  "understanding," we simply r e f e r  those  who 
d e s i r e  t h i s  e x t r a  c a p a b i l i t y  t o  t h e  exce l l en t  reac- 
t o r  physics  t e x t s  ava i l ab le .  I4-l6 
c r i t i c a l i t y  w i l l  cont inue  t o  be empir ica l ,  wi th  in- 
t e r p r e t a t i o n  depending upon t h e  q u a l i t a t i v e  p i c t u r e  
of neutron behavior. 

Although they may thus  cont r ib-  

Our approach t o  

Another con t r ibu t ion  of s impl i f i ed  r eac to r  the- 
ory  is t o  suggest  forms f o r  c e r t a i n  empir ica l  cor re-  
l a t i o n s .  One of t h e  more use fu l  of t hese  is  a rela- 
t ionsh ip  t h a t  permits  u s  t o  deduce c r i t i c a l i t y  d a t a  

These methods inc lude  t h e  four - fac tor  formula, age 
theory,  and one- o r  two-group d i f f u s i o n  theory.  

* 

* 
The s t o r y  of t h e  name "buckling" i s  given by Weinberg 
and Wigner on p. 203 of t h e i r  book The PhysicaZ 
Theory of Neutron Chain Reactors. l5 Br ie f ly  , neu- 
t ron-d i f fus ion  theory says t h a t  f l u x  d i s t r i b u t i o n s ,  
$ ( x ) ,  throughout cores  of f ssile ma te r i a l  s a t i s f y  
t h e  wave equat ion A$(x) + B'$(x) = 0,  where A$(x) 
is t h e  Laplacian of $(x) .  From t h i s  expression,  B2 
= A$(x)/$(x), which means t h a t  B2 is a measure of 
t h e  curva ture  (or  warping) of t h e  $(x)  d i s t r i b u t i o n .  
This observa t ion  suggested t h e  name "buckling." 

The va lue  of B2 is r e l a t e d  t o  c r i t i c a l  core  d i -  
mensions as a consequence of a requirement t h a t  t h e  
f l u x  ex t r apo la t e  t o  zero a t  a c e r t a i n  d i s t ance  be- 
yond t h e  su r face  ( t h e  ex t r apo la t ion  d i s t ance ) .  The 
r e s u l t i n g  r e l a t ionsh ips  f o r  cores  of s eve ra l  shapes 
appear a s  Eqs. ( l a )  t o  ( I f )  of our t e x t .  Shape- 
conversion r e l a t i o n s h i p s  such as Eq. (2) which a r e  
t h e  r e s u l t  of assuming t h e  same va lue  of B2 f o r  
cores  of d i f f e r e n t  shapes, de f ine  condi t ions  of 
equal  neutron leakage. 
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The emphasis is on d a t a  t h a t  c o n t r i b u t e  t o  t h i s  ob- 
j e c t i v e  as opposed t o  comprehensive coverage of crit- 
i c a l i t y  information. 
l e c t i o n  of experimental  critical-mass d a t a ,  see AEC 
r e p o r t  TID-7028, " C r i t i c a l  Dimensions of Systems 

Containing U235, P u ~ ~ ' ,  and U233."17 Although we 
assume t h a t  TID-7028 w i l l  be  genera l ly  a v a i l a b l e ,  we 
have reproduced some of i t s  more e s s e n t i a l  f i g u r e s  

as our Appendix. 

For a reasonably complete col-  

Because of t h e  gaps t h a t  exist  i n  experimental 
d a t a ,  r e s u l t s  of c a l c u l a t i o n  must be used f o r  many 
of our  i l l u s t r a t i o n s .  As mentioned before ,  these  

computed d a t a  should be evaluated f o r  r e l i a b i l i t y  

before used for nuclear-safety purposes. In Fig. 4. Extrapolat ion d i s t a n c e s  f o r  shape conversion 
many cases ,  e x i s t i n g  compilations of computed v s  ex- of U(93) so lu t ions .  The curves apply t o  

per imental  c r i t i c a l  sizes w i l l  be  adequate f o r  such 

0 
h/d I( I t  h i d )  

cyl inders  of he ight  h and diameter d .  

5 an evalua t ion .  
In t h e '  course of i l l u s t r a t i n g  inf luences  on 

c r i t i c a l i t y ,  w e  s h a l l  d i scuss  s e v e r a l  genera l ly  use- 
f u l  empir ica l  r e l a t i o n s h i p s .  
d e t a i l  w i l l  be  included i n  t h e  expectat ion t h a t  
t h e s e  r e l a t i o n s  can become p r a c t i c a l  t o o l s  of a l l  
who are concerned wi th  c r i t i c a l i t y  cont ro l .  The 
f i r s t  of t h e s e  empir ical  t o o l s  is t h e  scheme f o r  
shape conversion. 

RELATIONSHPS FOR SHAPE CONVERSION 
Expressions t h a t  d e r i v e  from simple reac tor  

theory r e l a t e  buckling, B2, and t h e  dimensions of 
c r i t i c a l  cores  of f issi le material of e a s i l y  de- 

sc r ibed  shapes. "-" A s  i n  each case  t h a t  follows, 
t h e  a c t u a l  dimension is augmented by a so-called ex- 
t r a p o l a t i o n  d i s t a n c e ,  6, which we w i l l  d i scuss  
f u r t h e r .  

Here, more than usua l  

For a sphere of c r i t i c a l  r a d i u s  rs, 

( l a )  

For a para l le lep iped  of cr i t ical  dimensions hl, 

h.2' hg, 

from which t h e  expression f o r  a c r i t i ca l  cube of 

s i d e  hl is 
2 

B 2 - 3  (hl + 26) 

For a cy l inder  of c r i t i c a l  r a d i u s  rc and crit- 
ical he ight  hc, 

B2 2.405 
(Kc t 6)2 + 

In  t h e  s p e c i a l  case  of an  i n f i n i t e l y  long cy l inder  

of c r i t i c a l  r a d i u s  rc, 

B2 2.405 
(rc + 6 7 ,  

and f o r  an i n f i n i t e  s l a b  of c r i t i c a l  th ickness  h 
cyl inder  of i n f i n i t e  r a d i u s ) ,  t h e  buckling becomes 

(a  C 

B2 P (hc - 26)2'  

For any given f i s s i l e  composition, we  recall 
t h a t  B is a cons tan t ,  so these  var ious  geometric 
expressions f o r  B can be equated. And, according 
t o  simple theory, t h e  "ex t rapola t ion  dis tance,"  6 ,  
is a constant  f o r  each type of r e f l e c t o r  t h a t  sur-  
rounds t h e  f i s s i l e  mater ia l .  Actual ly ,  experiments 

t h a t  have compared var ious  c r i t i c a l  shapes of a f i x e d  
composition show t h a t  t h e  quant i ty  6 i s  not  q u i t e  
constant ,  but depends somewhat upon t h e  shape. The 
way in which 6 v a r i e s  with t h e  elongat ion of cri t i-  
c a l  cy l inders  is shown by Figs .  4 and 5 ,  taken from 
TID-7028.'7 The shape of each cy l inder  is charac- 
terized by t h e  r a t i o  of i t s  he ight  t o  its diameter 

(h/d) .  
appears i n  t h e  f i g u r e s  a s  func t ions  of ( h / d ) / ( l  + 
h/d) so t h a t  t h e  a b s c i s s a  zero corresponds t o  a s l a b  
of i n f i n i t e  diameter, and u n i t y  corresponds t o  a 
cy l inder  of i n f i n i t e  length.  

2 
2 

To avoid i n f i n i t e l y  long curves,  however, 6 

Figure 4 a p p l i e s  t o  U(93) s o l u t i o n s ,  t h e  upper 

curve t o  water-ref lected cy l inders ,  and t h e  lower t o  
e s s e n t i a l l y  b a r e  cy l inders .  Data f o r  more l imited.  
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Fig. 5. Extrapolat ion d i s t ances  f o r  shape conver- 
s i o n  of U(93.5) and plutonium metal.  The 
curves apply t o  cy l inde r s  of he igh t  h and 
diameter d. 

f a m i l i e s  of cy l inde r s  suggest  t h a t  t h e  lower curve 
of Fig.  4 a l s o  a p p l i e s  t o  233U and 239Pu s o l u t i o n s  
(with concen t r a t ions  s i m i l a r  t o  those ind ica t ed  f o r  
235U), and t h a t  t h e  upper curve may be used f o r  233U 

s o l u t i o n s  i f  scaled by t h e  f a c t o r  5.1/5.9, and f o r  
239Pu s o l u t i o n s  i f  scaled by t h e  f a c t o r  5 . 7 1 5 . 9 .  

The o t h e r  experimentally e s t ab l i shed  va lues  of 
ex t r apo la t ion  d i s t ance  apply t o  U(93) metal and plu- 
tonium metal, and appear i n  Fig.  5 .  This  l eaves  
u n c e r t a i n t i e s  about appropr i a t e  va lues  of 6 f o r  s lu r -  
ries and damp compounds t h a t  are intermediate  be- 
tween t h e  d r y  metal and so lu t ions ,  about very d i l u t e  
s o l u t i o n s ,  and about any homogeneous mixture of ura- 
nium a t  reduced 235U enrichment. Here, i t  is  neces- 
s a r y  t o  r e s o r t  t o  r e s u l t s  of conservat ive calcula-  
t i o n s  u n t i l  f u r t h e r  experimental  da t a  become a v a i l -  
ab l e .  
d i s t a n c e  f o r  a r e f l e c t e d  system may be estimated 
sepa ra t e ly .  A va lue  6,, from t h e  upper curve of 
Fig.  4 ,  f o r  example, may be  viewed a s  c o n s i s t i n g  of 
t h e  ex t r apo la t ion  d i s t a n c e  f o r  t h e  ba re  cy l inde r  of 
t h e  same shape, 6 (from t h e  lower curve) ,  p l u s  a 
quan t i ty ,  6 r ,  t h a t  depends only upon t h e  r e f l e c t o r  
and i s  c a l l e d  " r e f l e c t o r  saving."* I f  6t - tio + 6r 

is d e s i r e d ,  6 o  may be known and 6 

Sometimes two components of t h e  ex t r apo la t ion  

computed, o r  v i c e  r 

v e r s a ,  Values of r e f l e c t o r  saving that apply t o  hy- 

drogenous mixtures of uranium a t  enrichments of less 
than  93% 235U may be de r ived ,  f o r  example, from Fig.  
A 1  in t h e  Appendix. The r e f l e c t o r  saving of water 
is  simply t h e  d i f f e r e n c e  between c r i t i ca l  r a d i i  of 
corresponding un re f l ec t ed  and wa te r - r e f l ec t ed  

spheres .  
Of course,  t h e  va lue  of t h e  a b i l i t y  t o  convert  

from one c r i t i c a l  shape t o  another  is that c r i t i c a l  
d a t a  f o r  a s i n g l e ,  simple shape such a s  a sphere may 
be  app l i ed  gene ra l ly .  
so seldom in process  equipment, a c t u a l l y  r e p r e s e n t s  
o t h e r  more p r a c t i c a l  shapes. (As an a l t e r n a t i v e  t o  
a c t u a l  shape conversion, c r i t i c a l  masses and volumes 
of spheres ,  which are minimum va lues ,  may be app l i ed  
conservat ively t o  o t h e r  shapes.)  

Thus t h e  sphere,  which appears  

Some examples w i l l  c l a r i f y  shape conversion by 
means of Re la t ions  (1) and empir ical  v a l u e s  of ex- 
t r a p o l a t i o n  d i s t ance .  Suppose t h a t  w e  wish t o  see 
how t h e  c r i t i c a l  diameter of elongated c y l i n d e r s  
changes with hfd f o r  a water-ref lected s o l u t i o n  con- 
t a i n i n g  500 g of U(93) / l i t e r .  
chosen because i t  r ep resen t s  t h e  minimum cr i t ical  
s i z e  f o r  s o l u t i o n s ,  t he  r a d i u s  of a c r i t i c a l  water- 
r e f l e c t e d  sphere is known t o  be 11.5 cm. CombiiHrig 
Eqs. ( l a )  and ( Id ) ,  w e  have 

A t  t h i s  concen t r a t ion ,  

where t h e  dimensions ( including 6) on t h e  l e f t  apply 
t o  a c r i t i c a l  sphere,  and those  on t h e  r i g h t  apply 
t o  a corresponding c r i t i c a l  cy l inde r  f o r  which hfd - 
hc/2rc.  
Fig.  4 ) ,  Eq. (2) becomes 

With rs = 11.5 cm and 6s = 5.9 c m  (from 

()2 +(2rc(h/;) + 2 6 3 2  0'0325* (3) 

For t h e  i n f i n i t e l y  long cy l inde r  (h/d = -), Fig. 4 
g ives  6 
f i e s  t h e  above r e l a t i o n .  Continuing with f i n i t e  
va lues  of h/d,  Eq. (3) may be solved by t r i a l  t o  
g i v e  t h e  r e s u l t s  shown i n  Table I1 f o r  va r ious  elon- 
gated cy l inde r s .  

= 6.35 cm, and t h e  va lue  rc = 7.0 cm satis- 

In some l i t e r a t u r e ,  terminology is confused by use  
of t h e  term " r e f l e c t o r  saving" t o  mean 6 t  i n s t ead  
of 6 * r 
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TABLE I1 

CRITICAL ELONGATED WATER-REFLECTED LINDERS OF 
U(93)02F2 SOLUTIONS AT 500 g OF 2'rU/LITER 

C r i t .  volume u - -  6c(cm) rc(cm) d ( i n . )  ( l i t e r s )  
m 6.35 7.0 5.5 OD 

10 6.2 7.2 5.7 23.6 
5 6 . 1  7.5 5.9 13.2 
3 6.0 7.9 6.2 9.4 
2 5.95 8 .5  6.7 7.7 

sphere: 6.4 

Two f e a t u r e s  of t h i s  l i s t i n g  are worth poin t ing  
out .  F i r s t ,  t h e  va lue  of t h e  c r i t i c a l  diameter of 
t h e  i n f i n i t e l y  long cy l inder  is not  over ly  conserva- 

t i v e  when assumed f o r  cy l inde r s  wi th  height-diameter 
r a t i o s  as small a s  5 .  This observa t ion  is use fu l  
where i n t e r e s t  is  in a long cy l inde r  f o r  which no 

experimental c r i t i c a l  d a t a  e x i s t ,  so t h a t  r e s u l t s  of 
computation must be  r e l i e d  upon. 
i n f i n i t e  cy l inde r  is  much easier t o  compute than 

t h a t  f o r  a f i n i t e  cy l inder ,  and, a s  j u s t  shown, i t  
is almost a s  good. The second f e a t u r e  is  t h a t  t h e r e  

is  not  much advantage over using t h e  sphere c r i t i c a l  
volume u n t i l  t h e  cy l inde r  he igh t  becomes seve ra l  
times its diameter .  (The volume of t h e  c r i t i c a l  

e q u i l a t e r a l  cy l inde r  is  about t h e  same as t h a t  of 
t h e  sphere.) 

The va lue  f o r  an  

In  t h e  p a r t i c u l a r  case  of t h e  i n f i n i t e  cy l inder ,  
t h e  unref lec ted  c r i t i c a l  r ad ius  is obtained simply 
by adding t h e  r e f l e c t o r  saving t o  thewater - re f lec ted  

c r i t i c a l  rad ius .  
t h e  r e f l e c t o r  saving is 6 ( r e f l )  - Gc(bare) = 6.35 - 
2.25 (from Fig. 4); so t h e  c r i t i c a l  r ad ius  of t h e  

ba re  i n f i n i t e  cy l inder  i s  7.0 + 4.1 = 11.1 cm, and 
t h e  c r i t i c a l  diameter  is 8.7 in. Again, we remind 
ourse lves  t h a t  t h e r e  is always some r e f l e c t i o n ,  so 

t h e  ba re  dimension is of l i t t l e  p r a c t i c a l  va lue  ex- 
cept  as a r e fe rence  point .  

f o r  example, i n  which r e f l e c t i o n  i s  small  enough 
t h a t  a n  average of t h e  ba re  and r e f l e c t e d  diameters  

would be  appropr i a t e  f o r  c r i t i c a l i t y  cont ro l .  There 
can be o the r  i n s t ances  i n  which t h e  c r i t i c a l  diam- 
eter of a long, ba re  cy l inde r  is  ex tab l i shed  exper- 

imental ly  and t h e  r e f l e c t o r  saving of water can be 
est imated.  Then t h e  c r i t i c a l  r ad ius  of t h e  water- 
r e f l e c t e d  cy l inder  w i l l  be  approximated by sub t r ac t -  
ing  t h e  r e f l e c t o r  saving from t h e  bare  rad ius .  

For t h e  f i r s t  i t e m  of Table 11, 

There are s i t u a t i o n s ,  

TABLE I11 

U(93)02F2 SOLUTIONS AT 500 g OF 235U/LITER 
CRITICAL SQUAT WATER-REFLECTED CYLINDERS OF 

0 6.6 4.3 1.7 m 

0.05 6.45 5.0 2.0 39.5 
0.1 6.35 6.0 2.4 17 .O 
0.3 6.1 9.6 3.8 7.8 

0.5 5.95 1 2 . 8  5.0 6.6 
sphere: 6.4 

I n t e r e s t  i n  c r i t i c a l  squat  cy l inde r s  (or  s l a b s )  

of so lu t ion  is  s t imula ted  l a r g e l y  by t h e  use  of sha l -  
low pans t o  ca tch  ma te r i a l  t h a t  may l eak  from equip- 
ment. Here t h e  c r i t i c a l  depth of so lu t ion  is impor- 
t a n t ,  so, t o  cont inue Table I1 f o r  small height-  

diameter r a t i o s ,  i t  is convenient t o  rewrite Eq. (3) 

a s  

(4) 

I n  t h i s  case,  t h e  simple so lu t ion  of t h i s  equat ion 
is f o r  a s l a b  of i n f i n i t e  diameter (h/d = 0):  
u re  4 g ives  6 = 6.6 cm and h = 4.3 cm o r  1.7 in. 

Again, t h e  above r e l a t i o n  must be solved by t r i a l  
f o r  f i n i t e  diameters .  
Table 111. 

Fig- 

Typical  r e s u l t s  a r e  shown i n  

I n  t h i s  case ,  t o o ,  t h e  c r i t i c a l  volume does not  

i nc rease  s i g n i f i c a n t l y  u n t i l  t h e  diameter becomes 

seve ra l  times t h e  he ight .  Now, t h e  th ickness  of t h e  
bare  i n f i n i t e  s l a b  is  obtained by adding twice t h e  

r e f l e c t o r  saving from Fig.  4 t o ' l h e  watev-ref lected 
va lue  ( t o  remove t h e  e f f e c t  of water  on each s i d e  of 
t h e  s l a b ) .  The r e s u l t ,  about 4.7 in., is again  
l a rge ly  of academic i n t e r e s t .  On t h e  o the r  hand, a 
semiref lec ted  s l a b  s imula tes  t h e  usua l  ca tch  pan 
t h a t  i s  r e f l e c t e d  only on its base. 
c r i t i c a l  th ickness ,  obtained by adding only a s ingle-  
r e f l e c t o r  saving t o  t h e  va lue  f o r  f u l l  r e f l e c t i o n ,  
is  then 3.2 in. 

The appropr ia te  

As  mentioned, Tables  I1 and I11 apply t o  a con- 
c e n t r a t i o n  a t  which so lu t ion  c r i t i c a l  dimensions a r e  
minimum, so they may be used as conserva t ive  e s t i -  
mates f o r  o t h e r  concent ra t ions .  Furthermore, c r i t -  
i c a l  parameters of t h e  uranyl-f luoride so lu t ion  are 
s l i g h t l y  smaller than those of t h e  n i t r a t e  o r  o the r  
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ob jec t  i t  inf luences.  
measured the  e f f e c t  of a 6-in.-thick s h e l l  of con- 
crete surrounding a 14-in.-diam sphere of plutonium 
so lu t ion  but separated from i t  by a 4-in. gap. They 
observed t h a t  r e f l e c t i o n  by t h i s  conc re t e  was about 
equivalent  t o  t h a t  of a 1-in.-thick, c l o s e - f i t t i n g  

l aye r  of water. The e f f e c t  of a lZ-in.-thick con- 

crete w a l l  aga ins t  a 9-in.-diam cy l inde r  of U(93) 
s o l u t i o n  (330 g 235U/liter, un re f l ec t ed  c r i t i ca l  
height  23 in . ) ,  even more l i k e  p l an t  condi t ions,  w a s  

invest igated by Fox, G i l l ey ,  and Callihan2' of ORNL. 

Their  r e s u l t s  i n d i c a t e  t h a t  r e f l e c t i o n  by t h e  w a l l  
was less than t h a t  of a 0.2-in.-thick, c l o s e - f i t t i n g  
l aye r  of water.  When t h e  wall is 6 in .  away from 

the  cy l inde r ,  i t s  in f luence  is reduced by another  
f a c t o r  of 3 or 4, and so is n e g l i g i b l e  f o r  p r a c t i c a l  

purposes. 

Lloyd and Clayton*' a t  Hanford 

S tee l ,  as used i n  forming d i e s  o r  p re s su re  ves- 
sels, and water are t h e  p r i n c i p a l  r e f l e c t o r  materials 
t h a t  are l i k e l y  t o  be both c l o s e - f i t t i n g  and t h i c k e r  
than a f r a c t i o n  of an inch. 
i n s u l a t i o n  is a poor r e f l e c t o r ,  so i t  is no t  i n  t h e  

same c l a s s . )  Because of t h e  pronounced e f f e c t  of 
spacing, we conclude t h a t  s t r u c t u r e s  of good r e f l e c -  
t o r  material such as concrete  are hardly ever more 
e f f e c t i v e  than c l o s e - f i t t i n g  water. 
i ca l  volumes of d i f f e r e n t  f i s s i l e  co res  surrounded 

by var ious thicknesses  of water are shown i n  Fig.  A2. 
It is  apparent from Fig. 6 that  water has  unusu- 

(Low-density thermal 

Relative c r i t -  

a l  f e a t u r e s  as a r e f l e c t o r .  A t  th icknesses  up t o  a n  
inch o r  so, it is among t h e  more e f f e c t i v e  materials, 
but  an inc rease  of thickness  beyond s e v e r a l  inches 
adds l i t t l e  t o  i t s  inf luence.  (For shapes such as 
long cy l inde r s  o r  s l a b s ,  t h e  "saturat ion" thickness 
is somewhat g r e a t e r  than t h a t  f o r  t h e  small sphe res  
of Fig. 6.)  This  pecu l i a r  behavior of water is a 
consequence of neutron moderation and subsequent 

capture  by hydrogen. 
inches of water, t h e  average neutron has  so l i t t l e  
energy t h a t  i t  is more l i k e l y  t o  b e  captured by hy- 
drogen than t o  f i n d  its way back t o  t h e  f i s s i l e  core.  

We should make it clear t h a t  w e  u s e  t h e  term 

Af te r  passage through several 

"water-reflected" h e r e  t o  imply t h a t  t h e  f i s s i l e  
system of concern i s  c l o s e l y  surrounded by a t  least 
6-in.-thick water. Thus t h e  r e f l e c t i o n  e f f e c t  is 
e s s e n t i a l l y  the  maximum a t t a i n a b l e  wi th  water. 

We s t a t e d  earlier t h a t  f i s s i l e  o b j e c t s  as w e l l  
as i n e r t  materials may b e  viewed a s n e u t r o n r e f l e c t o r a  
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Fig. 6. Crit ical  masses of U(93.5) metal sphere 

i n  va r ious  r e f l e c t o r s ;  P(U) = 18.8 g/cm . 

common aqueous so lu t ions .  Thus t h e  dimensions i n  
these  t a b l e s  provide a gene ra l ly  u s e f u l  b a s i s  f o r  
evaluat ing t h e  nuclear  s a f e t y  of 235U so lu t ions  i n  
isolated containers .  

EFFECTS OF VARIOUS REFLECTORS 

Water, &he neutron r e f l e c t o r  discussed so f a r ,  
happens t o  be r ep resen ta t ive  of r e f l e c t i o n  e f f e c t s  
u sua l ly  encountered i n  a processing p l an t .  Figure 6 

( taken from TID-7028) shows t h e  most complete exper- 
imental  set of comparisons of d i f f e r e n t  r e f l e c t o r  
materials. The curves apply t o  var ious thicknesses  
of r e f l e c t o r  surrounding s p h e r i c a l  U(93) m e t a l .  A l -  

though t h e  magnitudes of e f f e c t s  d i f f e r  f o r  o the r  

f i s s i l e  compositions and o the r  co re  shapes,  t h e  ap- 
p r o p r i a t e  curves scale s i m i l a r l y  t o  those  of Fig.  6. 

We n o t e  t h a t  t h e  r e f l e c t o r s  t h a t  are much b e t t e r  
than water a t  considerable  thicknesses  (beryll ium, 
beryl l ium oxide,  heavy water, g raph i t e ,  uranium, and 
pure n i cke l )  a r e  uncommon materials except i n  cer- 
t a i n  r eac to r s .  Other than keeping i n  mind t h e  unusu- 
a l  e f f e c t s  of t hese  s p e c i a l  r e f l e c t o r s ,  w e  assume 
t h a t  they need not  be considered i n  normal o p e r a t i o n s  

Concrete, no t  represented i n  Fig. 6, is both 
18 common and a somewhat b e t t e r  r e f l e c t o r  than water. 

It is unusual,  however, to  have conc re t e  f i t t e d  

c l o s e l y  about f i s s i l e  material, and t h e  customary 
concern is about t h e  r e f l e c t i o n  e f f e c t  of concrete  
when it  is separated by a number of inches from t h e  
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Fig. 7. Computed c r i t i c a l  r a d i u s  of s o l u t i o n  cyl in-  
der  v s  d i s t a n c e  t o  surrounding annulus of 
water o r  of s o l u t i o n .  The c r o s s  s e c t i o n  of 
t h e  s o l u t i o n  annulus is  one-half t h a t  of 
t h e  annulus which is c r i t i c a l  without t h e  
a x i a l  cy l inder  ( i . e . ,  c r i t i c a l  thickness  
tC- 2 t  a t  f ixed  rc + d) .  

This  po in t  is i l l u s t r a t e d  by Fig. 7 which gives  com- 
puted (DSN)” c r i t i c a l  r a d i i  of i n f i n i t e l y  long cyl- 
inders  of U(93) s o l u t i o n  a t  500 g of 235U/l i ter .  
Curve A shows how t h e  cr i t ical  r a d i u s  increases  a s  a 

6-in.-thick annulus of water is  moved outward from 
t h e  cy l inder .  Curve B is s i m i l a r ,  except t h a t  a 
th inner  surrounding annulus conta ins  t h e  same solu- 
t i o n  a s  t h e  c e n t r a l  cy l inder .  For each configura- 
t i o n ,  t h e  c r o s s  s e c t i o n  of t h e  s o l u t i o n  annulus is 

adjusted t o  be one-half t h a t  of t h e  unref lec ted  

c r i t i c a l  annulus of t h e  same i n s i d e  diameter ( t h e  
dot ted  curve) .  For spacings g r e a t e r  than 2 i n . ,  t h e  
two curves are s u r p r i s i n g l y  s i m i l a r .  
of 7 i n . ,  t h e  r e f l e c t o r  saving of e i t h e r  annulus is 

j u s t  one-half t h a t  of c l o s e - f i t t i n g  water. 

A t  a spacing 

Q u a l i t a t i v e l y ,  i t  is  c l e a r  why a gap between a 
f i s s i l e  core  and surrounding m a t e r i a l  has such a 
pronounced effect. A s  spacing increases ,  t h e  core  
simply becomes a poorer and poorer t a r g e t  f o r  neu- 

t rons  s c a t t e r e d  back from t h e  r e f l e c t o r .  This pic- 
t u r e  a l s o  shows why t h e  inf luence  of a gap around a 

s p h e r i c a l  core  is g r e a t e r  than  t h a t  of t h e  same gap 
about a corresponding long cy l inder  o r  t h i n  s l a b  of 
similar mater ia l .  The sphere is  t h e  poorest  t a r g e t  
f o r  re turn ing  neutrons,  t h e  cy l inder  i s  somewhat 

b e t t e r ,  and t h e  s l a b  i n t e r c e p t s  still more of t h e  
r e f l e c t e d  neutrons. 

MORE ABOUT SOLUTIONS AND MIXTURES 
The homogeneous U(93) metal-water mixtures  il- 

l u s t r a t e d  i n  Figs .  2 and 3 a r e ,  of course,  not en- 
countered i n  p r a c t i c e .  The “experimental” v a l u e s  i n  
these  f i g u r e s  were der ived by applying small correc-  

t i o n s  t o  r e s u l t s  f o r  uranyl - f luor ide  s o l u t i o n s ,  and 
these  c o r r e c t i o n s  become n e g l i g i b l e  f o r  235U concen- 
t r a t i o n s  below 200 g / l i t e r  (or  f o r  volume f r a c t i o n s  
of uranium metal  below 0.01). In o t h e r  words, c r i t -  

i c a l  dimensions of hypothe t ica l  metal-water mixtures  
and of s o l u t i o n s  co inc ide  over t h e  concent ra t ion  
range of most i n t e r e s t  f o r  aqueous processing.  (See 
Figs .  A3-A6 f o r  U(93). Figs .  Al-A10 f o r  plutonium, 
and Figs. All-A14 f o r  233U.)  However, as 235U con- 
c e n t r a t i o n s  increase ,  p a r t i c u l a r l y  beyond t h e  solu- 
t i o n  range, devia t ions  of p r a c t i c a l  mixtures  from 
metal-water become increas ingly  s i g n i f i c a n t .  

The f i c t i t i o u s  mixture  i s  used as a re ference  
composition because i t s  c r i t i c a l  mass is minimum a t  
a given ~ a t e r - ’ ~ ~ U  r a t i o .  This  fol lows because t h e  
235U dens i ty  is  g r e a t e r  in t h e  metal-water mixture  
than i t  is  i n  a water mixture  of any uranium com- 
pound a t  t h e  same H/235U atomic r a t i o .  
per imental  c r i t i c a l i t y  information e x i s t s  f o r  t h e  
range of composition t h a t  includes aqueous s l u r r i e s  
and f i l t e r  cakes. Here, metal-water va lues  may be 
appl ied conserva t ive ly  f o r  nuclear-safety eva lua t ion .  

* 
L i t t l e  ex- 

Computed c r i t i c a l  masses of s e v e r a l  U(93)-water 

The a b s c i s s a  r e p r e s e n t s  235U densi-  

mixtures  i n  t h e  form of water-ref lected spheres  ap- 
pear in Fig. 8.  

t y ,  and t h e  curve a t  d e n s i t i e s  less than 0.8 kg of 
235U/liter a p p l i e s  t o  uranyl - f luor ide  s o l u t i o n s .  
the  r i g h t ,  t h e  upper curve is f o r  mixtures  of Up4 
and water ,  t h e  middle curve a p p l i e s  t o  U02-water,and 
t h e  lower curve g i v e s  metal-water re ference  va lues .  

A t  

* 
The atomic r a t i o s ,  H/235U, H/Pu, and H/233U are 
used a s  indexes of t h e  degree of hydrogen modera- 
t i o n .  Col lec t ive ly ,  these  r a t i o s  are f r e q u e n t l y  
designated H/X. where X represents  235U, Pus o r  
233U. Relat ions between H/X and d e n s i t y  of X f o r  
c e r t a i n  s o l u t i o n s ,  metal-water mixtures ,  and some 
o t h e r  mixtures  a r e  given i n  Table  I and Fig. 12 of 
TID-7028. 
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Fig. 8. Computed c r i t i c a l  masses of water-ref lected 
spheres  of mixtures  of water wi th  U(93.5) 
metal ,  U(93.5)02, o r  U(93.5)F4. 

The p r inc ipa l  purpose of t h i s  i l l u s t r a t i o n  is t o  
show t h e  penal ty  t h a t  can be  paid i f  metal-water 
va lues  a r e  assumed f o r  p r a c t i c a l  mixtures .  But we 
should add t h a t  t h i s  pena l ty  sometimes may be out- 
weighed by t h e  u n c e r t a i n t i e s  of ca lcu la ted  r e s u l t s .  

A s  the  g r e a t e s t  d i f f e rences  i n  Fig.  8 a r e  f o r  
dry  (unmoderated) ma te r i a l s ,  it is i n s t r u c t i v e  t o  
examine a g r e a t e r  range of compounds under t h i s  con- 
d i t i o n .  
have been added t o  t h e  t h r e e  ma te r i a l s  shown in 

Fig.  8. C r i t i c a l  masses apply t o  water-ref lected 
spheres  of t h e  undi lu ted  f i s s i l e  compound a t  c r y s t a l  
dens i ty .  22 The curve r e f e r s  t o  unmoderated U(93) 
m e t a l  a t  var ious  235U d e n s i t i e s .  

i c a l  masses of compounds from t h e  l i n e  show t h a t  t h e  
235U dens i ty  is not  t h e  whole s t o r y ,  and t h a t  t h e  
carbon, oxygen, and f l u o r i n e  atoms have some i n f l u -  
ence on c r i t i c a l  s i z e .  (Note t h a t  dev ia t ions  from 
t h e  curve  a r e  roughly propor t iona l  t o  t h e  number of 
d i l u e n t  atoms per  uranium atom.) Although these  a t -  
oms are too  few t o  have a s i g n i f i c a n t  moderating e f -  
f e c t ,  t h e i r  n u c l e i  do scatter neutrons so t h a t  t h e  
atoms near t h e  ou t s ide  of t h e  core  r e t u r n  toward t h e  
cen te r  some neutrons t h a t  would otherwise pass  i n t o  
t h e  surrounding water. The e f f e c t  is l i k e  t h a t  of 

an  added i n t e r n a l  r e f l e c t o r .  

I n  Fig.  9,  UC2, UOzFZ, and UF6 (condensed) 

Departures of c r i t -  

* 

* 
P a r t  of t h e  s c a t t e r i n g  e f f e c t  of f l u o r i n e  is com- 
pensated by capture  of very high-energy neutrons 
such as occur  i n  t h e  unmoderated systems of Fig. 9. 
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Fig.  9. Computed c r i t i c a l  masses of water - re f lec ted  
spheres  of U(93) compounds. The l i n e  ap- 
p l i e s  t o  U(93) metal  a t  va r ious  f r a c t i o n s  
of normal dens i ty .  

Measured e f f e c t s  of d i l u t i n g  U(93) and plutonium 
metal  with o the r  ma te r i a l s  a r e  given by Figs .  A15 and 
A16, and by Ref. 23. Figure A16 is  p a r t i c u l a r l y  in- 
t e r e s t i n g  because i t  shows t h a t  carbon atoms must be  
present  in l a r g e  propor t ion  t o  moderate neutrons 
s i g n i f i c a n t l y .  
r i a l s ,  deuterium, beryl l ium, and beryl l ium oxide ,  

shown by t h i s  f i g u r e ,  are encountered almost  exclu- 
s i v e l y  a s  r eac to r  components. 
is a l s o  used f o r  c r u c i b l e s  and molds in c a s t i n g  
furnaces . )  

The o the r  e f f e c t i v e  moderating m a t e -  

(Graphite, of course ,  

* 
* 

Note t h a t  t hese  moderating ma te r i a l s  lead  t o  small 
c r i t i c a l  masses a t  very low 235U d e n s i t i e s .  (Deu- 
terium, beryl l ium, carbon, and oxygen do not  cap- 
t u r e  neut rons  a s  r e a d i l y  as does hydrogen, so they  
do not  poison very  d i l u t e  235U.) Although 23% 
c r i t i c a l  masses may be small, t h e  corresponding 
volumes are l a r g e .  
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The need t o  process  reac tor - fue l  compositions 

such a s  U-graphite and U-Be0 leads  t o  concern about 
c r i t i c a l  masses of t h e  mixtures U-graphite-H20 and 

U-BeO-H20. 
p l a s t i c  compositions, t h e r e  is no experimental in- 

formation about t h e s e  te rnary  mixtures. 
"fourfold mixtures" is t h e  b e t t e r  term, because t h e  
uranium enrichment may be less than 9341 235U, which 

leads  t o  235U-238U-graphite-H20 and 235U-238U-Be0- 
H20. 

complex when plutonium is b u i l t  i n t o  t h e  f u e l . )  I n  
t h e  p a r t i c u l a r  case  of U(93)-graphite-H20, t h e r e  is 
a computational survey by S t r a t t ~ n ' ' ~ ~  of Los Alamos. 
H i s  r e s u l t s  f o r  unref lec ted  spheres  are reproduced 

i n  Fig. 10. This family of curves i l l u s t r a t e s  t h e  
complex trade-off among e f f e c t s  of dens i ty  change, 
s c a t t e r i n g  and moderation by graphi te ,  and modera- 

t i o n  and capture  by hydrogen. 

Excepting some data  f o r  U(93)-graphite- 

(Perhaps 

The s i t u a t i o n ,  of course, becomes even more 

The power-reactor f u e l  t h a t  is p r e s e n t l y  most 
abundant is 2 3 5 ~ ~ 2 - 2 3 8 ~ ~ 2  (if fuel-cladding materials 
are ignored) ,  which impl ies  t h a t  c r i t i c a l i t y  d a t a  
f o r  t h e  t e r n a r y  system 2 3 5 ~ ~ 2 - 2 3 8 ~ ~ 2 - ~ 2 ~  are of ex- 
tremely p r a c t i c a l  i n t e r e s t .  
b i n a t i o n  are experimental cri t ical  dimensions of ho- 
mogeneous mixtures  of hydrogenous material and ura- 

nium a t  enrichments of less than 93% 235U, which 
appear i n  Figs. A 1  and A17. (See Ref. 25 f o r  a com- 
p u t a t i o n a l  survey.) 

t h a t  238U behaves l i k e  a neutron poison when it is 

present  i n  much g r e a t q r  abundance than 235u . 
f a c t ,  uranium containing l e s s  than 1.0% 2 3 5 ~  cannot 
be made c r i t i c a l  as a homogeneous mixture  with water 
o r  o t h e r  hydrogenous material. 

Appropriate  t o  t h i s  com- 

It is apparent  from t h e s e  d a t a  

I n  

HETEROGENEOUS URANIUM- WATER SYSTEMS 

of course,  many nuclear-safety ques t ions  about 
t h e  customary f u e l s  f o r  r e a c t o r  la t t ices  cannot be 

u-235 density g/cm' 

Fig. lo. Computed cr i t ical  masses of unref lec ted  spheres  
of U(93.5)-water-graphite mixtures. 
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answered by information about homogeneous mixtures .  
Cer ta in  f u e l  f a b r i c a t i o n  s t e p s ,  s torage ,  and t rans-  

po r t a t ion  may involve regular  l a t t i c e s  of f u e l  e le -  
ments i n  water; d i sso lv ing  t h e  spent  f u e l  f o r  re- 
processing may involve e i t h e r  regular  l a t t i c e s  o r  
random arrangements of chopped elements, bu t  i n  

e i t h e r  case  t h e r e  i s  a mixture  of s o l i d s  and solu- 
t i o n s  wi th  changing composition. 
range of ma te r i a l s  t h a t  may be represented i n  va r i -  
ous f u e l  elements and processes  (which can be non- 
aqueous), t h e r e  a r e  so many va r i ab le s  t h a t  c r i t i c a l -  
i t y  da ta  cannot be mapped comprehensively. Special-  
ized da ta  requi red  f o r  a given f u e l  can be obtained 
most r e a d i l y  during development of t h e  r eac to r  f o r  
which t h e  f u e l  is intended. I f  t h i s  is not  done, 
t h e r e  is t h e  choice between applying very conserva- 
t i v e  nuclear-safety con t ro l s  o r  ob ta in ing  s p e c i f i c  
c r i t i c a l i t y  da ta .  Depending upon circumstances, 
economy may d i c t a t e  e i t h e r  a l t e r n a t i v e .  

Considering t h e  

With t h e  above choice i n  mind, i t  behooves us  
t o  have some idea  about how t o  e s t a b l i s h  "very con- 
serva t ive"  c o n t r o l s .  Most of t h e  f i s s i l e  ma te r i a l  
i n  present  power-reactor f u e l s  i n  t h e  United S t a t e s  

i s  uranium wi th  235U enrichments of 2 t o  5%. (We 

r e f e r  t o  f u e l s  f o r  boiling-water and pressurized-  
water r eac to r s . )  For t h i s  c l a s s  of f u e l ,  a b a s i s  

f o r  conserva t ive  c r i t i c a l i t y  con t ro l  is  t h e  consid- 
e rab le  experimental information about l a t t i c e s  of 
s l i g h t l y  enr iched uranium rods immersed i n  water .  

One s e t  of conclusions from measurements wi th  
l a t t i c e d  uranium i n  water is summarized i n  Fig.  A18. 
I n  t h i s  f i g u r e ,  minimum c r i t i c a l  masses of l a t t i c e s  
and of homogeneous mixtures  (both water - re f lec ted)  
a r e  compared over a range of 235U enrichments. Each 
poin t  on t h e  l a t t i c e  curve impl ies  optimum rod diam- 
e t e r ,  optimum spacing between rods,  a near -spher ica l  
l a t t i c e  shape, and complete water r e f l e c t i o n .  The 
notab le  f e a t u r e  of t h i s  curve is  t h a t  i t  f a l l s  be- 
low t h e  curve f o r  homogeneous spheres  a t  235U en- 

235u richments of less than ,. 5%. Above about 5% , 
minimum c r i t i c a l  masses occur f o r  t h e  homogeneous 

systems (which may be viewed a s  l a t t i c e s  i n  which 
rod diameter is  zero) .  

Our q u a l i t a t i v e  p i c t u r e  of neutron behavior 
he lps  us  t o  understand t h e  reduced c r i t i c a l  masses 

of l a t t i c e s  a t  low enrichments. A s  mentionedbefore, 
neutron capture  by 238U ( i t s  "poison" e f f e c t )  d r i v e s  
t h e  homogeneous curve t o  i n f i n i t y  a t  1.0% 235U. It 

happens t h a t  neutrons of in te rmedia te  energy (par- 

t i a l l y  moderated) a r e  captured more r ead i ly  by 238U 

than a r e  e i t h e r  high-energy f i s s i o n  neutrons (unmod- 

e r a t e d )  o r  neutrons of lowest energy ( f u l l y  moderat- 
ed o r  "thermal"). I n  a homogeneous system, neutrons 
a r e  exposed cont inua l ly  t o  capture  by 238U while  be- 

ing moderated. I n  a l a t t i c e ,  however, t h e  t y p i c a l  
neutron from a f i s s i o n  i n  one rod t r a v e l s  through 

water t h a t  is f r e e  of 238U before  reaching another  
rod (or  being re turned) .  A t  "optimum" l a t t i c e  geom- 
e t r y ,  t h i s  average path through water  is such t h a t  
some neutrons,  which otherwise would be captured by 

238U, are moderated s u f f i c i e n t l y  t o  escape t h i s  f a t e .  
Thus, f i s s i o n s  a r e  produced more e f f i c i e n t l y  than i f  
t h e  system were homogeneous, so t h a t  t h e  c r i t i c a l  
mass is smal le r .  

Now, var ious  s t ages  of conservatism i n  t h e  c r i t -  
i c a l i t y  eva lua t ion  of fuel-rod l a t t i c e s  i n  water be- 
come apparent .  
0 The extreme of conservat ism would be t o  apply min- 

imum c r i t i c a l i t y  da t a  f o r  h ighly  enriched uranium 

(homogeneous systems). 
The minimum c r i t i c a l  mass of a l l  poss ib l e  l a t t i c e s  
a t  t h e  appropr ia te  235U enrichment may be used. 
A l t e rna t ive ly ,  t h e  minimum c r i t i c a l  dimensions may 
be chosen from Figs .  A19-A21. 
The guiding c r i t i c a l i t y  da t a  may be der ived from 
uranium-metal l a t t i c e s  similar t o  t h e  l a t t i c e s  of 
a c t u a l  f u e l .  For example, they may be obtained 
from t h e  sources  of t h e  information summarized i n  
Fig. A18. 

# 

0 

# Data may be s p e c i f i c  t o  t h e  fuel-element l a t t i c e  
of i n t e r e s t .  

A gene ra l i za t ion  f a l l i n g  between t h e  las t  two 
a l t e r n a t i v e s  is suggested by e x i s t i n g  experimental  
information f o r  s p e c i f i c  power-reactor f u e l  elements. 
Figure 11, f o r  example, app l i e s  t o  water l a t t i c e s  of 
elements t h a t  were s tud ied  f o r  use  i n  pressurized-  

water r eac to r s .  26J27 The lower curve of minimum 
c r i t i c a l  volume v s  235U enrichment is  f o r  unclad 
uranium-metal rods and should be somewhat conserva- 

t i v e  f o r  zirconium-clad U02 rods. 
bove a r e  f o r  s t a in l e s s - s t ee l - c l ad  U02. Because of 
t h e  r e l a t i v e l y  small  ranges of fuel-element dimen- 
s i o n s  t h a t  a r e  s u i t a b l e  f o r  water-moderated power 

r e a c t o r s ,  t h e  da t a  of Fig. 11 w i l l  not be  i n  g r e a t  
e r r o r  i f  appl ied  t o  any rod-type U(2 t o  5)02 element 

with t h e  appropr ia te  c ladding ma te r i a l .  

The two po in t s  a- 

There a r e  
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Fig.  11. Minimum c r i t i c a l  volumes of water l a t t i c e s  
of low-enrichment uranium o r  U02 rods,  as 
water-ref lected spheres. 

no experimental da ta  about corresponding l a t t i c e s  i n  
s o l u t i o n s  of s l i g h t l y  enriched uranium, such a s  
might b e  encountered i n  p ick l ing  ba ths  o r  f u e l  d i s -  
so lvers .  

Before leav ing  water l a t t i c e s ,  let us  consider  
t h e  d a t a  f o r  U(94)-metal l a t t i c e s  shown i n  Fig. A22. 
This  f i g u r e  i n d i c a t e s  a l a r g e  reduct ion of a t t a i n -  
a b l e  c r i t i c a l  mass as p ieces  of t h e  highly enriched 
metal become smaller. 
The only experimental evidence about combinations of 
f i s s i l e  s o l i d s  and f i s s i l e  s o l u t i o n s  a p p l i e s  t o  
U(93), and is represented by Figs. 25 and 26 of TID- 
7028 and by re ferences  i n  t h e  assoc ia ted  text. 
MORE ABOUT POISONS 

Another item may be mentioned: 

A s  we have mentioned, hydrogen and 238U capture  
neutrons r e a d i l y  enough' t o  behave l i k e  mild neutron 
poisons (240Pu is s i m i l a r ) .  Of t h e  elements in com- 
mon uranium and plutonium compounds, carbon, oxygen, 
and f l u o r i n e  have n e g l i g i b l e  poisoning e f f e c t ,  ni- 
t rogen is a mild poison, 
poison. Among s t r u c t u r a l  materials, aluminum has a 
small neutron-capture e f f e c t ,  copper and t h e  compo- 
nents  of steels are mild poisons, and g l a s s  is in- 
f luenced by its boron content .  

* 
and c h l o r i n e  is a moderate 

* 
This  is why cr i t ical  dimensions of uranyl-f luoride 
s o l u t i o n s  are s l i g h t l y  smaller than those  of uranyl- 
nitrate so lu t ions .  

One method of c o n t r o l l i n g  s o l u t i o n  c r i t i c a l i t y ,  
mentioned i n  t h e  d iscuss ion  of acc ident  experience,  

is t o  add s t rong  poisons t o  t h e  f i s s i l e  material, 
The neutron poisons most s u i t a b l e  f o r  t h i s  purpose 
are boron, cadmium, and t h e  r a r e  e a r t h s ,  samarium, 
europium, and gadolinium. Cadmium's s t rong  capture  
e f f e c t  is l imi ted  t o  neutrons of very low energy 
(highly moderated), so t h i s  material is most u s e f u l  
f o r  d i l u t e  aqueous s o l u t i o n s .  
poisons remain e f f e c t i v e  f o r  neutrons of intermedi- 
ate energy, they are more genera l ly  appl icable .  Of 
course,  boron is prefer red  over t h e  rare earths be- 
cause of i ts much lower c o s t .  There is no very ef-  

f e c t i v e  poison f o r  t h e  unmoderated neutrons t h a t  are 
t y p i c a l  of undi luted f i s s i l e  metal and most d r y  

compounds. 

As t h e  o t h e r  s t r o n g  

Of t h e  s t rong  poisons mentioned, t h e  experimen- 
t a l  d a t a  of TID-7028 (pp. 46-48) apply exc lus ive ly  
t o  boron. 
homogeneous mixtures  such as s o l u b l e  boron in urani-  
um s o l u t i o n ,  boron-containing s o l i d s  d i s t r i b u t e d  
throughout uranium s o l u t i o n ,  and boron s o l u t i o n  i n  
l a t t i c e s  of f u e l  rods.  In most cases  t h e  q u a n t i t y  
of boron required t o  prevent c r i t i c a l i t y  i n  any f i -  
n i t e  system is e s t a b l i s h e d .  
t h e  reproduct ion f a c t o r  of t h e  i n f i n i t e  system, k,, 
is u n i t y .  

Three types of system are represented:  

This is  accomplished i f  

The r a t h e r  scant  experimental information about 

homogeneous mixtures  may be supplemented by t h e  (DTK) 
computed curves of Fig. 12.28 Atomic r a t i o s  B/X (X 
- = 23SU , 239Pu, o r  233U) f o r  which k, - 1 are shown 

Fig. 1 2 .  Computed atomic r a t i o s  of boron t o  f i s s i l e  

Pu (in t h e  for Btures Of 
i so tope  a t  which L - 1, 
water with U(93.2), 233U, o r  
atomic r a t i o s  B/X and H/X, where X I 235U, ' 
2 3 3 ~  o r  2 3 9 ~ ~ ) .  
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Fig. 13. Computed atomic r a t i o s  of cadmium t o  f i s -  
s i l e  i so tope  a t  which - 1, f o r  mixtures 
of water wi th  ~ ( 9 3 . 2 ) , 9 % ,  o r  239Pu ( i n  

I I I 

t h e  atomic r a t i  
235u, 233u, o r  339,u). 

Cd/X and H/X, where X f 

f o r  s o l u t i o n s  of U(93), 239Pu, and 233U. 

t i v e l y ,  a g r e a t e r  propor t ion  of boroa is required 
f o r  239Pu and 233U s o l u t i o n s  than f o r  235U, t o  over- 
come t h e  more e f f i c i e n t  f i s s i o n i n g  of t h e s e  materi- 
als. 
f o r  cadmium-poisoned s o l u t i o n s .  The e f f e c t  of cad- 
m i u m  decreases  r a p i d l y  as t h e  s o l u t i o n s  become so 
caneentrated t h a t  very  low-energy neut rons  disappear ,  

Qualita- 

Figure 13 shows r e s u l t s  of similar c a l c u l a t i o n s  

A convenient means of poisoning a s o l u t i o n  is 
by packing t h e  con ta ine r  wi th  r a sch ig  rings of boro- 
s i l icate  g l a s s .  A t a b u l a t i o n  of experimental  condi- 
t i o n s  f o r  which k, - 1 with  g l a a s  i n  235U s o l u t i o n s  
appears on p. 47 of TID-7028. To i l l u s t r a t e  an in- 
f l uence  of t h e  heterogeneous d i s t r i b u t i o n  of boron, 
t h a t  t a b l e  may be extended as i n  Table  IV.  The 

l i s t e d  o v e r a l l  B/235U r a t i o s  f o r  k, - 1 are expected 

t o  be g r e a t e r  than corresponding va lues  from Fig.12, 

TABLE IV 
CONDITIONS AT WHICH k, 1 WITH S 1.5-in.-o.d. 

GLASS RASCHIG RINGS I N  U(93) SOLUTION 

2 3 5 ~  Content of  Atomic 

235u 

Boron 
So lu t ion  Ra t io  Volume Content 

F rac t ion  of Glass 
of Glass (wt %) g235U/Liter H/235U B/ 

0.24 3.3 385 64 1.9 

0.22 4.0 385 64 2.0 
0.24 0.5 67 390 1.6 
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Fig. 14. Atomic r a t i o s  of boron t o  235U a t  which 
k, - 1 f o r  water-moderated 
r ichments  of less than  5% 2y5U. 

anium a t  en- 

because boron when lumped, as i n  t h e  g l a s s  r i n g s ,  is 

less e f f e c t i v e  than when d i s t r i b u t e d  uni formly .  

Boron c a p t u r e s  low-energy neu t rons  so w e l l  t h a t  i t s  

e f f e c t  " sa tu ra t e s "  as th i ckness  is i nc reased ,  which 
l e a d s  t o  g r e a t e r  c a p t u r e  per  atom i n  small th i ck -  

nes ses  (o r  a homogeneous d i s t r i b u t i o n )  than  i n  g r e a t -  

er th i cknesses .  

A f u r t h e r  remark about f i x e d  poisons  such as 
g l a s s  r i n g s  o r  bo ron- s t a in l e s s  g r i d s  is t h a t  t h e i r  

e f f e c t i v e n e s s  d iminishes  as t h e  c e l l  s ize  o r  spac ing  

i n c r e a s e s  beyond about 1 i n .  

p a r a l l e l  boron-s tee l  p l a t e s  i n  U(93) s o l u t i o n  is il- 
l u s t r a t e d  by t h e  last e n t r y  i n  Table  5 of TID-7028. 

pected t h a t  k, w i l l  b e  u n i t y  a t  smaller B/235U atom- 

i c  r a t i o s  than  ind ica t ed  by Fig.  12. Th i s  d i f f e r -  

ence is shown by exper imenta l  d a t a  f o r  U(s5) t h a t  
are summarized i n  Fig. 14. The lower curve  a p p l i e s  

t o  homogeneous boron-poisoned mix tu res ,  and t h e  upper 
s o l i d  curve  is f o r  l a t t i c e s  of rods  wi th  boron d i s -  

solved i n  t h e  in t e rven ing  water.  

Th i s  i n f l u e n c e  f o r  

For uranium of low 235U enrichment,  it i s  ex- 

I V ,  CRITICALITY INFORMATIO+LOW-DENSITY UNITS AND 
ARRAYS 

Homogeneous c r i t i c a l  systems a t  low d e n s i t y  are 

of i n t e r e s t  p r imar i ly  as  l i m i t i n g  c a s e s  of a r r a y s  of 
u n i t s  s epa ra t ed  by a i r .  For example, i n  a dry-s torage  
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arrangement of f u e l  bundles f o r  water-moderated re-  
a c t o r s ,  each f u e l  element is usual ly  so small t h a t  

t h e  e n t i r e  a r r a y  behaves l i k e  an assembly containing 

t h e  same m a t e r i a l s  spread uniformly throughout t h e  
same o v e r a l l  volume. I f  t h e  f u e l  were t o  be lumped 

i n t o  progress ive ly  l a r g e r  elements, t h e  behavior 
would be less l i k e  t h a t  of t h e  homogeneous assembly 
with t h e  same average m a t e r i a l  d e n s i t i e s .  Neverthe- 
less, we can still  expect c e r t a i n  s i m i l a r i t i e s  be- 
tween a r r a y s  of l a r g e  u n i t s  and homogeneous systems 

a t  low d e n s i t i e s .  
I f  such s i m i l a r i t i e s  can be found, t h e  w e l l -  

known inf luence  of dens i ty  on t h e  c r i t i c a l  s i z e  of 

an ind iv idua l  c o r e  may suggest  u s e f u l  empir ical  
forms f o r  c o r r e l a t i n g  c r i t i c a l  data f o r  air-spaced 
ar rays .  The required a p p l i c a t i o n ,  of course,  is t o  
t h e  c r i t i c a l i t y  eva lua t ion  of ever-present a i r -  
spaced s t o r a g e  a r r a y s  and s t a c k s  of packages of f i s -  
s i l e  mater ia l .  

HOMOGENEOUS LOW-DENSITY SYSTEMS 
An i n t r i g u i n g  aspec t  of our q u a l i t a t i v e  p i c t u r e  

of neutron behavior is  t h a t  i t  l e a d s  t o  one exact 
q u a n t i t a t i v e  r e l a t i o n s h i p  t h a t  a p p l i e s  t o  any c r i t -  

i c a l  assembly i n  which t h e  d e n s i t y  is changed uni- 

formly. 
inverse ly  a s  t h e  dens i ty ,  any neutron path from one 
region t o  another  s c a l e s  i n  t h e  same way, and t h e  
number and kinds of n u c l e i  a long t h i s  path remain 
unchanged, so  t h e r e  is no change i n  neutron proc- 
esses. In o t h e r  words, t h e  r e l a t i v e  numbers of neu- 
t r o n s  producing f i s s i o n ,  being captured,  being sca t -  
t e r e d ,  and leaking from t h e  system a r e  not changed, 
so t h e  assembly remains c r i t i c a l .  Thus, c r i t i c a l  

dimensions are inverse ly  propor t iona l  t o  t h e  densi- 
t y ,  provided t h e  dens i ty  changes are uniform. For a 
r e f l e c t e d  system i n  which t h e  d e n s i t i e s  of core  and 
r e f l e c t o r  a r e  changed by the  same r a t i o ,  t h i s  im- 
p l i e s  t h a t  c r i t i c a l  dimensions of both core  and re- 
f l e c t o r  s c a l e  inverse ly  a s  t h e  dens i ty .  
t h e  r e f l e c t o r  dens i ty  o r  only t h e  core  dens i ty  
changes, t h e  above r e l a t i o n s h i p  no longer  a p p l i e s  t o  
t h e  core  dimensions, ) 

I f  a l l  dimensions of an assembly a r e  scaled 

( I f  only 

Where a l l  d e n s i t i e s  a r e  changed by the  r a t i o  

p/po, it fol lows t h a t  any c r i t i c a l  dimension 9. 

given by 
i s  

(5) 

where Rco a p p l i e s  t o  t h e  i n i t i a l  d e n s i t y  p o .  

core  and r e f l e c t o r  d e n s i t i e s  are seldom changed i n  

the  same proport ion,  t h i s  expression is most common- 

l y  appl ied t o  unref lec ted  f i s s i l e  mater ia l .  

A s  

For a b a r e  s p h e r i c a l  core  of i n i t i a l  c r i t i c a l  

so’ r a d i u s ,  r 

r 

so 

so t h e  r e l a t i o n  f o r  c r i t i c a l  volume is 

and t h e  c r i t i c a l  mass r a t i o  is 

2- m = (k) V = ($*. 
m so 

For a bare ,  i n f i n i t e l y  long cy l inder  of i n i t i a l  
c r i t i c a l  rad ius  rco, w e  have 

L = 
co 

(7a) 

The expression f o r  c r i t i c a l  volume per u n i t  l ength  is 

and c r i t i c a l  mass per u n i t  l ength  is 

co m 

I f  t h e  shape of i n t e r e s t  is an unref lec ted  in- 
f i n i t e  s l a b  of i n i t i a 1 , c r i t i c a l  thickness ,  to, again 

The c r i t i c a l  volume per  u n i t  sur face  a r e a  v a r i e s  i n  
the  same manner; i n  o t h e r  words, 

F i n a l l y ,  the  c r i t i c a l  mass per u n i t  a rea  remains 
unchanged, o r  

(8c) 
m - = constant .  m 

Of more p r a c t i c a l  i n t e r e s t  than t h e  above ex- 
press ions ,  is t h e  v a r i a t i o n  of c r i t i c a l  dimensions 

of a r e f l e c t e d  core  when t h e  r e f l e c t o r  dens i ty  re- 
mains cons tan t .  The small  amount of a v a i l a b l e  
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experimental  information about d e n s i t y  changes in 
near-homogeneous co res  is presented in TID-7028, p .4  
and Pig. 6. Resul ts  are c o n s i s t e n t  with a r e l a t i o n -  
ship l i k e  Eq. (6c) for c r i t i c a l  masses of spheres  

(or cubes, or nea r -equ i l a t e ra l  cy l inde r s ) ,  so 

where s is approximately constant  over t h e  range 

0.5 5 p i p o  5 1. 
va lue  2 t h a t  a p p l i e s  t o  a ba re  sphere.) 
f o r  a c o r e  with constant-densi ty  r e f l e c t o r  must in- 

c r ease  with decreasing dens i ty .  
approaches zero,  co re  s i z e  approaches i n f i n i t y  and 
s must approach 2, because t h e  d i s t i n c t i o n  between 
i n f i n i t e  ba re  and r e f l e c t e d  co res  is meaningless. 

(The exponent s cannot exceed t h e  
Actually,  s 

As core  d e n s i t y  

Figure 15 g ives  (DTK) ca l cu la t ed  va lues  of t h e  
core-density exponent s f o r  a v a r i e t y  of water- 

r e f l e c t e d  spheres ,  which apply t o  t h e  dens i ty  range 
between normal and 0.8 normal. The va lue  s - 1.5 is 
t y p i c a l  of small cores ,  but  s gene ra l ly  inc reases  
with co re  s i z e  and approaches 2 a s  t h e  co re  volume 
becomes very la rge .  

Computations (DTK)22 t h a t  extend t o  very amall 
va lues  of p / p o ,  Figs.  16 and 17. show the  inc rease  
of t h e  core-density exponent of a water-ref lected 
sphere wi th  decreasing dens i ty .  The exponent be- 
comes e s s e n t i a l l y  2 when p/po 5 10 
low d e n s i t i e s ,  a l l  curves a r e  p a r a l l e l  and t h e r e  is 
a cons t an t  r a t i o  of c r i t i c a l  masses of bare  and 

-3 . A t  t hese  very 
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Fig. 15. Computed i n i t i a l  co re -dens i ty  exponents 
f o r  water-ref lected spheres  of mixtures of 
water with 239Pu, U(93 5 U(30), U(5), o r  
U(93.5)-graphite a t  C/133; - 157. C r i t i c a l  
s i z e s  a r e  i n f i n i t e  where s - 2. 

IO' 

I os 

= 4  
0 IO 
X 

ln 
ln z 
? I O ~  

- 
0 
0 .- 

0 

IO' 

10-1 I I "  lo-' 
P I P 0  

Fig. 16. Computed c r i t i c a l  masses of spheres  with 
co re  d e n s i t i e s  reduced by t h e  f r a c t i o n  
p/po; water-ref lected U(93) metal ,  U(93)02, 
or  U(93)F6, and un re f l ec t ed  U(93) metal. 

corresponding r e f l e c t e d  spheres.  
h u m  r a t i o ,  R, f o r  t h e  va r ious  co re  compositiolls of 
Figs .  16 and 17. a r e  shown i n  Table V. 

Values of this mar- 

20 

TABLE V 
LIMITING RATIOS OF CRITICAL MASSES OF BARE AND 

WATER-REFLECTED SPHERES AT LOW DENSITY 

Core Composition m, (bare) /mm (ref 1) 

13 
8.0 
6.0 
2.7 
5.4 . .  

U(93) s o l u t i o n ,  H/235U - 400 2.7 
Pu m e t a l  19 
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Fig. 1 7 .  Computed r e l a t i v e  c r i t i c a l  masses of 
spheres  with core  d e n s i t i e s  reduced by t h e  
f r a c t i o n  p / p o ;  water-ref lected and unre- 
f l e c t e d  U 93) s o l u t i o n s  a t  70 o r  420 g U/ 
l i t e r  (H/435U - 400 o r  60) .  

A s  ind ica ted  before ,  t h e  core-density exponents 
f o r  homogeneous systems may be appl ied  t o  c e r t a i n  
m a t e r i a l s  t h a t  a r e  a c t u a l l y  heterogeneous, such as 
oxide p e l l e t s ,  machine turn ings ,  and dry l a t t i c e s  of 
f u e l  rods f o r  water-moderated r e a c t o r s .  Heterogene- 
i t y  w i l l  be unimportant i f  each p i e c e  i s  so small  
t h a t  a neutron o r i g i n a t i n g  i n  it has l i t t l e  chance 

of producing another  f i s s i o n  before  leaving t h e  
piece. For many materials and shapes,  t h i s  require-  
ment w i l l  b e  s a t i s f i e d  i f  one dimension of t h e  p iece  
does not  exceed approximately 1 / 2  in. 

* 

NEAR-EQUILATERAL AIR-SPACED ARRAYS 
We can expect t h e  c r i t i c a l  mass of a low-density 

system t o  decrease a s  t h e  f i s s i l e  m a t e r i a l  is lumped 

i n t o  l a r g e r  u n i t s  while  t h e  same o v e r a l l  dens i ty  is 
maintained. I n  o ther  words, t h e  c r i t i c a l  mass of a 
three-dimensional air-spaced a r r a y  i s  smaller than 
t h a t  of a s i m i l a r  homogeneous system of t h e  same ma- 
t e r i a l  a t  t h e  same average dens i ty .  As more materi- 
a l  is lumped i n t o  u n i t s ,  t h e r e  is increased chance 
t h a t  a f i s s i o n  wi th in  one u n i t  w i l l  lead d i r e c t l y  t o  
o t h e r  f i s s i o n s  wi th in  t h e  same u n i t ,  and t h e  f i s s i o n -  
chain e f f i c i e n c y  of t h e  e n t i r e  a r r a y  a l s o  increases .  
I n  t h e  l i m i t ,  t h e  most e f f i c i e n t  "array" ( t h a t  of 
smal les t  c r i t i c a l  mass) c o n s i s t s  of one c r i t i c a l  u n i t  
a t  f u l l  dens i ty .  

To i l l u s t r a t e  how t h e  c r i t i c a l  content  of a r r a y s  
depends upon u n i t  s i z e  and t h e  spacing between u n i t s  
( o v e r a l l  d e n s i t y ) ,  we t u r n  t o  p r e c i s e  experimental 
information about a r r a y s  which appears i n  P a r t  I1 of 
TID-7028. Each of t h e  c r i t i c a l  a i r -spaced a r r a y s  
t o  be considered has  t h e  same number of U(93) metal 
o r  s o l u t i o n  c y l i n d e r s  a long each of t h e  t h r e e  pr in-  
c i p a l  axes .  I n  o t h e r  words, each a r r a y  conta ins  8, 
27 ,  6 4 ,  ... u n i t s ,  Cyl inders  a r e  compact i n  t h a t  
t h e i r  he ights  do not  d i f f e r  g r e a t l y  from the i r 'd iam-  

e t e r s ,  and t h e  surface- to-surface spacing between 
c y l i n d e r s  is uniform. Reflected a r r a y s  are surround- 
ed by 1- t o  6- in . - thick p a r a f f i n  spaced from t h e  out- 
e r  u n i t s  by one-half t h e  surface- to-surface spacing 
wi th in  t h e  l a t t i c e .  A metal  a r r a y ,  as set up a t  
OWL, i s  shown i n  Fig.  18. 

* 

Data f o r  c r i t i c a l  a r r a y s  of U(93) metal cy l in-  
ders  a r e  shown i n  Fig. 19, and Fig. 20 gives  s i m i l a r  

d a t a  f o r  c y l i n d e r s  of s o l u t i o n  i n  1/4- in . - thick 
P l e x i g l a s  conta iners .  
t i o n  of t h e  l a t t i c e  volume occupied by U(93) metal  
o r  s o l u t i o n  ( t h e  l a t t i c e  volume per  u n i t ) .  The re- 
f l e c t e d  a r r a y s  so represented are surrounded by 6- 
in . - th ick  p a r a f f i n .  

The a b s c i s s a  p / p o  is  t h e  f rac-  

For c r i t i c a l i t y  s a f e t y  guidance, t h e  unref lec ted  
a r r a y s  are of only academic i n t e r e s t  because p r a c t i -  

c a l  s torage  arrangements always involve some r e f l e c -  
t i o n ,  o f t e n  by concrete  wal l s .  Although concre te  i s  

* 
A l l  of t h e  s u i t a b l e  c r i t i c a l i t y  da ta  f o r  a r r a y s  i n  
TID-7028 o r i g i n a t e d  a t  O W .  Other Information 
about s u b c r i t i c a l  a r r a y s  can be va luable  f o r  evalu- 
a t i n g  t h e  s a f e t y  of s i m i l a r  systems, but  it is not  
appropr ia te  f o r  developing a genera l  model. 

equivalent statement is tha t  t h e  ~~neutrOn multi- 
* 

pl ica t ion ' '  of t h e  p iece  should be l i t t l e  g r e a t e r  
than uni ty .  
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Fig. 18. Unref lected air-spaced a r r a y  of 26.1-kg 
cy l inde r s  of U(93) metal  (descr ibed on 
p. 133 of TID-7028). 
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Fig. 19. C r i t i c a l  masses of a i r -spaced a r r a y s  of 
10.5-, 15.7-, 20.9-, o r  26.2-kg cy l inde r s  
of U(93) metal. There is t h e  same number 
of u n i t s  a long each of t h e  t h r e e  p r i n c i p a l  
axes;  surface- to-surface spacing is  uniform. 
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Fig.  20. Rela t ive  c r i t i c a l  masses of a i r -spaced ar- 
r ays  of nea r -equ i l a t e ra l  U(93)O2(N03)2 so- 
l u t i o n  cy l inde r s .  There is  t h e  same number 
of u n i t s  a long each of t h e  chree p r i n c i p a l  
axes;  surface- to-surface spacing is uniform. 

a b e t t e r  r e f l e c t i n g  ma te r i a l  than pa ra f f in ,  t h e  

c l o s e - f i t t i n g ,  6-in.-thick p a r a f f i n  box is more ef-  
f e c t i v e  than t h e  usua l  concre te  v a u l t  with passageway 
and some w a l l s  a t  a d i s t ance  from s to red  u n i t s .  Thus 
t h e  d a t a  on r e f l e c t i o n  serve a s  a r e fe rence  f o r  eval- 
ua t ing  t h e  s a f e t y  of s to rage  a r r a y s  of s i m i l a r  u n i t s .  
( E f f e c t s  of con ta ine r s  and o the r  ma te r i a l s ,  such as 
water, which may e n t e r  t h e  l a t t i c e  a r e  discussed 
l a t e r . )  

S i m i l a r i t i e s  among Figs .  19 and 20 and t h e  

curves of Figs .  16 and 17 f o r  homogeneous systems 
had suggested t h e  so-cal led "density-analog'' tech- 
nique f o r  es t imat ing  c r i t i c a l  s i z e s  of a r r a y s .  29330 
Br ie f ly ,  a r e l a t i o n  l i k e  Eq. (9) wi th  a conservat ive-  
l y  chosen va lue  of t h e  exponent s was used t o  extrap- 
o l a t e  from a s i n g l e  ba re  c r i t i c a l  u n i t  t o  a ba re  ar- 
ray  a t  t h e  des i r ed  va lue  of ;/Po. Then a r e f l e c t i o n  
r a t i o  from Table  V w a s  appl ied  t o  g ive  t h e  s i z e  of 
t h e  corresponding r e f l e c t e d  a r ray .  
t h a t  t h e  curves  f o r  r e f l e c t e d  a r r a y s  cannot be  ap- 
proximated d i r e c t l y  by Eq. (9) wi th  cons tan t  8 . )  Al- 

though t h i s  r e l a t i v e l y  crude approximation was use fu l  

( I t  is apparent  



a t  one t ime, a s  w a s  emphasized i n  t h e  r e p o r t  upon 

which t h i s  account is based, i t  has l o s t  i t s  va lue  

because of abundant r e l i a b l e  d a t a  t h a t  e i t h e r  e x i s t  
now o r  can be  generated by Monte Carlo ca l cu la t ions .  

An extensive computational survey of a r r a y s  of  
many types of u n i t s  has been conducted by J. T. 

Thomas of t h e  Oak Ridge C r i t i c a l  Experiments Fac i l -  
i t y .  ‘IJ 32 For t h i s  purpose,  he  has  used Monte Carlo 
da t a  va l ida t ed  by experimental  information (includ- 
ing that of Figs. 19 and 20), and a r e a l i s t i c  extrap- 
o l a t i o n  formula va l ida t ed  by both experimental  and 
Monte Carlo da t a .  

imental  da t a  f o r  highly r e f l e c t e d  a r r a y s  of U(93) 
u n i t s  is shown i n  Fig. 21. S imi l a r  r e s u l t s  f o r  spher- 
ical  u n i t s  of U ( 9 3 ) 0 2 ,  U ( 3 O ) O 2 ,  a-phase Pus3’ and 
Pu02 appear i n  Figs. 22 and 23. Other a v a i l a b l e  
f a m i l i e s  of i dea l i zed  a r r a y s  inc lude  s p h e r i c a l  u n i t s  
of U ( > 3 O ) O 2 ,  233U metal, 233U02, and oxides  with 
some moisture  content .  
r a y s  of u n i t s  i n  packages s u i t a b l e  f o r  t ransporta-  
t i o n  o r  s to rage .  
STORAGE APPLICATIONS 

The r e s u l t i n g  extension of exper- 

Further  curves  apply t o  ar- 

Further ,  Thomas has made a comprehensive s tudy  
of e f f e c t s  of departures  from t h e  idea l i zed  U(93) 
a r r ays .  34-36 He has examined in f luences  upon 
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Fig. 21. C r i t i c a l  masses of r e f l e c t e d  a r r a y s  of 
U(93)-metal cy l inde r s  from Fig. 19, ex- 
tended t o  low d e n s i t i e s  ‘and smaller mass 
by Monte Carlo ca l cu la t ions .  

(N)-number of units 

Fig. 22. Computed c r i t i c a l  masses of r e f l e c t e d  air- 
spaced cubic  a r r a y s  of U(93.2)02 and U ( 3 O ) O 2  
spheres .  

5.2 % “OPU 
pa= 19.74gPu/cm3 

H/Pu = 0.4 
pow 873gPu/cm3 

I , I I I I I I I  I I I I I I I I J  
2 0.001 0.01 0.1 2 

P /  Po 

Fig. 23. Computed c r i t i c a l  masses of r e f l e c t e d  air- 
spaced cubic  arrays of plutonium-metal and 
Pu02 spheres.  
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c r i t i c a l - a r r a y  s i z e  of unit-shape changes and densi- 

t y  changes, of intermingl ing d i f f e r e n t  u n i t s ,  and of 
in te rpos ing  ma te r i a l s  such a s  s t e e l ,  p l a s t i c ,  o r  wa- 

t e r  wi th in  t h e  l a t t i c e .  This information i s  a good 
guide f o r  t r a n s l a t i n g  from t h e  idea l ized  a r r ays  t o  

p r a c t i c a l  s to rage  conf igura t ions .  
For example, l e t  u s  consider  t h e  v a u l t  s to rage  

of a s  many as two hundred 10.5-kg hemispherical  

s h e l l s  of U(93), each i n  a c losed ,  l/E-in.-thick- 
wall steel can on s turdy  steel shelving.  
spacing between such u n i t s  might be judged a s  fo l lows  
by re ference  t o  t h e  curve f o r  10.5-kg cy l inde r s  i n  
F ig .  21. 
ders  ( t h e  200 u n i t s )  would be c r i t i c a l  a t  t h e  aver- 
age l a t t i c e  dens i ty  F / p  = 0.025. The same number 
of s h e l l s  a t  t h i s  l a t t i c e  dens i ty  would be  subcr i t -  
i c a l  because a neutron wi th in  a s h e l l  is more l i k e l y  
t o  escape t h e  s h e l l  without  producing more neutrons 
by f i s s i o n  than is  a neutron i n  t h e  near -equi la te ra l  
cy l inder .  Let  us say (as  is  probable) t h a t  Thomas' 
guidance ind ica t e s  t h a t  p a r t ,  bu t  not a l l ,  of t h i s  

e f f e c t  is compensated by t h e  presence of steel cans 
and shelving.  (Further ,  Thomas shows t h a t  t h e  s t e e l  
cans prevent c r i t i ca l -mass  reduct ion  by water flood- 

ing.) Although it appears  t h a t  t h e  s to rage  arrange- 
ment would be s u b c r i t i c a l  a t  t h e  0.025 l a t t i c e  den- 

s i t y ,  l e t  us reduce c r i t i c a l  mass by t h e  seemingly 
l i b e r a l  s a f e t y  f a c t o r  of 10. This l e a d s  to t h e  
21,000-kg poin t  on t h e  curve of Fig. 21, which cor- 

responds t o  p /po  = 0.0074, t h e  f r a c t i o n  of t h e  l a t -  
t i c e  occupied by U(93). The 10.5 kg of meta l  has  a 

volume of 34 i n s 3 ,  so t h e  space t o  be allowed per  
s h e l l  is  34/0.0074 = 4600 in .3  o r  a 16.6-in. cube, 
Note t h a t  t h e  s a f e t y  f a c t o r  of 10 was equiva len t  t o  
increas ing  t h e  center- to-center  spacing of u n i t s  
from 11.1 t o  16.6 i n .  I f  one wished t o  round off  
t h e  spacing t o  16 i n . ,  a usua l ly  adequate  s a f e t y  
f a c t o r  of g rea t e r  than 8 would be  re ta ined .  It i s  
apparent  t h a t  o the r  5 10.5-kg metal  u n i t s ,  such a s  
cans of dry metal  tu rn ings  o r  c l u s t e r s  of small  
p ieces ,  could s a f e l y  r ep lace  s h e l l s  i n  t h e  s to rage  

conf igura t ion .  

A s a f e  

This  curve says  t h a t  2100 kg of t h e  cy l in-  

Of course,  t h e  convenient matching of masses in 

t h i s  i l l u s t r a t i o n  i s  not  e s s e n t i a l .  I f ,  f o r  example, 
we had considered 14-kg s h e l l s ,  e i t h e r  t h e  r e fe rence  

curve f o r  15.7-kg cy l inde r s  could have been used d i -  
r e c t l y ,  o r  another  could have been obtained by i n t e r -  
po la t ion  between t h e  curves f o r  10.5- and 15.7-kg 

u n i t s .  When appropr ia te  f ami l i e s  of r e fe rence  d a t a  
a r e  not  a v a i l a b l e ,  i t  may be des i r ab le  t o  use Monte 

Carlo techniques,  such as KENO, e x p l i c i t l y  f o r  t h e  
K e d i S t i C  a n a l y s i s  of proposed s to rage  a r r a y s .  

The so lu t ion  a r r a y s  of Fig.  20 do not  apply d i -  
r e c t l y  t o  most l a r g e  s to rage  arrangements because 
t h e  near -equi la te ra l  con ta ine r s  a r e  less p r a c t i c a l  
than long cy l inde r s  of l a r g e r  volume. 

ance, however, i s  a v a i l a b l e  i n  t h e  form of many ex- 
per imental  c r i t i c a l  p a t t e r n s  of U(93) so lu t ion  i n  
tubular  con ta ine r s  descr ibed i n  P a r t  I1 of TID-7028. 

S imi la r  r e s u l t s  f o r  U(4.9)02F2 so lu t ion  have been 
repor ted  subsequent ly .  

Spec i f ic  guid- 
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One extens ive  s e r i e s  of experiments es tab l i shed  
c r i t i c a l  a r r a y s  of  U(93)02(N03)2 so lu t ion  i n  a com- 
mon type of polyethylene s to rage  conta iner .  
-0.35-in.-wall, 4.7-in.-diam, 44-in.-high v e s s e l  
contained 12-3/4 l i ters of s o l u t i o n .  From t h e  many 
e s s e n t i a l l y  unref lec ted  a r r ays  of t hese  cy l inde r s ,  
t h r e e  wi th  e q u i l a t e r a l  o u t l i n e  can be represented on 

a p l o t  l i k e  Fig.  20. One is  a two-high arrangement 

l i k e  t h a t  shown i n  F ig .  24. The o the r  two a r e  one- 
high wi th  square and hexagonal pa t t e rns .  F igure  25 

Each 

Fig. 24. Double-tier a r r ay  of 1 3 - l i t e r  polyethylene 
cy l inde r s  conta in ing  U(92.6)02(N0 ) solu-  
t i o n  (descr ibed on pp. 80 and 11130$ 
TID-7028.) 
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Fig. 25. Re la t ive  c r i t i c a l  masses of near-cubic ar- 
r a y s  of s o l u t i o n  cy l inde r s ;  extension of 
d a t a  shown i n  Fig. 20, and descr ibed on 
p. 111 of TID-7028. 

is  a computed extension of Fig.  20 with these  t h r e e  
a r r a y s  of s to rage  cy l inde r s  a l s o  represented.  

cause of t h e  s i m i l a r i t y  of t h e  "unref lected" curves,  
we may conclude t h a t  t h e  curve f o r  r e f l e c t e d  a r r a y s  
of 5 - l i t e r  u n i t s  a l s o  a p p l i e s  t o  s to rage  c y l i n d e r s  
i f  it  is scaled down s l i g h t l y .  
est of long cy l inde r s  t o  which t h i s  gene ra l i za t ion  

a p p l i e s  is n o t  a common arrangement f o r  s o l u t i o n  
s torage.  The s a f e t y  of more usua l  l ayou t s ,  such a s  
a row of cy l inde r s  a g a i n s t  a w a l l ,  may be judged 

Be- 

Note t h a t  t h e  fo r -  

b e t t e r  by d i r e c t  comparison with d a t a  from TID-7028, 
from t h e  surface-densi ty  c o r r e l a t i o n s  w e  d e s c r i b e  
la ter ,  o r  from r e s u l t s  of e x p l i c i t  Monte Carlo 
c a l c u l a t i o n s .  

A s  spacings between u n i t s  do no t  appear d i r e c t -  
l y  on Figs.  21-23 and 25, s p e c i f i c  i l l u s t r a t i o n s  of 

how o v e r a l l  c r i t i c a l  mass depends upon spacing may 

be he lp fu l .  The curves of t h e s e  f i g u r e s  l ead  t o  t h e  
numbers i n  Table  VI. 

Table V I  shows f i r s t ,  t h a t  t h e  c r i t i ca l  spacings 

are not  very l a r g e ,  and, second, t h a t  r e l a t i v e l y  
small changes i n  spacing cause l a r g e  changes i n  t h e  
c r i t i c a l  content  of an a r r ay .  
i nc rease  of about 15% i n  spacing doubles c a p a c i t i e s  
of t h e  f i r s t  f i v e  l i s t e d  a r r a y s ,  and 50-60% inc reases  
c a p a c i t i e s  t en fo ld .  
c r eases  f o r  t h e  long s o l u t i o n  c y l i n d e r s  are .. 25% 
and - 100%. The s i g n i f i c a n c e  of t h i s  s e n s i t i v i t y  t o  
spacing is t h a t  a few extra inches between contain- 
e r s  i n  a s to rage  area can add a worthwhile s a f e t y  

margin, and, conversely,  t h a t  dropping on ly  s l i g h t l y  
below a minimum acceptable  spacing can be dangerous. 
It fol lows t h a t  items i n  s to rage  a r r a y s  should be 
located by eome p o s i t i v e  means, no t  by eye, un le s s  
spacings a r e  extremely conservat ive.  

More s p e c i f i c a l l y ,  a n  

The corresponding spacing in- 

SURFACE-DENSITY MODEL OF ARRAYS 
A surface-densi ty  " r u l e  of thumb" is convenient  

for  d i s t ingu i sh ing  c l e a r l y  s u b c r i t i c a l  a r r a y s  of 
f i s s i o n a b l e  material from o t h e r s  t h a t  may r e q u i r e  
c l o s e r  examination. 

t o  many process  arrangements i n  which each u n i t  is 
s u b s t a n t i a l l y  s u b c r i t i c a l .  

This  r u l e  is e a s i l y  app l i cab le  

TABLE V I  

CRITICAL SPACINGS FOR SELECTED TOTAL ARRAY CAPACITIES 
OF WATER-REFLECTED NEAR-CUBIC ARRAYS 

Av Center-Center (or Axis-Axis) Distance 
f o r  Array Capac i t i e s  

i n  kg U(93) o r  L i t e r s  of Solut ion ( in . )  
500 kg 1000 kg 5000 kg 

Type of Unit  o r  L i t e r s  o r  L i t e r s  o r  L i t e r s  

7.3-kg U(93). Fig.  21 6.8 7.8 10.3 
10.5-kg U(93), Fig. 21 8.2 9.5 12.9 
15.7-kg U(93), Fig. 21  10.0 11.6 15.7 

20.9-kg U(93), Fig. 21 11.6 13.4 18.0 
5 - l i t e r  U(93) s o l u t i o n ,  Fig. 25 18.1 20.4 27.0 

Long, 4.7-in.-diam U(93) s o l u t i o n ,  Fig.  25 -18 axial  -22 a x i a l  -35 axial 
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TABLE VI1 
REFERENCE SURFACE DENSITIES FOR SELECTED FISSILE MATERIALS 

Composition 

U(93) solution 

U(93) solution, 
s 50 g U l ! .  

U(5) solution 

Stable Pu(NO,,)~ 
solution 

2 3 3 ~  solution 
U(93) metal 

U(93)02 
U(93)F4 
U(93)F6 + O.1HF 
a-phase Pu 
&phase Pu, 

or 23311 metal 

Maximum Unit Size 
5.0-in.-0.d. cylinder 
5.5-in.-o.d. cylinder 
6.0-in.-0.d. cylinder 
6.5-in.-0.d. cylinder 

8.0-in.-o . d ,  cylinder 
4.7411. -0 .  d .  cylinder 

4.5-in. -0 .d .  cylinder 
15 kg Ua 
27 kg U' 
50 kg Ua 
50 kg Ua 

3 kg Pus 
4.5 kg Pu or Ua 

Reference Surface Density 
1 . 6  m!./cm2 (1.5 l . lft2) 
1.4 m&/cm2 (1.2 a l f t  2 ) 

1.2  mtlcm2 (1.1 l.lft2) 

9.6 ml.lcm2 (9.0 L/ft 2 1 
1.4 m!.lcm2 (1.3 i l f t  2 ) 

1 . 3  m!./cm2 (1.2 !./ft 2 ) 

2 3.6 mP.lcm2 (3.4 & / f t  1 

13  glcm' (12 kglft') 
3.23 glcm2 (11.5 kglft') 

2 11.5 glcm (10.5 kglft') 
1.5 g/cm2 (7 kglft') 
5.5 glcm' (5.2 kglft') 
5.5 glcm2 (5.2 kglft') 

'Reduced 5X for container e f fects .  

The s imples t  s i t u a t i o n  is  a uniform a r r a y  of 
f i s s i o n a b l e  u n i t s .  Then i f  t h e  su r face  dens i ty  of 
f i s s i o n a b l e  ma te r i a l ,  as pro jec ted  onto t h e  l a r g e s t  
bounding p lane  of t h e  a r r ay  (usua l ly  f l o o r  o r  w a l l ) ,  
does not  exceed a re ference  va lue  f o r  t h a t  ma te r i a l ,  
no more d e t a i l e d  eva lua t ion  is  necessary.  Reference 
surface-densi ty  va lues  and corresponding uni t - s ize  
l i m i t s  f o r  s e l ec t ed  ma te r i a l s  a r e  l i s t e d  i n  Table 
V I I .  A s  an  i l l u s t r a t i o n ,  consider  12-kg u n i t s  of 
h ighly  enriched uranium metal ,  arranged on t h e  f l o o r  

of a s to rage  a rea  i n  a square a r r ay  with 15-in. cen- 

ter- to-center  spacing.  Table V I 1  quickly shows t h a t  

t h i s  conf igura t ion  is acceptab ly  s u b c r i t i c a l ,  be- 
cause t h e  12-kg u n i t  is  less than t h e  15-kg l i m i t  
f o r  U(93) meta l ,  and t h e  su r face  d e n s i t y ,  12(12/15)2 
= 7 . 7  k g / f t  , is about two-thirds t h e  re ference  
va lue .  Other simple s i t u a t i o n s  t o  which t h e  t a b l e  
app l i e s  would inc lude  a square a r r ay  of v e r t i c a l  
so lu t ion  cy l inde r s  with su r face  dens i ty  as pro jec ted  
onto t h e  f l o o r ,  o r  a l i n e  of s to rage  cy l inde r s  along 
a wa l l  wi th  su r face  dens i ty  as pro jec ted  onto t h a t  

wal l .  

2 

The r u l e  can be extended d i r e c t l y  t o  nonuniform 
p lan t  layouts  i n  which su r face  d e n s i t i e s  f o r  t h e  
var ious  ma te r i a l s  a r e  separable  (e.g. where, i n  a 
bas i ca l ly  ho r i zon ta l  l ayout ,  d i f f e r e n t  materials a r e  
not  s tacked i n  t h e  same column). I n  such a case ,  
t h e  most i n t ens ive  concent ra t ion  of each ma te r i a l  

should be  examined i n  terms of t h e  va lues  i n  Table 
V I I .  (As we s h a l l  s e e ,  some "nonseparable" cases  
can a l s o  be handled.) Although p r a c t i c a l  arrangements 

seldom exceed t h e  re ference  va lues ,  i t  should be em- 
phasized t h a t  a l a r g e r  su r face  dens i ty  does not  ne- 
c e s s a r i l y  ind ica t e  an  unsafe  condi t ion.  Ins tead ,  it 

would c a l l  f o r  a more d e t a i l e d  evaluat ion.  . I t  is 
apparent  t h a t  t h e  l i s t e d  va lues  of both su r face  den- 
s i t y  and u n i t  s i z e ,  which apply t o  i n f i n i t e  a r r a y s ,  
may be  re laxed  f o r  f i n i t e  systems. 

such r e l axa t ion ,  however, is a complicat ion t h a t  we 
w i l l  no t  pursue. 

The ex ten t  of 

To ga ther  some i n s i g h t ,  w e  should cons ider  t h e  

way i n  which t h e  surface-densi ty  r u l e  is based on 
t h e  p rope r t i e s  of c r i t i c a l  p lanar  a r r ays  of i den t i -  
c a l  u n i t s ,  e .g .  a square ho r i zon ta l  p a t t e r n ,  one 
u n i t  high. A s  t h e  a r r ay  s i z e  is  increased by adding 
u n i t s  ho r i zon ta l ly ,  t h e  c r i t i c a l  spacing increases ,  
implying a decrease i n  c r i t i c a l  su r f ace  dens i ty .  
t imate ly  va lues  of spacing and dens i ty  a r e  a t t a i n e d  
such t h a t  t h e  c r i t i c a l  s i z e  is i n f i n i t e .  For our 
purpose, we assume t h a t  t h e  r e l a t i o n s h i p  between 
c r i t i c a l  su r f ace  d e n s i t i e s  of t h e  i n f i n i t e  a r r ay  and 
those  of a r e f l ec t ed  i n f i n i t e  s l a b  of t h e  same f i s -  
s ionable  ma te r i a l  depends simply upon t h e  s i z e  of 
u n i t  i n  an  a r r a y .  

U1- 

* 

The i n f i n i t e  uniform s l a b  is int roduced because 
i t s  c r i t i c a l  th ickness  is e a s i l y  computed and can be 

r e l a t ed  t o  c r i t i c a l  su r f ace  d e n s i t i e s  of a l a r g e  
family of a r r a y s .  For example, a water-ref lected 

i n f i n i t e  s l a b  of U(93) metal  would have a c r i t i c a l  
th ickness  of 0.68 i n . ,  so it  could be viewed as made 
up of 0.68-in. cubes i n  contac t .  Larger cubes would 
have t o  be  spaced f o r  c r i t i c a l i t y ,  and t h e  su r face  
dens i ty  would decrease  below t h e  s l a b  va lue  of 32 g /  
cm2 (or  30 k g / f t  ).  Resul t s  of Monte Carlo calcula-  
t i o n s  ind ica t e  t h a t  t h i s  decrease w i l l  not  exceed 
60% i f  t h e  mass of a u n i t  is  l imi ted  t o  about 0.3 
of a c r i t i c a l  unref lec ted  mass of s i m i l a r  shape. 

2 

** 

The guiding Monte Carlo da ta  a r e  i l l u s t r a t e d  by 
t h e  lower curves  of Fig. 26. One of t hese  curves,  

provided by J. T.  Thomas, g ives  t h e  r a t i o  of su r face  
dens i ty  of a r e f l e c t e d  U(93) metal  a r r ay  t o  t h a t  of 

* 
Note t h a t  an  i n f i n i t e  planar  system would necessar- 
i l y  be wel l - re f lec ted ,  because, un l ike  a f i n i t e  
form, it is  a s  good a t a r g e t  f o r  neutrons re turned  
from d i s t a n t  ob jec t s  a s  from nearer  ones. 

** 
The 50% decrease suggested i n  t h e  r epor t  t h a t  pre- 
ceded t h i s  account has  been ad jus ted  f o r  cons is t -  
ency wi th  t h e  da t a  by Stevenson and Odegaarden 
which w i l l  be  c i t e d .  
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Fig. 26. C r i t i c a l  s u r f a c e  d e n s i t i e s  of air-spaced a r r a y s  r e l a t i v e  t o  s u r f a c e  
d e n s i t i e s  of c r i t i c a l  r e f l e c t e d  i n f i n i t e  s l a b s .  Note t h a t  va lues  
f o r  cubic  a r r a y s  a r e  much g r e a t e r  than those f o r  planar  a r r a y s .  

34 t h e  r e f l e c t e d  s l a b  a s  a func t ion  of u n i t  s i z e .  
The similar curve f o r  U(93)02F2 s o l u t i o n s  a t  t h e  a- 
tomic r a t i o  H/235U = 44 is  adapted from da ta  by 
Stevenson and Odegaarden. 38 Reference va lues  and 
u n i t  l i m i t s  from Table V I 1  a r e  represented by t h e  
hor izonta l  l i n e  f o r  s o l i d s ,  by t h e  dot ted  extension 
t o  t h e  a b s c i s s a  0.33 f o r  t h e  b a s i c  s o l u t i o n  cy l in-  

d e r s ,  and by t h e  f u r t h e r  do t ted  ex tens ion  f o r  t h e  
two l a r g e r  c y l i n d e r s  of U(93) s o l u t i o n  of unl imited 
concentrat ion.  

Although w e  have a s s o c i a t e d  t h e  surface-densi ty  

concept with planar  a r r a y s ,  t h e  va lues  deduced a r e  
s t i l l  more conserva t ive  when appl ied t o  three-dimen- 
s i o n a l  a r r a y s  (which are n e c e s s a r i l y  f i n i t e )  . This  

is  i l l u s t r a t e d  by t h e  upper curve of Fig.  26, which 
r e f e r s  t o  c r i t i c a l  r e f l e c t e d  a r r a y s  of one-million 
U(93) meta l  c y l i n d e r s  as e s t a b l i s h e d  by Thomas' re- 
l i a b l e  ex t rapola t ion  scheme. 31 

u n i t s ,  t h e  c r i t i ca l  s u r f a c e  d e n s i t y  is seen t o  exceed 
For "0 .3-cr i t ica l"  

t h e  re ference  va lue  from Table V I 1  by a f a c t o r  of 4 .  
Simi lar ly ,  t h i s  f a c t o r  of conservatism ranges from 
>2 t o  > 6  f o r  t h e  c r i t i c a l  a r r a y s  l i s t e d  i n  Table V I .  

(Values increase  from t h e  lower right-hand t o  t h e  
upper lef t -hand e n t r i e s . )  Moreover, i n  many p r a c t i -  
c a l  l ayouts ,  t h i s  l a r g e  margin of s a f e t y  is found t o  

be inherent .  
Unlike t h a t  of a planar  a r r a y ,  which may be 

charac te r ized  by an ind iv idua l  c e l l ,  t h e  s u r f a c e  den- 
s i t y  t o  be considered f o r  a cubic  a r r a y  is t h e  t o t a l  
mass of a column of u n i t s  divided by t h e  base area 
of a c e l l .  This d i f f e r e n c e  implies  t h a t  t h e  two 
types of a r r a y s  containing mixed u n i t s  cannot ,  i n  
genera l ,  be handled s i m i l a r l y .  Although t h e  var ious  
c e l l s  of a mixed planar  a r ray  can be evaluated inde- 
pendently, t h e  t reatment  of a three-dimensional a r r a y  
i n  which u n i t s  a r e  mixed wi th in  columns and rows is 
not so  s t ra ight forward .  In  such a case ,  one can 
sometimes use  information about equiva len t  u n i t s  of 
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d i f f e r e n t  types3' t o  cons t ruc t  an equivalent  a r r a y  
i n  which t h e  complicat ion is el iminated.  

our simple r u l e  would not  apply. 
GROUPS OF A FEW FISSILE UNITS 

Otherwise, 

The s a f e t y  of c e r t a i n  i r r e g u l a r  a r r a y s  of d i s -  
s i m i l a r  u n i t s  can be judged by eva lua t ing  a regular  

a r r a y  t h a t  is known t o  be more r e a c t i v e  than t h e  
a c t u a l  arrangement. For example, each u n i t  may be 

replaced by t h e  l a r g e s t ,  most r e a c t i v e  u n i t ,  and 
each spacing may be reduced t o  t h e  smallest. Some- 
times, however, t h i s  s o r t  of approximation may be 

extremely poor, o r  even impossible, e s p e c i a l l y  when 
process  v e s s e l s  of d i f f e r e n t  shapes are c l u s t e r e d .  

There is a time-honored means of genera l iz ing  

* 

t h e  abundant d a t a  f o r  s e v e r a l  i n t e r a c t i n g  u n i t s  that 
appear i n  P a r t  I1 of TID-7028. This g e n e r a l i z a t i o n  
is based on t h e  c o r r e l a t i o n s  of Fig.  27, by Henry, 
Knight. and Newlon, of t h e  Oak Ridge Gaseous Diffu- 
s i o n  Plant .39 
c r i t i c a l  c l u s t e r  of equal ly  r e a c t i v e  f i s s i l e  u n i t s .  
The o r d i n a t e  i s  t h e  f r a c t i o n a l  s o l i d  angle  subtended 

a t  t h e  most near ly  c e n t r a l  u n i t  by t h e  o ther  u n i t s  
of t h e  c l u s t e r  ( i . e . ,  t h e  subtended s o l i d  angle  d i -  
vided by 4n). The a b s c i s s a  is the  reproduct ion num- 
ber ,  k, t h a t  one u n i t  would have i f  it were not  in- 

fluenced by t h e  o t h e r s .  I n  o t h e r  words, 1 - k is a 
measure of t h e  i n t e r a c t i o n  wi th in  t h e  c l u s t e r .  The 
v a l u e s  of k i n  t h e  f i g u r e  were computed by a method 
t h a t  t h e  au thors  checked a g a i n s t  a v a r i e t y  of ind i -  
v i d u a l l y  c r i t i c a l  systems. 

Each poin t  of t h e  f i g u r e  a p p l i e s  t o  a 

To understand Fig. 27, we should have some idea 
about t h e  r e l a t i o n s h i p  between a va lue  of k and t h e  
f r a c t i o n  of t h e  c r i t i c a l  s i z e  t o  which it  corres-  

ponds. For a f i s s i l e  system t h a t  conta ins  l i t t l e  

poison, k i s  roughly t h e  r a t i o  of a dimension t o  t h e  
corresponding dimension of t h e  c r i t i c a l  system of 
t h e  same shape. Thus k - r/rc, t h e  r a t i o  of a c t u a l  
r a d i u s  t o  c r i t i c a l  r a d i u s ,  i f  t h e  shape i s  a sphere 
o r  long c y l i n d e r ,  and k - t/tc, t h e  r a t i o  of a c t u a l  
th ickness  t o  c r i t i c a l  th ickness ,  i f  t h e  shape is an 
extended s l a b .  (For a l a r g e ,  poisoned system, t h e  
r a t i o  of dimensions w i l l  be less than t h e  va lue  of 
k.) So i n  terms of t h e  f r a c t i o n a l  c r i t i c a l  volume 

of a sphere,  V / V c ,  t h e  value k - 0.95 corresponds t o  

* 
One system is more r e a c t i v e  than another  i f  t h e  re-  
product ion number, k, of t h e  f i r s t  is g r e a t e r  than 
t h a t  of t h e  second. 

Fig. 27. Unreflected air-spaced a r r a y s  of U(93.2)- 
s o l u t i o n  u n i t s ;  f r a c t i o n a l  s o l i d  angle  
Eubcended a t  c e n t r a l  u n i t  by o t h e r  u n i t s  
v s  computed k of an i s o l a t e d  u n i t .  

V/V 
and k - 0.80 corresponds t o  V/V 

5 0.86, k = 0.90 corresponds t o  V/Vc 5 0.73, 

Now, a k of 0.9, o r  - 75% of a c r i t i c a l  volume, 
5 0.51. 

is on t h e  high s i d e  f o r  most process  equipment. 

Where these  va lues  are not  exceeded, i t  appears from 
Fig. 21 t h a t  a subtended f r a c t i o n a l  solid angle  of 
0.1 or  a l i t t l e  less can be t o l e r a t e d  without ques- 
t ion .  To i l l u s t r a t e  what t h i s  means, w e  may cons ider  
two side-by-side c y l i n d e r s  of equal  s i z e  whose sur-  

faces  are separated by a d i s t a n c e  equal  t o  t h e  diam- 
e t e r .  Then, according t o  Ref. 39, t h e  f r a c t i o n a l  
s o l i d  angle  subtended a t  one cy l inder  by t h e  o t h e r  
is < 0.085. Considering t h a t  such a spacing is o f t e n  
inconvenient ly  small f o r  use i n  process  p l a n t s ,  it 
becomes obvious t h a t  many p r a c t i c a l  I n t e r a c t i o n  
quest ions can be dismissed by inspect ion.  

Sometimes a genera l  upper l i m i t  t o  t o t a l  sub- 
tended s o l i d  angle  is  assigned f o r  nuclear-safety 
purposes. Like o t h e r  l i m i t s ,  t h i s  has merit i f  rec- 
ognized as somewhat a r b i t r a r y  and if used sens ib ly .  
Unfortunately t h e r e  have been ins tances  where such a 

l i m i t  has  been considered a cure-a l l ,  even t o  t h e  
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po in t  of s u b s t i t u t i n g  it f o r  d i r e c t  comparison wi th  
experiment. This  comment, of course,  is no r e f l e c -  

t i o n  on the  method, and a p p l i e s  equal ly  t o  any form- 
alism t h a t  is  used without discr iminat ion.  

An i l l u s t r a t i o n  of t h e  need f o r  d i sc r imina t ion  

is suggested by t h e  c r i t i c a l  combination of so lu t ion  
annulus and s o l u t i o n  cy l inde r  shown in Fig. 7. I f  
t h e  diameter of t h e  a x i a l  cy l inde r  i s  about 5 in .  
and t h e  i n s i d e  diameter of t h e  annulus i s ,  say ,  20 

i n . ,  t h e  combination w i l l  be  s a f e l y  s u b c r i t i c a l  even 
though t h e  annulus surrounds t h e  cy l inde r  complete- 
l y .  A sol id-angle  l i m i t ,  of course,  would r e j e c t  
t h i s  configurat ion.  

A s  we have implied,  s a f e t y  evaluat ion by means 
of s o l i d  angle  is most appropr i a t e  where seve ra l  
l a r g e  process  v e s s e l s  are crowded together .  This is 
j u s t  t h e  s i t u a t i o n  where it is p o i n t l e s s  t o  attempt 
a p rec i s ion  c a l c u l a t i o n  of s o l i d  angle ,  because in- 
t e r a c t i o n  a t  small spacings is  no t  a simple geomet- 
r i c  concept. A j ud ic ious  e s t ima te  of s o l i d  ang le  
w i l l  do a l l  t h a t  can be j u s t i f i e d .  

We should mention t h a t  s e v e r a l  techniques f o r  
approximating l a r g e  c r i t i c a l  a r r a y s  make use  of sub- 
tended s o l i d  angles .  These include t h e  i n t e r a c t i o n  
parameter method of Thomas and S ~ r i v e n , ~ '  t h e  i n t e r -  
a c t i o n  p o t e n t i a l  methods of N e ~ l o n , ~ '  and an albedo 
(neutron r e f l e c t i o n )  scheme by Clark.42 
these  methods is used with success,  and t h e  i n t e r -  
es ted reader  i s  r e f e r r e d  t o  accounts  by t h e  authors .  
FURTHER OBSERVATIONS ABOUT INTERACTION 

Several  more quest ions about i n t e r a c t i n g  f i s -  
s i l e  u n i t s  ar ise  commonly during nuclear  s a f e t y  a- 

nalyses ,  These quest ions and da ta  t h a t  help t o  an- 
swer them w i l l  be considered now. 

Each of 

1. What arrangement of neighboring f i s s i l e  
u n i t s  has t h e  same e f f e c t  as complete water r e f l e c -  
t i o n ?  For an 8-in.-diam cy l inde r  of U(93)02F2 solu- 
t i o n  a t  538 g of 235U/l i ter ,  F ig .  63 of TID-7028 
g ives  t h e  water-ref lected c r i t i c a l  height  as 9.25 in .  

( t he  po in t  a t  t h e  extreme r i g h t ) .  Figure 64 (TID- 

7028) a p p l i e s  t o  t h e  same cy l inde r  i n  un re f l ec t ed  
air-spaced c l u s t e r s .  
ter of t h r e e  of t h e s e  cy l inde r s  i n  contact  has a 
s l i g h t l y  l a r g e r  common c r i t i c a l  height  than t h e  s in-  

g l e  water-ref lected cy l inde r ,  and t h a t  a hexagonal 

c l u s t e r  of seven of t h e  cy l inde r s  spaced - 1 .5  i n .  
a p a r t  has t h e  same c r i t i c a l  he igh t  as t h e  r e f l e c t e d  
cyl inder .  In o the r  words, two e x t r a  similar 

We see t h a t  a t r i a n g u l a r  c lus-  

c y l i n d e r s  i n  con tac t ,  o r  s i x  e x t r a  cy l inde r s  separa- 
ted  by 1.5 i n . ,  have about t he  same e f f e c t  as water 
r e f l e c t i o n .  

2. Another quest ion,  about t h e  e f f ec t iveness  
of cadmium (a neutron poison) between i n t e r a c t i n g  
cy l inde r s ,  is  p a r t i a l l y  answered by these  same f i g -  
u re s .  Figure 63 shows that cadmium on container  
su r faces  inc reases  the  c r i t i c a l  height  of water- 
flooded c l u s t e r s  of t h e  cylinders,provided t h e  sur- 

f a c e s  are separated by seve ra l  inches.  Then both 
t h e  e f f e c t  of water a s  a r e f l e c t o r  and of i n t e r a c t i o n  

between c y l i n d e r s  decreases .  The unref lected a i r -  
spaced c l u s t e r s  (Fig. 64) ,  however, are influenced 
very l i t t l e  by t h e  presence of cadmium. This  is  con- 
s i s t e n t  with the  f a c t  t h a t  high-energy neutrons,  
which would no t  be captured by cadmium, are respon- 
s i b l e  f o r  most of t h e  i n t e r a c t i o n  among air-spaced 
u n i t s .  

3 .  What i s  t h e  in f luence  of a nearby concrete  
w a l l  on t h e  c r i t i c a l  s i z e  of an otherwise un re f l ec t ed  
a r r a y  of fissile u n i t s ?  The answer, f o r  a r r a y s  of 
6-in.-diam by 50-in.-high cy l inde r s  of U(93)02(N0 ) 3 2  
s o l u t i o n  a t  384 g of 235U/liter, is given by Fig.  74 
of TID-7028. With spacings of 4.9 in .  (12.3 cm) be- 
tween con ta ine r  su r faces ,  t h e  c r i t i c a l  number of 
u n i t s  i n  an a r r a y  a g a i n s t  a n  8-in.-thick concrete  
w a l l  i s  9.2, as compared with 15.1 u n i t s  i n  an a r r a y  
without r e f l e c t i o n .  Note t h a t  an 8-in.-thick s l a b  
of water and P lex ig l a s  a g a i n s t  t h e  a r r a y  is s l i g h t l y  
less e f f e c t i v e  than t h e  concrete ,  t h e  c r i t i c a l  num- 

be r  being 9.5 u n i t s  a t  t h e  same spacing. Roughly, 
then ,  t h e  e f f e c t  of e i t h e r  w a l l  is  t o  reduce t h e  
c r i t i c a l  number by 40%. This  i n f luence  should s c a l e  
as do e f f e c t s  of a complete r e f l e c t o r  about a r r a y s  
of d i f f e r e n t  materials ( see  Table V ) ,  so t h e  f r ac -  
t i o n a l  reduct ion would be g r e a t e r  f o r  U(93) metal 
and less f o r  d i l u t e  U(93) so lu t ion .  

Thomas4' and Crume conclude t h a t  5- t o  6-in.-thick 
conc re t e  surrounding an a r r ay  is e s s e n t i a l l y  equiva- 
l e n t  t o  a t h i c k  water r e f l e c t o r .  Unlike water, t h e  
conc re t e  r e f l e c t o r  becomes more e f f e c t i v e  as thick-  
nes s  is increased even beyond 10 i n .  

A s  t he  r e s u l t  of Monte Carlo ca l cu la t ions ,  

4. A t  least a c l u e  about t h e  next quest ion,  

"How f a r  a p a r t  must a r r a y s  b e  spaced so t h a t  t h e i r  
i n f luence  on each o t h e r  may b e  neglected?,"  is a l s o  
contained i n  Fig.  74 of TID-7028. The most appropri-  
a t e  experiment t h a t  he lps  answer t h i s  quest ion is 
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represented by t h e  s p l i t  a r r ay  a t  t h e  upper l e f t  of 
t h e  f i g u r e .  A s  i t  seems p laus ib l e  t h a t  two a r r a y s  
i n t e r a c t  much l i k e  a p a i r  of ind iv idua l  u n i t s ,  it is 

appropr ia te  t o  a sk  whether halves  of t h e  s p l i t  a r r ay  
fol low t h e  genera l  c o r r e l a t i o n  between s o l i d  angle  

and k t h a t  appears  i n  our  Fig. 27. Formally, a t  
least, t h e  f r a c t i o n  of s o l i d  angle  subtended by one- 
ha l f  of t h e  a r r a y  a t  t h e  center  of t h e  o the r  half  i s  
0.26, and t h e  va lue  of k f o r  each ha l f  i f  i so l a t ed  
from t h e  o t h e r  is es t ima ted l l  t o  be 0.85.* 
poin t  happens t o  f a l l  on one of t h e  curves of Fig.  27 
and so encourages u s  t o  use  a sol id-angle  l i m i t  f o r  
judging i n t e r a c t i o n  between ar rays .  
t o l e r a b l e  va lue  t h a t  was discussed f o r  i nd iv idua l  
u n i t s  is a f r a c t i o n a l  subtended s o l i d  angle  o f -  0.1. 
Using t h i s  same l i m i t ,  we a r r i v e  a t  t h e  r u l e  of thumb 
t h a t  t h e  i n t e r a c t i o n  between two a r r a y s  can be t o l -  

e r a t ed  i f  they a r e  separated by t h e  l a r g e s t  dimen- 
s i o n  of e i t h e r  a r r a y .  (We recall, f o r  example, t h a t  
two equal  cy l inde r s  separated by one diameter f a l l  

wi th in  t h e  suggested sol id-angle  l i m i t . )  Of course,  
any gene ra l ly  accepted i n t e r a c t i o n  l i m i t  depends up- 
on t h e  s a f e t y  f a c t o r  allowed f o r  each ar ray .  We as- 
sume s a f e t y  margins similar t o  those  discussed i n  
t h e  next  sec t ion .  

This  

The genera l ly  

5. Now t h a t  we have some idea  of t h e  reduct ion  
of i n t e r a c t i o n  by spacing,  w e  ask: “What is t h e  in- 
f luence  of in te rvening  wa l l s  of va r ious  ma te r i a l s? . ”  
Again, Fig. 74 of TID-7028 has  a p a r t i a l  answer f o r  
an 8- in . - thick wa l l  of concrete ,  o r  of water  and 
Plex ig las .  We noted t h e  a r r a y  of 9.2 cy l inde r s  t h a t  
was c r i t i c a l  when simply aga ins t  a concre te  w a l l .  
Without change of spacing,  fou r  e x t r a  cy l inde r s  
aga ins t  t h e  far  s i d e  of t h e  concre te  reduce t h e o r i g -  
i n a l  c r i t i c a l  number t o  8.9, and a dua l  a r r a y  of 8 .0  
cy l inde r s  on each s i d e  of t h e  concre te  i s  j u s t  cri t-  
ical .  AS w i l l  be  seen i n  t h e  next  s e c t i o n ,  t h i s  13% 
o v e r a l l  e f f e c t  of i n t e r a c t i o n  through t h e  concre te  
is a smal l  f r a c t i o n  of any reasonable  s a f e t y  f a c t o r .  

A t  a smaller spacing,  a c r i t i c a l  a r r a y  of 8.50 u n i t s  

* 
The subtended4solid ang le  is obtained by t h e  method 
of TID-7016, p. 35, where s i m i l a r  c e l l s  about 
each u n i t  de f ine  t h e  boundary of each half-array.  
The c r i t i c a l  number of u n i t s  i n  a s i n g l e  a r r ay  (at 
t h e  spacing of t h e  s p l i t  a r r a y )  is Nc = 13.0 by in-  
t e rpo la t ion  of d a t a  from Figs .  6 l and  74 of TID-7028. 
The va lue  of k i n  each ha l f  of t h e  s p l i t  a r r a y ,  con- 
t a i n i n g  N - 8 u n i t s ,  is about t h e  r a t i o  of average 
dime s i o n  t o  c r i t i c a l  dimension, so t h a t  k - (Nf- 
N C ) l T 3  = 0.85. 

aga ins t  a water-Plexiglas  wall becomes 8.48 wi th  
fou r  u n i t s  aga ins t  t h e  oppos i te  s i d e ,  and 8.00 with 

t h e  same number of u n i t s  opposi te .  
i n t e r a c t i o n  as measured by balanced c r i t i c a l  a r r a y s  
is  more extreme than would be encountered under p l an t  
condi t ions ;  t h e  i n t e r a c t i o n  wi th  a one-half c r i t i c a l  

a r r a y  on one s i d e  (four  u n i t s  i n  t h i s  case)  repre-  
s e n t s  a more r e a l i s t i c  upper l i m i t  i f  t h e  normal 

s a f e t y  f a c t o r s  of t h e  next  s ec t ion  a r e  considered.  

Again, Thomas has  supplemented these  observa- 
t i o n s  by means of Monte Carlo.43 H i s  r e s u l t s  lead 

t o  t h e  conclusion t h a t  4- t o  10-in.-thick concre te  
wa l l s  a r e  much more t ransparent  than similar thick-  
nesses  of water. 

Note t h a t  t h e  

To t h e  ex ten t  t h a t  a r r ays  and s l a b s  of f i s s i l e  
ma te r i a l  i n t e r a c t  s i m i l a r l y ,  r ecen t  measurements by 
McCreless, Smith, J a r v i s ,  and Duffey” con t r ibu te  t o  
t h e  answer of t h e  l a s t  quest ion.  They measured in- 
t e r a c t i o n  through each of s eve ra l  materials i n  terms 
of change of c r i t i c a l  he ight  of a 21-in.-diam U(93) 

meta l  d i s k  aga ins t  one s i d e  of t h e  ma te r i a l  when a 
similar d i s k  of one-half c r i t i c a l  he igh t  was placed 
aga ins t  t h e  o the r  s i d e .  Resul t s  f o r  8-in. thickness-  
es of a l l  ma te r i a l s  i nves t iga t ed  and f o r  smaller 
th icknesses  of polyethylene a r e  summarized i n  Table  
V I I I .  One of t h e  more su rp r i s ing  r e s u l t s  i s  t h e  

i s o l a t i n g  e f f e c t  of l e a d ,  which does no t  cap ture  
neutrons r e a d i l y .  Apparently, s c a t t e r i n g  tends  t o  

TABLE V I 1 1  

INTERACTIONS OF TWO 21-IN.-DIAM DISKS OF U(93) METAL, 
ON OPPOSITE SIDES OF SLABS OF VARIOUS MATERIALSa 

In te rvening  
Material 

Thickness ( i n . )  
A i r  8 
Concrete 8 
Plywood 8 
Beryllium 8 

Lead 8 

Single-Disk I n t e r a c t i o n  as 
C r i t i c a l  Change of 

Height ( i n . )  C r i t i c a l  Height ( inS  
2.81 0.175 
2.00 0.04 
2.24 0.06 

1.60 0.03 
2.22 0.02 

Polyethylene 8 2.16 not  de t ec t ab le  

Polyethylene 6 2.16 not  de t ec t ab le  
Polyethylene 4 2.17 0.05 
Polyethylene 2 2.21 0.40 
A i r  2 2.81 0.67 

‘One d i s k  is equiva len t  t o  one-half t h e  i s o l a t e d  
c r i t i c a l  d i sk .  I n t e r a c t i o n  is measured as t h e  in- 
f l uence  of t h e  h a l f - c r i t i c a l  d i s k  on t h e  c r i t i ca l  
he ight  of t h e  o the r  d i sk .  
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r e t u r n  neutrons t o  t h e  p l a t e  i n  which they o r i g i n a t e ,  
and elements of high atomic weight, such as lead ,  

a r e  p a r t i c u l a r l y  e f f e c t i v e  back-scat terers .  The re- 
s u l t s  f o r  concre te  and polyethylene a r e  roughly con- 

s i s t e n t  with t h e  a r r a y  measurements of TID-7028 d i s -  
cussed above. 

6. The e f f e c t  of water o r  o t h e r  hydrogenous 
material wi th in  an  a r r a y  is  a combined r e s u l t  of 
moderation, r e f l e c t i o n ,  and capture .  A t  small thick-  
nesses  ( l e s s  than 2 o r  3 in . )  o r  low d e n s i t i e s ,  mod- 
e r a t i o n  and r e f l e c t i o n  predominate, and t h e  presence 
of t h e  water increases  t h e  r e a c t i v i t y  of t h e  a r r a y .  

Natura l ly ,  t h e  e f f e c t  of r e f l e c t i o n  is g r e a t e r  i f  
t h e  a r r a y  is  o r i g i n a l l y  bare  than i f  a r e f l e c t o r  
surrounds it .  A t  l a r g e r  th icknesses ,  cap ture  pre- 

dominates so t h a t  t h e  water reduces r e a c t i v i t y .  This 

complex behavior suggests  t h e  f i n a l  quest ion of t h i s  

s e c t i o n :  "What is t h e  maximum e f f e c t  of water i n  
r e f l e c t e d  a r r a y s  of var ious  types of u n i t s ? . "  
is no simple answer unless  we confine our a t t e n t i o n  

t o  reasonably l a r g e  u n i t s  of highly enriched urani-  

um, such as a r e  usua l ly  encountered i n  bulk s torage.  
For 20.9-kg u n i t s  of U(93) metal ,  t h e  e f f e c t  i s  dem- 
ons t ra ted  i n  Fig. 95 of TID-7028. Here t h e  optimum 
th ickness  (- 2 in . )  of P l e x i g l a s  between t h e  u n i t s  
of a r e f l e c t e d  a r r a y  reduces t h e  c r i t i c a l  average 
d e n s i t y  from 1 . 7  t o  1 .0  g U/cm , or  F / p o  from 0.090 
t o  0.053. According t o  our Fig.  19, t h e  correspond- 
ing reduct ion i n  c r i t i c a l  mass is from 360 t o  165 kg, 
a f a c t o r  of 2.2. Less-complete da ta  f o r  e f f e c t s  of 

P l e x i g l a s  i n  a r r a y s  of U(93) s o l u t i o n  (384 g 235U/ 

l i t e r )  appear i n  Table 14 of TID-7028. 
decrease of c r i t i c a l  a r r a y  capac i ty  caused by Plexi-  

g l a s  boxes around each u n i t  is a f a c t o r  of 2.1,  most 
of which is  a t t r i b u t e d  t o  r e f l e c t i o n  about t h e  a r r a y .  
So t h e  f a c t o r  l e f t  f o r  t h e  e f f e c t  of t h e  boxes i n  a 
f u l l y  r e f l e c t e d  s o l u t i o n  a r r a y  is much l e s s  than 
t h a t  f o r  t h e  metal  a r r a y .  ( I f  t h e  e f f e c t  of ex terna l  
r e f l e c t i o n  is estimated from Table 2 1  of TID-7028, 
t h e  remaining f a c t o r  i s  only - 1.2.) An important 

conclusion is t h a t  t h e  g r e a t e r  in f luence  of t h e  hy- 

drogenous material appears i n  metal a r r a y s ,  f o r  which 
a measurement e x i s t s .  

been general ized by Monte Carlo r e s u l t s . 3 5  

genera l  conclusions,  a s  they apply t o  s t o r a g e  a r r a y s ,  
a r e  included i n  a s t o r a g e  guide discussed i n  t h e  
next  sec t ion .  

There 

3 

The t o t a l  

Like t h e  preceding cases ,  t h i s  observat ion has  
The more 

V. GENERAL CRITICALITY-CONTROL PRACTICES 

TOOLS FOR CRITICALITY EVALUATION 

We now have a reasonable  idea  of t h e  sources  of 
c r i t i c a l i t y  information and t h e  var ious  ca tegor ies  

of da ta  t h a t  a r e  s u i t a b l e  f o r  nuclear-safety evalua- 
t i o n .  A s  s t a t e d  before ,  these  c l a s s e s  of information 
are: d i r e c t l y  appl icable  experimental d a t a ,  calcu- 
l a t e d  r e s u l t s  t h a t  a r e  subjec t  t o  v e r i f i c a t i o n ,  and 
semiempirical approximations t h a t  e i t h e r  conta in  
f a c t o r s  of conservatism o r  a l s o  r e q u i r e  v e r i f i c a t i o n  
in regions t h a t  a r e  not  bracketed experimental ly .  
I d e a l l y ,  the  l a t t e r  two ca tegor ies  would be used on- 
l y  f o r  i n t e r p o l a t i o n  among experimental po in ts .  
Present ly ,  however, a number of regions of p r a c t i c a l  

i n t e r e s t  a r e  not  blanketed experimentally. Examples 
of d e f i c i e n t  da ta  inc lude  those f o r  water-moderated 
plutonium of high 240Pu content ,  and those f o r  many 
s i m i l a r l y  moderated reac tor - fue l  mixtures  such as 
23 3U-Th, and Pu- 23 5U- 38U, 

Where such an experimentally unknown region is  
encountered, t h e  a l t e r n a t i v e s  a r e  t o  f i n d  more reac- 

t i v e  systems f o r  which da ta  do e x i s t ,  o r  t o  o b t a i n  
new information.  Examples of t h e  f i r s t  a l t e r n a t i v e  
a r e  t r e a t i n g  a v e s s e l  of i r r e g u l a r  shape a s  a more 
compact cy l inder  or  sphere of t h e  same volume, ap- 

plying t h e  minimum c r i t i c a l  dimension of a s o l u t i o n  
cy l inder  t o  d i l u t e  s o l u t i o n s ,  using U(93) c r i t i c a l  
d a t a  f o r  low-enrichment uranium, assuming full water 

r e f l e c t i o n  ins tead  of p a r t i a l  r e f l e c t i o n ,  and view- 
ing an i r r e g u l a r  s t o r a g e  arrangement as a regular  
a r r a y  with maximum planned u n i t  s i z e  and minimum 
volume per  u n i t .  Usually more than one s e t  of con- 
s e r v a t i v e  condi t ions  can be found, such a s  t r e a t i n g  
t h e  above s t o r a g e  conf igura t ion  f i r s t  as a cubic  ar- 
ray,  then a s  p a r t  of an  i n f i n i t e  planar  a r r a y .  I f  
t h e  most conserva t ive  approach does t h e  j o b  a s  w e l l  
a s  d e s i r e d ,  t h e r e  is no need t o  look f u r t h e r .  

Frequent ly ,  however, conservat ive a p p l i c a t i o n  
of o f f - s p e c i f i c a t i o n  d a t a  proves uneconomical. Then 

one must arrange f o r  new da ta ,  and t h e  he lp  of t h e  
r e a c t o r  p h y s i c i s t  is  required (of course he may a l s o  
he lp  with t h e  f i r s t  approach). H e  may obta in  new 
experimental information if t h i s  is  c o n s i s t e n t  with 

schedule and j u s t i f i a b l e  economically, o r  he may 
provide arguments f o r  c e r t a i n  conserva t ive  limits 
derived from computation o r  semiempirical r e l a t i o n s .  
A t h i r d  choice may be t o  use reasonable  es t imates  of 

c r i t i c a l  condi t ions  ( ins tead  of c e r t a i n l y  conservat ive 
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estimates) f o r  ope ra t iona l  planning, followed by a r -  
rangements t o  check ou t  t h e  s a f e t y  of t h e  a c t u a l  
equipment before  i ts  ul t imate  use.  Carefu l ly  con- 

t r o l l e d  neutron-mult ipl icat ion measurements4' w i l l  
e i t h e r  confirm t h e  s a f e t y  of t h e  opera t ion  o r  ind i -  

c a t e  some needed modi f ica t ion .  
C r i t i c a l  condi t ions  o r  conserva t ive  es t imates  

e s t ab l i shed  by some means g ive  a s u i t a b l e  answer t o  
t h e  quest ion,  "What is c r i t i c a l ?  , ' I  But t h e r e  remains 

t h e  more s u b t l e  ques t ion ,  "What can become cr i t ica l? : '  
o r ,  t o  r e t u r n  t o  words used earlier, "What can go 

wrong wi th  an  opera t ion  and with t h e  people perform- 
ing  it?." Unlike t h e  f i r s t  ques t ion ,  t h i s  one has  
no gene ra l  set of bes t  answers. 
t h e  "best" compromise between economy and r i s k  must 
depend upon d e t a i l s  of design,  opera t ion ,  and 

organiza t ion .  

It is apparent  t h a t  

We recognize,  however, t h a t  a "best" nuclear-  
s a f e t y  answer i s  a n  i d e a l i s t i c  goa l  t h a t  can be  ap- 
proached only t o  t h e  ex ten t  t h a t  exper t  judgment is 

appl ied .  Again, t h i s  s ta tement  impl ies  emphasis up- 
on judgment about t h e  r e l i a b i l i t y  of an  e n t i r e  oper- 

a t i o n .  Although pa ths  toward t h e  above i d e a l i s t i c  
goal  cannot be  descr ibed i n  d e t a i l ,  experience has  
led  t o  c e r t a i n  nuclear-safety p r a c t i c e s  and po in t s  
of view t h a t  a r e  accepted r a t h e r  genera l ly .  
of t h i s  s ec t ion  dea l s  with e x i s t i n g  gene ra l i za t ions  

of t h i s  s o r t ,  whi le  recognizing t h e i r  l i m i t a t i o n s .  
THE GENERAL CRITICALITY SAFETY STANDARD 

The r e s t  

Widely accepted nuc lear -safe ty  c r i t e r i a  appear 
i n  t h e  b r i e f  "American Nat ional  Standard f o r  Nuclear 
C r i t i c a l i t y  Safe ty  in Operat ions with F i s s ionab le  
Mater ia l s  Outside Reactors."46 As shown by t h e  f o l -  
lowing d iscuss ion ,  t h i s  product of t h e  American Nu- 
c l e a r  Socie ty  and t h e  American Nat ional  Standards 
I n s t i t u t e  is c o n s i s t e n t  wi th  t h e  genera l  p r i n c i p l e s  

s t a t e d  a t  t h e  end of Sec. I. 

One of t hese  p r inc ip l e s ,  "The p ro tec t ion  of l i f e  
is more important than t h e  p ro tec t ion  of property,"  
is  paraphrased i n  t h e  in t roduc t ion  of t h e  Standard. 
It is  f u r t h e r  implied by t h e  s ta tement  t h a t  c r i t e r i a  
t o  be  e s t ab l i shed  by management may be less s t r i n -  
gent  than usua l  when personnel  a r e  pro tec ted  by 
sh ie ld ing .  

Another p r inc ip l e ,  "General nuclear-safety 

guidance is super ior  t o  s te reo typed  r u l e s  intended 
f o r  broad appl ica t ion ,"  is r e f l e c t e d  i n  t h e  genera l  

na tu re  of t h e  Standard 's  requirements. For example, 

t h e  fol lowing admin i s t r a t ive  p r a c t i c e s  a r e  ca l l ed  

f o r  without  a t tempts  t o  spec i fy  methods of implemen- 
t a t i o n .  

1. 
by management, 
2.  
i b l e  abnormal condi t ions ,  
3. con t ro l l ed  movement of f i s s i o n a b l e  m a t e r i a l s  
including l a b e l i n g  and pos t ing  of l i m i t s ,  
4. 

dev ia t ions  t h a t  a f f e c t  s a f e t y ,  

5 .  
cur ren t  procedures ,  and 
6. emergency procedures. 

s a f e t y  r e s p o n s i b i l i t y  and cr i ter ia  es t ab l i shed  

process  a n a l y s i s  t h a t  inc ludes  e f f e c t s  of cred- 

prompt inves t iga t ion  and co r rec t ion  of process  

f requent  s a f e t y  reviews t o  check adherence t o  

S imi la r ly ,  margins of s a f e t y  t o  a l low f o r  process  

u n c e r t a i n t i e s  and acc iden ta l  condi t ions  are requi red  

but  no t  spec i f i ed  numerical ly .  
Throughout t h e  Standard, one sees t h e  inf luence  

of t h e  remaining p r i n c i p l e  from Sec. I: "Risk is t o  
be recognized,  and i t s  con t ro l  is t o  be  somewhat 

more s t r i n g e n t  than t h a t  which is considered good 

p r a c t i c e  innonnuclear  industry."  I n  t h e  introduc-  
t i o n ,  r i s k  of a c r i t i c a l i t y  acc ident  is placed on a 
p r a c t i c a l  b a s i s ,  and t h e  need t o  maintain a favorable  
record is implied. 
and recommended "double-contingency pr inc ip le"  and 
c o n t r o l  by equipment design,  a r e  intended t o  go be- 
yond nonnuclear p r a c t i c e .  
Double-Continaencu Frincivle. The so-cal led double- 

The admin i s t r a t ive  requirements ,  

contingency p r i n c i p l e  i s  gene ra l ly  accepted as a 
guide t o  t h e  proper degree of p ro tec t ion  a g a i n s t  op- 
e r a t i o n a l  abnormal i t ies  t h a t  are improbable but  s t i l l  

cannot be  ignored. 
such t h a t  no s i n g l e  mishap can l ead  t o  a c r i t i c a l i t y  
acc ident  r ega rd le s s  of i t s  p robab i l i t y  of occurrence. 
It is understood, f u r t h e r ,  t h a t  t h e r e  should be  pro- 

t e c t i o n  aga ins t  cha ins  of r e l a t e d  mishaps and aga ins t  

combinations of o the r  abnormal i t ies  t h a t  cannot be  
considered improbable. Obviously, t h i s  r a t h e r  sub- 
j e c t i v e  r u l e  does l i t t l e  more than e s t a b l i s h  a po in t  

of view about  c r i t i c a l i t y  control-it cannot subs t i -  
t u t e  f o r  exper t  judgment. 
sense  usua l ly  provide t h e  only  b a s i s  f o r  c l a s s i f y i n g  
a conceivable  mishap a s  " l ike ly"  o r  "unl ikely,"  o r  

f o r  r u l i n g  it out  a s  an  imprac t ica l  concept. 
example, leakage between a water  j a c k e t  and t h e  ves- 

sel t h a t  it surrounds may be i n  any one of t hese  
ca t egor i e s ,  depending upon such th ings  as material, 

This  r u l e  c a l l s  f o r  c o n t r o l s  

Experience and common 

For 
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type  of cons t ruc t ion ,  and opera t ing  temperatures .  
Before leav ing  t h i s  s u b j e c t ,  we should add t h a t  a 
mistake i n  a record of chemical a n a l y s i s  is hard ly  

ever  c lassed  as a remote p o s s i b i l i t y ,  because of t h e  
frequency of s l ipped  decimal po in t s  and t ranscr ip-  
t i o n  e r r o r s .  
GeometricaZZy FavorabZe Equipment. C r i t i c a l i t y  con- 
t r o l  by equipment design means s e l e c t i n g  dimensions 
and ma te r i a l s  so a s  t o  preclude c r i t i c a l i t y  under 
t h e  v a r i e t y  of condi t ions  foreseen .  It is  t h e  use  

of such "geometr ical ly  favorable"  equipment t h a t  t h e  
Standard encourages. Although continuous processes  
and geometr ica l ly  favorable  equipment a r e  o f t e n  
viewed a s  going hand i n  hand, even t h e  s a f e t y  of 
batch opera t ions  i s  con t ro l l ed  most e f f e c t i v e l y  by 
l i m i t i n g  t h e  dimensions o r  capac i ty  of conta iners .  
This is a s u r e r  type  of con t ro l  than r e ly ing  only on 
t h e  establ ishment  of ba tch  s i z e  by a combination of 
a n a l y s i s  and weighing o r  volume measurement. 

While geometr ica l ly  favorable  equipment is  a 
comforting means of c r i t i c a l i t y  c o n t r o l ,  i t  should 
not  be viewed a s  foolproof-a concept suggested by 

t h e  misnomer "always-saf e." 
t h e r e  remains some degree of admin i s t r a t ive  con t ro l  

t h a t  cannot be el iminated.  

soc ia ted  with s i z i n g  equipment f o r  a l l  conceivable  
compositions and forms of f i s s i l e  ma te r i a l  i s  usual- 
l y  i n t o l e r a b l e .  Unless t h i s  i s  done, however, ad- 
m i n i s t r a t i v e  con t ro l  is required t o  keep t h e  wrong 
ma te r i a l s  ou t  of t h e  system. A s  examples, "safe" 
dimensions of U ( 5 )  so lu t ion  must be sca led  down by 
about a f a c t o r  of 2 t o  accommodate U(93) s o l u t i o n ,  
and, i n  t h e  extreme, another  f a c t o r  of 2 would be 
requi red  f o r  U(93) metal. But even i f  t h e  extreme 
of "always-saf e" geometry were at tempted,  t h e  need 

f o r  adminis t ra t ive  con t ro l  would s t i l l  e x i s t .  Equip- 
ment must be expected t o  l e a k ,  l i n e s  must be expect- 
ed t o  plug,  and t h e  ma te r i a l  must be introduced i n t o  
and removed from even u l t r a - sa fe  equipment. The re -  

s u l t i n g  need t o  handle  ma te r i a l  ou t s ide  of t h e  
equipment des t roys  t h e  "always-safe" concept. 
is no ques t ion  about t h e  con t r ibu t ion  of geometri- 
c a l l y  favorable  equipment t o  nuc lear  s a f e t y ,  bu t  it 

cannot e l imina te  t h e  need f o r  informed judgment. 
Choice o f  Administrative Practices. 
admin i s t r a t ive  p r a c t i c e s  requi red  by t h e  Standard 
a r e  h ighl ighted  by t h e  four  most s e r i o u s  p l an t  acc i -  
dents  reviewed i n  Sec. I. I n  each case ,  recognized 

I n  every p r a c t i c a l  case ,  

The economic penal ty  as- 

There 

Reasons f o r  t h e  

admin i s t r a t ive  con t ro l s  broke down. Procedures, t h a t  
probably seemed sens ib l e  on t h e  sur face ,  were impro- 

v ised  without  a l lowing f o r  abnormal i t ies  t h a t  are 
usua l ly  considered i n  nuclear-safety eva lua t ions .  
The f a c t  t h a t  a l l  of these  acc iden t s  occurred i n  t h e  
course of unusual cleanup opera t ions  i l l u s t r a t e s  t h e  
d i f f i c u l t y  of maintaining e f f e c t i v e  and p r a c t i c a l  
procedures under ex t raord inary  condi t ions .  
v i s i o n s  f o r  adapt ing procedures t o  new condi t ions  
a r e  too cumbersome, then improvisat ion occurs .  A 

high degree of managerial wisdom i s  requi red  t o  es- 
t a b l i s h  procedures t h a t  maintain e f f e c t i v e  c r i t i c a l -  

i t y  con t ro l  while  accommodating process  d i f f i c u l t i e s  

and maintenance. 
Neutron Absorbers. 
upon b u i l t - i n  neutron absorbers  provided t h e i r  e f fec-  
t i veness  is  confirmed, bu t  i t  caut ions  aga ins t  s i m i -  
l a r  r e l i a n c e  upon absorbers  i n  s o l u t i o n ,  because of 
poss ib l e  loss o r  r e d i s t r i b u t i o n .  Tanks packed wi th  
b o r o s i l i c a t e  g l a s s  raschig  r i n g s  o r  containing boron- 
s t a i n l e s s  g r i d s  a r e  t h e  permanent absorbers  used 
most commonly t o  provide high-capacity so lu t ion  con- 

t a i n e r s .  The c r i t e r i o n  s t a t e s  t h e  need f o r  adminis- 
t r a t i v e  con t ro l  t o  ensure t h a t  t h e  absorber  is pres- 
e n t  and properly loca ted ,  and t h a t  it remains t h a t  
way. As pointed o u t ,  t h i s  problem of confirming i t s  

cont inuing e f f ec t iveness  becomes much more d i f f i c u l t  
i f  t h e  absorber  is  i n  so lu t ion  ins tead  of s o l i d  form. 
Unless t h e r e  is  an  unusual ly  r e l i a b l e  arrangement 

f o r  checking t h e  presence of an  absorber i n  s o l u t i o n ,  
i t s  use a s  a primary means of nuclear-safety con t ro l  

is  incons i s t en t  with t h e  double-contingency p r inc i -  
p l e .  The s i n g l e  e r r o r  of s u b s t i t u t i n g  t h e  wrong re-  
agent can lead t o  c r i t i c a l i t y .  Therefore ,  so lub le  
absorbers  a r e  o r d i n a r i l y  used only f o r  secondary 
p ro tec t ion ,  a s  i n  an  a u x i l i a r y  v e s s e l  where f i s s i l e  
ma te r i a l  can appear only a s  t h e  r e s u l t  of an  unl ike-  

l y  mishap. An except ion,  which is rece iv ing  increased 
support ,  i s  t h e  use  of so lub le  absorbers  f o r  primary 
s a f e t y  con t ro l  i n  sh ie lded  a r e a s ,  p a r t i c u l a r l y  where 
an  acc iden ta l  excursion is  not  expected to  be de- 
s t r u c t i v e .  ( I n  o ther  words, t h e  double-contingency 
p r i n c i p l e  may be relaxed under these  condi t ions . )  
The g r e a t e s t  economic incent ive  f o r  using so lub le  
absorbers  is  use  of large-capaci ty  d i s so lve r s  f o r  

i r r a d i a t e d  r e a c t o r  f u e l  i n  which s o l i d  absorbers  
would be incompatible with s o l i d  f u e l .  

I f  pro- 

The Standard permits  r e l i a n c e  
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SubcriticaZ Limits. The Standard c a l l s  f o r  s u b c r i t -  
i c a l  l i m i t s ,  such a s  mass o r  volume of f i s s i l e  ma- 

t e r i a l ,  cy l inde r  diameter,  o r  s l a b  thickness ,  t o  be 
based on d a t a  der ived from experiments o r  from cal-  
c u l a t i o n s  v a l i d a t e d  by comparison wi th  experiments. 
Because examples of such l i m i t s  assume r e f l e c t i o n  

by a n  unl imited thickness  of water, t h e  r eade r  is 
cautioned about r e f l e c t i o n  and i n t e r a c t i o n  with 
o the r  f i s s i l e  m a t e r i a l  t h a t  may be still  more e f f ec -  
t i v e .  We do no t  i n t e r p r e t  t hese  examples as demand- 
ing t h a t  a l l  f i s s i l e  m a t e r i a l  w i th in  a p l a n t  be sub- 
c r i t i c a l  i f  f looded by water. Some processing or- 
gan iza t ions  have adopted t h i s  requirement,  bu t  pre- 
sumably t o  a l low f o r  a mul t i t ude  of unce r t a in  con- 
d i t i o n s  such a s  t h e  in f luence  of nearby s t r u c t u r e s ,  
equipment,and personnel.  Unnecessarily r i g i d  in- 
t e r p r e t a t i o n  can l ead ,  f o r  example, t o  an awkward 
s e l e c t i o n  of "safe-diameter" s o l u t i o n  s to rage  cyl in-  

d e r s  from p ipe  o r  tubing of s tandard s i z e s .  Often 
t h e  environment can be con t ro l l ed  so t h a t  s tandard 

p ipe  somewhat l a r g e r  than t h e  s i z e  t h a t  would be 
c r i t i c a l  with f u l l  water r e f l e c t i o n  w i l l  be sa fe .  
A l t e rna t ives .  such as dropping t o  t h e  next  smaller  
s i z e ,  o r  obtaining tubing of a s p e c i a l  s i z e  (which 
has been done), can be both expensive and unnecessary 
Safety Margins. 
unspecif ied s a f e t y  margins be app l i ed  t o  s u b c r i t i c a l  
l i m i t s  is anything bu t  s t r a igh t fo rward .  Again, 
judgment based on experience is  c a l l e d  f o r .  
o rgan iza t ions  have s e l e c t e d  c e r t a i n  abso lu te  s a f e t y  
limits, t h e  most common f o r  i nd iv idua l  u n i t s  being 

75 o r  80% of t h e  appropr i a t e  c r i t i c a l  mass, corres-  
ponding t o  dimensional limits o r  k va lues  of 0.90 
o r  0.95. It is understood t h a t  t h e s e  extreme l i m i t s  
apply after allowance f o r  u n c e r t a i n t i e s  of d a t a ,  of 
a n a l y s i s ,  and of cond i t ions  t h a t  may be encountered. 
Very seldom are such limits a c t u a l l y  approached i n  
ope ra t ions  o u t s i d e  of r e a c t o r s .  For example, i n  

p l a n t s  with an abso lu te  l i m i t  of 75% of t h e  c r i t i c a l  
mass, 50% of a c r i t i c a l  mass w i l l  be encountered 
only r a r e l y .  Because of t h e  s e n s i t i v i t y  of a r r a y s  
t o  spacing, abso lu t e  f r a c t i o n a l  c r i t i c a l  m a s s  lim- 
i t s  are no t  so g r e a t  f o r  a r r a y s  as f o r  i nd iv idua l  
u n i t s ;  50% is considered t h e  extreme l i m i t ,  which, 
again,  is never r e a l l y  encountered. W e  emphasize 

t h i s  d i f f e r e n c e  between upper l i m i t s  t h a t  a l low f o r  
m u l t i p l e  abnorma l i t i e s  and corresponding real l i m -  
its because we f e e l  t h a t  t h e  l a t t e r  a r e  u s u a l l y  

The requirement t h a t  adequate  bu t  

Some 

appropr i a t e  f o r  i n t e r a c t i o n  e s t ima tes .  
i n s t ance  where t h e r e  is allowance f o r  abnormal re- 

f l e c t i o n  has been mentioned, I f  such r e f l e c t i o n  is 
a c t u a l l y  encountered, i ts tendency is  t o  reduce in- 
t e r a c t i o n  t o  below normal. Nevertheless ,  c e r t a i n  
mul t ip l e  abnormali t ies ,  such as t h e  simultaneous ex- 
t r ao rd ina ry  moderation of s e v e r a l  f i s s i l e  u n i t s  i n  a 

c l u s t e r ,  can lead t o  increased i n t e r a c t i o n .  This  

s i t u a t i o n ,  which could occur with open con ta ine r s  
below a s p r i n k l e r  system o r  with interconnected ves- 
sels through which t h e  abnormality can propagate,  i s  
recognizable  and should be  taken i n t o  account.  

The t y p i c a l  

While OR t h i s  s u b j e c t ,  we cau t ion  a g a i n s t  any 
tendency t o  u s e  a n  "acceptable" s a f e t y  f a c t o r  when a 
l a r g e r  f a c t o r  would c o s t  no more. I n  o t h e r  words, 
w e  recomend a g a i n s t  "standard" s a f e t y  f a c t o r s  (as 
con t r a s t ed  with lower l i m i t s )  even i f  they could be  
agreed upon. Advantage should be taken of any f r e e  
con t r ibu t ion  t o  c r i t i c a l i t y  c o n t r o l ,  such as favor- 

a b l e  arrangements of m a t e r i a l s  and equipment, t h a t  

tends t o  make proper ope ra t ion  convenient and malop- 
e r a t i o n  inconvenient.  
SPECIALIZED STANDARDS AND CRITICALITY SAFETY GUIDES 

A s  must be apparent ,  i t  is p o s s i b l e  t o  g ive  
p. more d e t a i l e d  guidance than appears  i n  t h e  gene ra l  

c r i t i c a l i t y  s a f e t y  s tandard.  The problem, however, 
is how t o  add substance without introducing a r b i t r a r y  
c o n s t r a i n t s ,  i ncons i s t enc ie s ,  o r  i naccurac i e s .  The 
chosen s o l u t i o n  is  t o  sha re  t h e  burden of t h i s  major 
s t e p  among a number of work groups, each examining 
f u r t h e r  s t anda rd iza t ion  a s soc ia t ed  with a l i m i t e d  

a spec t  of c r i t i c a l i t y  s a f e t y .  A s  of 1972, such 
groups have prepared t h r e e  supplementary s t anda rds ,  
have submitted advanced d r a f t s  of ano the r  s tandard 
and a guide,  and a r e  explor ing s i x  more t o p i c s  f o r  
s t anda rd iza t ion .  

Other Standards. 
dards,  t h e  "American Nat ional  Standard,  C r i t i c a l i t y  
Accident A l a r m  System,"47 a p p l i e s  t o  any means of 

s igna l ing  evacuation i n  t h e  event  of a c r i t i c a l i t y  
acc iden t .  The emphasis is upon dependabi l i ty ,  i n  

p a r t i c u l a r ,  t h e  avoidance of f a l s e  alarms. C r i t e r i a  
f o r  t h e  design of a n  alarm system ape o u t l i n e d ,  and 
gene ra l  requirements f o r  emergency a c t i o n  and post-  
acc iden t  a n a l y s i s  are s t a t e d  b r i e f l y .  

One of t h e s e  supplementary s tan-  

The "American Nat ional  Standard f o r  Sa fe ty  i n  
Conducting S u b c r i t i c a l  Neutron-Multiplication Meas- 
urements In Situff4' g i v e s  guidance f o r  s a f e l y  
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confirming o r  e s t ab l i sh ing  c r i t i c a l i t y  l i m i t s  where 
p l an t  condi t ions  do not  o f f e r  s p e c i a l  p ro t ec t ion  
aga ins t  acc iden ta l  c r i t i c a l i t y .  To i l l u s t r a t e ,  a 

series of neutron-mult ipl icat ion measurements made 
a s  quan t i ty  of f i s s i l e  ma te r i a l  is  increased can be 
ex t rapola ted  t o  t h e  c r i t i c a l  quant i ty ,  below which 
one can e s t a b l i s h  a c l e a r l y  s a f e  margin. The s tand-  

a rd  enumerates t h e  equipment c r i t e r i a  and good prac- 
t i c e s  t h a t  p ro t ec t  aga ins t  c r i t i c a l i t y  i n  t h e  course  
of such measurements. In situ measurements a r e  es- 

p e c i a l l y  use fu l  t o  confirm t h e  s a f e t y  of expensive 

opera t ions  wi th  equipment and surroundings t h a t  a r e  
too complex t o  be reproduced i n  a c r i t i ca l -assembly  
f a c i l i t y ,  t o  be evaluated i n  terms of known c r i t i c a l  
systems, o r  t o  be ca l cu la t ed  r e l i a b l y .  

The o the r  supplementary American Nat ional  Stand- 
a rd  is "Use of Boros i l ica te -Glass  Raschig Rings a s  a 
Neutron Absorber i n  Solu t ions  of F i s s i l e  Material."4g 

A s  mentioned before ,  large-volume vesse l s  packed with 
bo ros i l i ca t e -g l a s s  r a sch ig  r i n g s  a r e  used ex tens ive ly  
f o r  s to rage  of enriched-uranium and plutonium solu-  
t i o n s .  This  s tandard g ives  spec i f i ca t ions  f o r  rasch- 
i g  r i n g s  t h a t  a r e  s u i t a b l e  f o r  t h a t  purpose, de f ines  

acceptab le  chemical and phys ica l  environmental con- 
d i t i o n s ,  s p e c i f i e s  proper procedures f o r  packing 
vesse l s  and f o r  maintenance inspec t ion ,  and g ives  

maximum permiss ib le  concent ra t ions  of va r ious  f i s s i l e  
ma te r i a l s  i n  s o l u t i o n .  Instead of preserving maxi- 
mum f l e x i b i l i t y  a s  i n  o the r  cases  we have d iscussed ,  
t h i s  s tandard de f ines  an  acceptab le  range of condi- 
t i o n s  t h a t  has  been proven by experiment and experi-  
ence. For example, so lu t ions  of low-enrichment ura- 
nium a r e  not  included-neither a r e  v a r i a t i o n s  of so- 
l u t i o n  concent ra t ion  l i m i t s  wi th  v e s s e l  s i z e  o r  boron 
content  of t h e  g l a s s .  

S@zdalad~zation Stud$e_s_. 
considered f o r  s t anda rd iza t ion  i s  s u b s t i t u t i o n  of 
po lyvinylch lor ide  r a sch ig  r i n g s  f o r  g l a s s  i n  chem- 
i c a l  environments t h a t  would cause t h e  g l a s s  t o  de- 
t e r i o r a t e .  Another, s a f e  processing and s to rage  
c r i t e r i a  f o r  uranium of low 235U enrichment, might 
include t h e  s to rage  of low-enrichment s o l u t i o n  i n  
v e s s e l s  packed with b o r o s i l i c a t e  g l a s s .  

Among t h e  sub jec t s  being 

Other t o p i c s  being explored a r e :  

1. 

t i o n s ,  such a s  c i rcumstances i n  which moderation 
con t ro l  is inherent .  

c r i t i c a l i t y  s a f e t y  l i m i t s  f o r  spec ia l  appl ica-  

2. 

of f i s s i l e  ma te r i a l s ,  
3. 
tonium-uranium f u e l  mix tures ,  of importance f o r  
processing f a s t - r eac to r  f u e l ,  and 
4 .  v a l i d a t i o n  of c a l c u l a t i o n a l  methods of nuc lear  
c r i t i c a l i t y  s a f e t y .  

nuc lear ly  s a f e  p ipe  i n t e r s e c t i o n s  f o r  so lu t ions  

nuc lear  c r i t i c a l i t y  s a f e t y  and c o n t r o l  of plu- 

A t  an  advanced s t a g e  is  t h e  d r a f t  s tandard ,  
" C r i t e r i a  f o r  Nuclear C r i t i c a l i t y  Safe ty  Controls  i n  
Operat ions where Shie ld ing  P r o t e c t s  P e r ~ o n n e l . " ~ '  
&pucacs-and Guides. The remaining product of a c r i t -  
i c a l i t y  s a f e t y  work group, "Guide f o r  Nuclear C r i t i -  

c a l i t y  Safe ty  i n  t h e  Storage of F i s s i l e   material^,"^' 
is  t o  be published f o r  t r i a l  use  and comment before  
being submitted f o r  adopt ion a s  a s tandard .  
document conta ins  s u b c r i t i c a l  l i m i t s  f o r  many water- 
r e f l e c t e d  cubic  a r r ays  of sphe r i ca l  f i s s i l e  u n i t s .  
Included a r e  U ( S  30) ,  P u ,  and 233U a s  meta l ,  oxide,  
and oxide-water mixtures  (H/X 5 20). Effec t s  of 
moderation between u n i t s ,  displacement of u n i t s ,  d i s -  

t o r t i o n  of u n i t s  and c e l l s ,  s u b s t i t u t i o n  of concre te  
r e f l e c t o r  f o r  water ,  and i n t e r a c t i o n  of a r rays through 
concre te  a r e  considered and evaluated f o r  l i m i t i n g  
cases .  Although ex tens ive ,  t abu la t ions  of s u b c r i t i -  
c a l  l i m i t s  do not inc lude  a r r a y s  of s o l u t i o n  cy l in-  
ders  o r  u n i t s  of low-enrichment uranium. Because 
t h e  Guide is not  intended t o  cover a l l  a spec t s  of 
p r a c t i c a l  s torage  arrangements, i t s  u t i l i t y  is  d i f -  

f i c u l t  t o  p red ic t  u n t i l  a f t e r  t h e  proposed t r i a l  
per iod.  

This  

A number of o lde r  guides  and manuals spec i fy  
s a f e t y  l i m i t s  f o r  a v a r i e t y  of condi t ions  encountered 
i n  opera t ions  with f i s s i l e  ma te r i a l s .  Perhaps t h e  

best-known of t h e s e  is  "The Nuclear Safe ty  Guide,"44 
a USAEC pub l i ca t ion  rev ised  i n  1961. This Guide i s  

out of d a t e  i n  t h a t  b e t t e r  d a t a  a r e  a v a i l a b l e  now- 
some of which ind ica t e  l e s s  conservatish-and more 

use fu l  documents have come i n t o  being.  The c r i t i -  
c a l i t y  s tandards  and a da ta  compilat ion such a s  TID-  

7028 e s s e n t i a l l y  e l imina te  need f o r  t h e  o l d  Guide. 

Nuclear s a f e t y  manuals combine appropr ia te  
c r i t i c a l i t y  d a t a  wi th  numerical guidance f o r  opera- 

t i o n s  i n  s p e c i f i c  p l a n t s .  Such manuals, f o r  example, 

apply t o  t h e  Gaseous Dif fus ion  Plant52 and t h e  Y-12  
P lan t ,53  both a t  Oak Ridge, t h e  Savannah River Lab- 
o r a t o r y ,  54 and Hanf ord plutonium  operation^?^ Other 
c r i t i c a l i t y  s a f e t y  compilat ions a r e  t h e  "Manual of 
Experimental C r i t i c a l i t y  Data,"56 of t h e  United 
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Kingdom Atomic Energy Author i ty ,  t h e  "Guide de C r i t -  
i ~ i t e " ~ ~  of t h e  French Commissariat de 1 'Energie  
Atomique, t h e  "Handbuch zur  Kri t ikal i ta t" ' '  by Thomas 
and Weber, " C r i t i c a l  Parameters of F i s s ionab le  Mate- 

r i a l s  Systems and Nuclear Safetytf5' ( i n  Russian) by 
Dubozskiy e t  a l . ,  and " C r i t i c a l i t y  Safe ty  of Nuclear 
Fueltt6' ( i n  Japanese) prepared by t h e  Japan Atomic 
Energy Society.  

Guides can be of cons iderable  he lp  wi th  nuc lear  
s a f e t y  problems t h a t  a r e  s t ra ight forward  o r  have 
been solved f o r  s tandar ized  opera t ions .  But t hey  
con t r ibu te  l i t t l e  t o  t h e  design of new opera t ions  
where economic cons idera t ions  r equ i r e  t h a t  t he"bes t "  
s o l u t i o n  be approached c l o s e l y .  I n  such cases ,  over- 
emphasis on guides  tends t o  c r e a t e  a s te reo typed  im-  

age of c r i t i c a l i t y  con t ro l  t h a t  f a l l s  s h o r t  of re- 

s u l t s  t h a t  can be achieved by eva lua t ing  each major 
problem on its own merits. 

TRANSPORT REGULATIONS 

General c r i t i c a l i t y  s a f e t y e c f i t e r i a  t h a t  can be 
t a i l o r e d  t o  s p e c i f i c  condi t ions  a r e  appropr ia te  when 
those  condi t ions  remain under t h e  c o n t r o l  of t h e  or- 
ganiza t ion  i n  charge of opera t ions .  But when f i s -  
s i l e  ma te r i a l  is t o  be t ranspor ted  by a common car-  

rier, t h e  sh ipper  l o s e s  t h i s  c o n t r o l .  Consequently, 
more s p e c i f i c  c r i t e r i a  have been adopted f o r  t h e  

packaging and l abe l ing  of f i s s i l e  ma te r i a l  f o r  ship-  
ment, based on t e s t s  t h a t  s imula te  bothnormal t rans-  
p o r t  condi t ions  and hypothesized acc idents .  Essen- 

61 t i a l l y  uniform requirements appear  i n  in t e rna t iona l  
and n a t i o n a l  t r anspor t  r egu la t ions .  I n  t h e  US, pack- 
aging requirements  are es t ab l i shed  by AEC regula- 
tions':! and a n  AEC Manual ~ h a p t e r , ' ~  and a c t u a l  ship-  
m e n t i s  regula ted  by t h e  Department of Transportat ion.  64 

The fol lowing review of t hese  t r anspor t  c r i t e -  
r ia  should provide a background f o r  d i scuss ion  of 
examples t h a t  have occurred in prac t i ce .  It is a 
r a t h e r  f r e e  i n t e r p r e t a t i o n  of t h e  c r i t e r i a  and i s n o t  

expected t o  s u b s t i t u t e  f o r  t h e  a c t u a l  regula t ions .  

The t r anspor t  r egu la t ions  d i s t i n g u i s h  between 

The condi t ion  "undamaged" and "damaged" packages. 
of a n  undamaged package is es tab l i shed  by tests t h a t  
s imula te  t h e  e f f e c t s  of dropping during handl ing,  
extremes of summer hea t  and win ter  cold.and r a i n .  I n  
genera l ,  packaging intended f o r  f i s s i l e  ma te r i a l  w i l l  
no t  be  a f f ec t ed  by these  t e s t s .  The damaged package 
is defined by a sequence of more extreme tests f o r  
impact, f i r e ,  and f looding,  which is intended t o  re- 
present  e f f e c t s  of a severe  acc iden t ,  
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Before i n t e r a c t i o n  among packages is considered,  

each damaged package must remain s u b c r i t i c a l  when 
immersed i n  water. For t h i s  purpose, inleakage of 

water is assumed unless  t h e r e  is a s p e c i f i c  . individ-  
u a l  demonstration before  each shipment t h a t  such 
leakage cannot occur. This  extreme requirement is t o  

guard aga ins t  t h e  occas iona l  f a i l u r e  t o  c l o s e  pack- 
ages  properly,  a s  by omission o f  a gaske t .  

I n  consider ing permiss ib le  accumulations of 
packages, t h r e e  genera l  ca t egor i e s  of t r anspor t  and 
package condi t ion  a r e  recognized f o r  f i s s i l e  mater iaL 

Class  I. It is not  necessary t o  con t ro l  t h e  num- 
ber  of packages during t ranspor ta t ion- in  o the r  
words, t h e  i n t e r a c t i o n  among packages is so small 
t h a t  i t  can be ignored. 
Class  11. The only requi red  con t ro l  is a l i m i t a -  

t i o n  of t h e  number of packages in a veh ic l e  o r  
s to rage  loca t ion  t o  a spec i f i ed  va lue ,  t h e  "allow- 
a b l e  number ." 
Class  111. The sh ipper  has exc lus ive  use  of t h e  
veh ic l e  and c o n t r o l s  loading and unloading so 
t h a t  advantage can be taken of c e r t a i n  s p e c i a l  
arrangements of packages and r e s t r i c t e d  mixing 
wi th  o the r  types of package. 

For Class  11, which app l i e s  t o  t r anspor t  by 
common c a r r i e r ,  a prev ious ly  e x i s t i n g  device is used 

t o  l i m i t  t h e  number of packages of f i s s i l e  ma te r i a l  
i n  a veh ic l e  o r  s to rage  l o c a t i o n .  I n  its o r i g i n a l  
form, t h i s  device  is t h e  assignment of a given num- 
ber of " r ad ia t ion  uni t s"  t o  each package of radio-  
a c t i v e  m a t e r i a l  on t h e  b a s i s  of its measured ex ter -  
n a l  r ad ia t ion .  The o v e r a l l  r a d i a t i o n  l e v e l  is l imi t -  
ed by DOT r egu la t ions  t h a t  a l low no more than 50 
r a d i a t i o n  u n i t s  per  veh ic l e  o r  s to rage  loca t ion  
( t h e r e  is a concurrent  l i m i t a t i o n  of no more than 10  
r a d i a t i o n  u n i t s  per  package). To avoid complicating 
l i f e  f o r  t h e  c a r r i e r  by ass igning  sepa ra t e  numbers 

f o r  c r i t i c a l i t y  c o n t r o l ,  t h e  meaning of " r ad ia t ion  
uni t "  has  been modified t o  accomplish t h i s  c o n t r o l  

a s  wel l  a s  its o r i g i n a l  purpose of l imi t ing  t o t a l  
r a d i a t i o n .  
p laces  "number of r a d i a t i o n  uni t s . "  

t r o l  is accomplished by def in ing  t h e  t r anspor t  index 
assigned t o  a package a s  t h e  g rea t e r  of t h e  follow- 
ing two numbers: 

The new term " t ranspor t  index" now re- 
The dua l  con- 

50/(al lowable number of l i k e  packages f o r  c r i t -  
i c a l i t y  con t ro l ) ,  o r  
t h e  number of r a d i a t i o n  u n i t s  a s  def ined before .  



Note t h a t  t h e r e  i s  no d e t e c t a b l e  r a d i a t i o n  ou t s ide  

most packages of un i r r ad ia t ed  f i s s i le  ma te r i a l .  
Then, of course ,  t h e  assigned t r anspor t  index i s  j u s t  

t h e  f i r s t  of t h e  above numbers. 
We a r e  now ready t o  state i n t e r a c t i o n  c r i t e r i a  

f o r  t h e  va r ious  c l a s s e s  of f i s s i l e -ma te r i a l  shipment. 

CZass I. 
s a t i s f y  t h e  fol lowing requirements. 

Packaging and conten ts  a r e  e s t ab l i shed  t o  

1. 
c r i t i c a l  i n  any arrangement. 
2. 
s u b c r i t i c a l  i n  any arrangement wi th  any d i s t r i b u -  

t i o n  of water t h a t  i s  cons i s t en t  w i th  t h e  r e s u l t s  
of acc ident  t e s t s .  

Any number of undamaged packages must be sub- 

Two-hundred-fifty damaged packages must be 

A s  f o r  t h e  second requirement, i t  is  f r equen t ly  d i f -  

f i c u l t  t o  show t h a t  250 damaged packages would be  
s u b c r i t i c a l  without  a l s o  demonstrating t h a t  a n  i n f i -  

n i t e  number would be  s u b c r i t i c a l .  
Class II. 
f o r  c r i t i c a l i t y  c o n t r o l  is 50/(al lowable number of 
packages) where t h e  a l lowable  number of packages 
s a t i s f i e s  both of t h e  fol lowing requirements .  

The t r anspor t  index assigned t o  a package 

1. Five times t h e  a l lowable  number of undamaged 
packages a r e  s u b c r i t i c a l  i n  any arrangement sur-  
rounded by t h e  equiva len t  of a complete water re- 
f l e c t o r .  This  is supposed t o  be  more extreme than 

condi t ions  a t  a t r a n s f e r  po in t  where t h e  acciden- 
t a l  combination of loads  is expected t o  be most 

probable. 
2. 
remains s u b c r i t i c a l  i n  any arrangement wi th  any 
d i s t r i b u t i o n  of water t h a t  is  cons i s t en t  wi th  t h e  
r e s u l t s  of acc ident  tests. This  presumes t h a t  a n  

acc ident  combining more than two veh ic l e  loads  of 
f i s s i l e  ma te r i a l  is  h ighly  improbable. 

Twice t h e  al lowable number of damaged packages 

In t h e  l as t  chapter ,  we  observed t h a t  hydrogenous 
ma te r i a l  between U(93) u n i t s  of moderate s i z e  i n  a 
cubic  a r r a y  decreases  t h e  c r i t i c a l  number by a fac-  

t o r  less than 2.5. 
and packages a r e  not  a f f ec t ed  s i g n i f i c a n t l y  by t h e  
acc ident  t e s t s ,  i t  is apparent  t h a t  t h e  second of 
t h e  above requirements w i l l  fo l low i f  t h e  f i r s t  is 

s a t i s f i e d .  
CZass III. 
quired f o r  each type  of shipment. 

ment is t h a t  two i d e n t i c a l  loads  be s u b c r i t i c a l  if 
brought toge ther  i n  a conf igura t ion  expected a f t e r  
an  acc ident  assuming t h e  most r e a c t i v e  d i s t r i b u t i o n  

Where t h a t  l i m i t  can be accepted 

Spec ia l  approvals  by AEC and DOT are re- 
A genera l  requi re -  

of water. Unlike Classes  I and 11, in f luences  of 
e f f e c t i v e  c o n s t r a i n t s  such a s  tiedowns may be con- 
s idered .  

When t h e  t r anspor t  r egu la t ions  were proposed, 
t h e r e  was some f e a r  t h a t  t h e  severe ,  somewhat a rb i -  

t r a r y ,  acc ident  tests might lead  t o  u n j u s t i f i a b l y  
g r e a t  economic p e n a l t i e s  f o r  l a r g e  packages such as 

casks conta in ing  i r r a d i a t e d  f u e l .  Although experi-  
ence has uncovered some procedural  d i f f i c u l t i e s ,  t h e  
var ious  c r i t e r i a  have not  proven t o  be  se r ious  de- 
t e r r e n t s  i n  s p i t e  of t h e i r  r e s t r i c t i v e  appearance, 

CONTINUING INTEREST 
Although r i g i d ,  t h e  t r anspor t  c r i t e r i a  are i n  

terms of performance ins tead  of des ign  d e t a i l .  This 

impl ies  developmental problems s i m i l a r  t o  those  en- 

countered i n  o the r  a spec t s  of c r i t i c a l i t y  con t ro l ,  

bu t  w i th in  a more r e s t r i c t i v e  framework. 
Thus, i n  a l l  r e spec t s ,  c r i t i c a l i t y  s a f e t y  con- 

t i n u e s  t o  be v i a b l e  and cha l lenging .  This  i s  re- 
f l e c t e d  i n  t h e  l i v e l y  a c t i v i t i e s  of t h e  American Nu- 
c l e a r  Socie ty ' s  Nuclear C r i t i c a l i t y  Safe ty  Div is ion  
(numbering more than 200 members). T i t les  of s p e c i a l  
s e s s ions  a t  ANS na t iona l  meetings, sponsored by t h a t  
Divis ion,  g ive  a n  idea  of t h e  d i v e r s i t y  of i n t e r e s t s .  

November 1968: 

periments and Plans  f o r  Obtaining Nuclear C r i t i -  
c a l i t y  Safe ty  Data. 65 

June 1969: 
a r  C r i t i c a l i t y  Safety-Techniques, Standards,  and 
Adminis t ra t ion.  
December 1969: C r i t i c a l i t y  Problems of Synthe t ic  
Act in ide  Elements. 
June 1970: 

69 t ions-Tutorial .  
November 1970: Implications-ANSI C r i t i c a l i t y  

70 Safe ty  Standard N16.1. 
June 1971: 
c a l i t y  Safety.  

October 1971: C r i t i c a l i t y  Safe ty  i n  t h e  Light- 
W:iter Reactor Fuel Cycle. 
June 1972: 
Safety.  

Reviews of Recent C r i t i c a l i t y  Ex- 

Nuclear Saf ety-Tutorial;  66 and Nucle- 

67 

68 

Nuclear C r i t i c a l i t y  Sa fe ty  Computa- 

I n t e r n a t i o n a l  Developments i n  C r i t i -  
71 

72 

Education f o r  Nuclear C r i t i c a l i t y  
73 

The ses s ions  emphasizing i n s t r u c t i o n  were cosponsored 
by t h e  ANS Education Divis ion.  
worthwhile t o p i c s .  

There cont inue  t o  be 

The Nuclear C r i t i c a l i t y  Safe ty  Div is ion  a l s o  
sponsors t h e  ANS-8 Standards Subcommittee t h a t  devel- 
ops t h e  s tandards  discussed earlier. This  a c t i v i t y ,  
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too,  is never-ending. Not only are new s tandards  

needed, bu t  e x i s t i n g  ones must be re furb ished  o r  re- 
t i r e d  each f i v e  years .  

Because of t h e  cont inuing need f o r  new informa- 
t i o n ,  new app l i ca t ions ,  and f u r t h e r  s tandards  ac t iv -  
i t ies ,  t h e r e  is no excuse f o r  c r i t i c a l i t y  con t ro l  t o  
degenerate  i n t o  d u l l  formalism. 
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APPENDIX 

SELECTED FIGURES FROM TID-7 28 "CRITICAL DIMENSIONS 
OF SYSTEMS CONTAINING Uq35: Pu239, AND U233." 
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Fig.  A l .  C r i t i c a l  volume of 235U-enriched uranium in sphe r i ca l  geom- 
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Curve A: 

Curve B: U(4.9)02F2solutions, water  r e f l e c t e d .  
Curve C:  U3(4.9)08-C57H11006, water  r e f l e c t e d .  
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Curve E: 

Curve F: U(29.8)P4-CF2-CH2, p a r a f f i n  r e f l e c t e d .  
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Fig. A16. Critical masses of unreflected spheres of U(93) diluted 
with moderating materials. 
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The primed le t ters  i n d i c a t e  unref lec ted  va lues .  

hed uranium i n  s p h e r i c a l  geom- 

U(93)02F2 s o l u t i o n s  and U(95)F4-CF2-CH2, 
water r e f l e c t e d .  
U(4.9)02F2 s o l u t i o n s ,  water r e f l e c t e d .  
U (4.9)0~-C57H110069 water r e f l e c t e d .  

U(37)02F2 s o l u t i o n s  and U(37)Fq-CF2-CgH802. 
water r e f l e c t e d .  
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Fig. AIS. Minimum critical mass as a function of 235U enrichment 
in hydrogen-moderated systems. 
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Fig. A 1 9 .  Minimum c r i t i c a l  volume a s  a func t ion  of 235U enrich- 
ment i n  hydrogen-moderated systems. 
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F i g .  AZO. Minimum critical cylinder diameter a8 a function of 
235U enrichment in hydrogen-moderated systems. 
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Fig. A21. Minimum critical s l a b  thickness as a function of 235U 
enrichment in hydrogen-moderated systems. 
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